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2001 ENERGY PLANNING REPORT

EXECUTIVE SUMMARY

2001 Minn. Laws, Chapter 212 is the first comprehensive energy legislation in Minnesota in several decades.
It addresses many energy issues. It also requires us, the Department of Commerce, to prepare this report
on energy planning. 

This report provides:

• a comprehensive explanation of the energy system;
• trends in energy demand, supply, and prices; 
• challenges in ensuring adequate, reliable, environmentally sound, and affordable energy services; 
• technology options and other approaches such as energy conservation that can be tapped to meet

those challenges; and
• a summary of the new legislation and its potential for assisting in meeting the challenges ahead.

Included in this report (most of Chapter 4) is a separate report, also required by the new legislation, that
evaluates the Conservation Improvement Program and its potential to help address the challenges ahead.
Also included is an excellent glossary of energy terms (Appendix E), which is strongly recommended read-
ing for those who know a lot, as well as those who know a little, about energy.

We made many of the following recommendations in “Keeping the Lights On” in 2000, although most of the
recommendations in that report were adopted as part of the 2001 legislation. Some arise out of the additional
information and analysis in this report. In the December, 2002 update to this report, we will refine these rec-
ommendations, as well as articulate more specific goals and strategies to meet the goals.

Recommendations 

1. Continue accurate and aggressive monitoring of energy supplies and prices by the Department of
Commerce (DOC)and others;

2. All potential parties in electric transmission approval proceedings should work diligently to make the
new transmission planning oversight process at the Minnesota Public Utilities Commission (PUC)
effective.

3. Electric transmission project proposers must:
(a) increase flexibility in their transmission planning; and
(b) work early and intensively with affected local landowners and local governments and not wait to

get public input until initiation of the state and federal agency approval processes.
4. State agencies should work diligently to ensure that approval processes for power plants and transmis-

sion lines are completed in a timely manner with ample opportunity for effective public participation.
5. The overall air pollution emissions level from the power production sector will need to be reduced.
6. Utilities who own electric generating plants should take advantage of their new statutory ability to pass

through to ratepayers cost effective voluntary emissions reductions at their plants.
7. In addition to other emission reduction efforts, utilities should include in their integrated resource

plans identification of potential emission reduction projects and the PUC should approve projects it
finds cost effective.

8. Different criteria need to be developed for determining the need for power plants proposed by nonu-
tilities and for transmission lines primarily to serve bulk transfer arrangements.

9. Net metering for small electric generation facilities owned and operated by industries, businesses,
homeowners, and others should be increased from under 40kW to up through 2MW.
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10. Advance the date from 2012 to at least 2007 for installation of the additional 400 MW of wind energy
Xcel Energy must build or purchase under PUC order.

11. Focus on energy conservation as a means to help meet future electric supply needs and moderate
demand growth.

12. Create one or more private energy conservation utilities whose sole purpose would be to implement
effective energy savings programs and projects.

13. Expand the sales tax exemption for energy efficient equipment to all Energy Star appliances and effi-
cient natural gas equipment and appliances.

Summary of Findings
Energy planning in Minnesota is mostly adequate, but requires careful monitoring to ensure that it does, in fact,
result in adequate, reliable, environmentally sound, and affordable energy for Minnesotans for the long term. 

The most pressing challenges in the energy system, which includes electricity, natural gas, petroleum, and
petroleum products, lie in electricity. While there are similar challenges in the other sectors relating to sup-
ply, transportation, and price, the state has regulatory authority over those issues only in the electricity sec-
tor. The Department of Commerce (DOC) does monitor supply, transportation, and prices for all petroleum
products. DOC also monitors and the Public Utilities Commission (PUC) ensures that natural gas distribu-
tion companies do not pay more than is reasonable and prudent for the natural gas they provide to
Minnesotans. Unlike electric capacity, transmission, and prices, however, the state has no authority to over-
see the pricing of natural gas as a commodity. 

Electric utilities in Minnesota, on the other hand, are vertically integrated monopolies with exclusive serv-
ice territories. For the most part, they own and operate the generation, transmission, and distribution infra-
structure that provides power to homes and businesses. The investor owned electric utilities (referred to as
“public utilities” in statutes) are regulated by the PUC as to the services they provide and the rates they may
charge to their customers. Cooperative electric associations are managed by their members who are also
their customers (except Dakota Electric Association, which has elected to be regulated by the PUC like the
public utilities). Municipal utilities are managed by their city councils or other governmental agencies,
which are responsible to voters who are also the customers. Cooperative electric associations and munici-
pal utilities are not regulated by the PUC, except on complaint about services or disciminatory prices, but
do report certain types of information to the PUC and DOC.

Chapter 1 provides background information about petroleum and petroleum products, natural gas, and elec-
tricity. It provides information on supply and price trends over a thirty year period, with some predictions
for the future. It also explains the role of government in overseeing or regulating (or not regulating) the var-
ious energy sectors. Appendices B and C discuss the history of utility regulation and how rate regulation
works in Minnesota respectively. 

Challenges 
Chapter 2 explores the challenges we face in Minnesota related to the electric system.

Sufficient electric capacity is the first major challenge. At present, Minnesota statutes require the major elec-
tric utilities, including the generation and transmission entities that serve cooperative electric associations
and municipal utilities, to file with the Public Utilities Commission biennial integrated resource plans. These
plans, viewed together, as well as other energy information specific to Minnesota, indicate that Minnesota
needs over 2000 megawatts (MW) of additional electric capacity by 2010, but also that existing planning
processes are probably sufficient to ensure that we will have enough electricity to power our homes and
businesses for the next ten to 15 years. The exact sources of the additional electricity, however, remain
uncertain. This uncertainty is both a challenge and an opportunity to take advantage of new, more efficient
technologies that recently have become commercially viable, are on the verge of commercial viability, or will
be developed to commercial viability over time.
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The second and perhaps most critical challenge in electricity is the future viability of the transmission sys-
tem. We need to closely focus on meeting this challenge in order to ensure continued viability and vitality of
energy services for the future. 

The third major challenge is reducing pollution from electric generation. Meeting this challenge will require
exploring potential emission reduction strategies, pricing them, and choosing those that will provide the
largest reductions for the least cost. In addition, we need to take advantage of future emissions reduction
technologies or strategies, particularly for mercury and greenhouse gas emissions, as they become avail-
able. At the same time we should ensure that any new electric capacity does not increase overall pollution
from the power production sector. 

The fourth challenge is in affordability of energy services, including electricity, natural gas, propane, fuel
oil, and similar energy sources, for Minnesota energy consumers.

All of these challenges are intertwined. This report explores three of the major challenges noted above:

• electric capacity; 
• electric transmission; and 
• air pollution emissions from existing and future power plants. 

A separate report, which will be available in January, 2002, addresses challenges in maintaining affordabili-
ty of energy services for all Minnesotans. 

Electric Capacity
During the next nine years we need to add more than 2000 MW of electric capacity to serve Minnesota con-
sumers. About 1000 MW of that amount is in planning or approval processes now. There has been a major
shift in capacity planning. It appears that capacity will be added in smaller increments as it is needed, rather

than by last century’s model of huge central power plants with excess capacity into which we grew over time. This
new model will be created as we go. 

To get additional capacity into the system, we recommend a conservative approach at this time. First, max-
imize energy conservation and energy efficiency, as well as load management programs, because they cost
the least and impose the fewest infrastructure, logistic, and environmental burdens. Then, develop to the
greatest extent Minnesota’s own energy resources, such as wind energy with backup to create firm capaci-
ty (which is commercially viable now), solar energy, and bioenergy. 

Any additional capacity needed once we have maximized conservation, efficiency, and renewable resources
should be built using the most environmentally sound, least cost, and most efficient technologies available
now and into the future. The energy facilities we build today will be those that provide electricity for many
decades. We should not saddle future generations with the kind of difficult challenges we face in the ener-
gy system today, particularly the difficulties in transmission siting and routing, pollution abatement, and
service affordability. 

Energy generation is the subject of more technology research and development today than it has been since
at least the 1970s and perhaps as far back as the 1920s and 1930s. We should not limit our future ability to
take advantage of new and improved technologies. We should not rely too heavily on the technologies of the last

century, thereby foreclosing our ability to deploy better technologies as they become available. To the extent that
we do build additional facilities using old technology, we should ensure that those facilities use the best,
least polluting, least cost, and most efficient processes for generating electricity of which they are capable.

Electric Transmission
The transmission system in Minnesota, the upper midwest, and the nation is aging, operating at or near
capacity much of the time, and is being increasingly required to move electricity in ways it was not designed
and built to accommodate.
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We must both upgrade existing transmission lines and build new ones to accommodate our growing elec-
tric demand and federal requirements for open access to the system. Any electric generation technology, if
built in large increments, requires new transmission lines. This includes the large wind energy installations
in southwestern Minnesota, which have added to the pre-existing need for substantial new transmission
capacity in that area of our region.

Article 7 of the new energy legislation amends the Power Plant Siting Act to align need determinations and
routing decisions for transmission lines. These changes clarify and streamline state approval processes. In
addition, the legislature created a new comprehensive transmission planning process at the PUC. This new
process should result in enhancing the public’s and state government’s abilities to put proposals for new or
upgraded lines in the context of the broader regional system and system operational needs, as well as ensur-
ing that specific proposals adequately address local demand growth.

Environmental Emissions
The legislature required us, in consultation with the Minnesota Pollution Control Agency, to address in this
report the environmental issues associated with the energy system. Appendix A was prepared primarily by
MPCA staff and explores the contribution of electric generation to air pollution problems in the state and
their potential effects on health and the environment. In addition, Appendix A provides an initial analysis of
the costs of some emission reduction measures. Finally, Department of Commerce staff determined how
much these measures would cost typical residential electric ratepayers on an annual basis. 

Air pollution emissions from power plants in Minnesota should be reduced, including any additional emis-
sions from new electric generators. Initial analysis shows that significant reductions at existing power plants
could be accomplished in a cost effective manner. Utilities should take advantage of new legislation that
allows them to implement voluntary, cost effective emission reduction projects and seek permission from the
PUC to pass the costs directly on to ratepayers without the necessity of a rate case. In addition, new power
plants should achieve the lowest emission rates reasonably feasible, given the range of technologies available. 

Most large electric generators in Minnesota use coal as a fuel. Minnesotans get over 75 percent of their elec-
tricity from coal fired power plants, not all of them located in the state. Electric generation facilities that are
located in the state contribute more than half the sulfur dioxide, nearly a fifth of the nitrogen oxides, about
a third of the mercury, and a quarter of the greenhouse gas emitted in the state annually. These pollutants
can result in negative effects on human health, crops, forests, and wildlife. Emissions from power plants of
sulfur dioxide, nitrogen oxides, and greenhouse gas have steadily increased since the mid 1980s. We have
not built any large new coal fired power plants since 1983.

Nearly all of Minnesota’s existing coal fired power plants were built prior to air pollution control requirements
or were built to meet old New Source Performance Standards (NSPS) under the federal Clean Air Act. As
compared even with new coal plants, these plants emit 10 to 20 times the air pollutants as the new plants. 

All indications are that federal air pollution standards will become more stringent. For the purposes of ener-
gy planning, utilities and other power plant proposers, as well as state approval agencies, need to be alert to
the potential that a technology chosen today to generate electricity may become subject to stricter emission
standards in the future. Most electric generation facilities are planned to operate for many decades in order
to recoup the huge capital investment required. Today’s choices about electric plant fuels and design should
consider future emission reductions that may be needed to protect human health and the environment, in
order to protect ratepayers from needing to pay later for required retrofits. We also should seek to diversi-
fy our power production to include more different technologies. 
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Meeting the Challenges
Electric Technologies and Techniques
Chapter 3 explores the technologies available to generate electricity. The most likely technologies to be used
for new electric generation in Minnesota, according to utilities’ integrated resource plans, cost considerations,
environmental considerations, and logistics are natural gas and wind (with natural gas or other backup). 

It also examines the concept of distributed energy resources (DER). DER is not a technology but a set of
technologies that lend themselves to smaller electric generators located near where the power is consumed.
They reduce stress on the electric generation, transmission, and distribution system and can help avoid
huge investment in that system. They also can provide cleaner, higher quality, and more reliable electricity
for a consumer or group of consumers. Finally, in an era of heightened security concerns, DER provides
greater security than large, central power plants and long distance transmission lines.

Energy Efficiency and Conservation 
Another element of DER is energy conservation, which is discussed in detail in Chapter 4. Conservation and
efficient use are the best, most readily available, cheapest, and least polluting methods of increasing electric
supply by moderating growing demand. The existing Conservation Improvement Program (CIP) along with
PUC orders in resource plan proceedings will result in reducing the electric capacity deficit by about 320 to
430 MW. The remainder of the expected 980 to 1,100 MW that will be saved between now and 2010 is already
included in the utilities’ forecasts of future demand. It is critical to at least maintain the performance of the
existing Conservation Improvement Program. 

With two changes in the CIP statutes, we could save an additional approximately 130 to 280 MW. The two
potential changes are reducing the amount of CIP dollars that may be spent on load management projects
that do not actually save energy or even increase overall demand and increasing required spending levels
for all electric utilities to the level to which Xcel Energy is subject, 2 percent of gross operating revenues. In
total, we could avoid having to add up to 700 MW of new electric supply with a combination of maintaining
the existing CIP spending levels and energy savings requirements and making minor changes to increase
our focus on energy savings in CIP. 

These potential savings from energy conservation will cost, at most, about half of just the construction costs
of equivalent new electric generation. As compared with some technologies, conservation per unit costs less
than one-quarter of just the construction costs of a generation facility. When the costs to transmit the elec-
tricity, pay for the fuel, and operate and maintain generators and transmission systems are included, the costs
of conservation are a small fraction of the costs to provide an equivalent amount of new electric supply.

2001 Energy Legislation – Great Leaps Forward
Chapter 5 notes the statutory changes made in the 2001 legislative session, in a cooperative effort between
the Administration, the Legislature, and many stakeholders. The changes made in 2001 Minn. Laws,
Chapter 212 have great potential for assisting state agencies, utilities, consumers, and others to meet the
energy challenges of the future.

This new legislation:

• Requires sustainable building guidelines for new state buildings;
• Requires an energy conservation plan for all public buildings in the state;
• Authorizes joint ventures between utilities to provide utility service;
• Requires the Public Utilities Commission (PUC) to adopt uniform interconnection standards for small

distributed energy generation facilities and encourages distributed energy resources;
• Requires the Legislative Energy Task Force to study bioenergy and other renewable energy options in

rural areas;
• Attempts to simplify the cold weather disconnection rule;
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• Requires utilities to offer budget billing plans and payment agreements to customers in arrears, and
prohibits shutoff to households that have medically necessary equipment;

• Requires the Department of Commerce to study affordability of energy services and make recom-
mendations on how to achieve and maintain universal service;

• Expands the renewable energy incentive payment to include a couple small hydropower facilities that
need substantial reconstruction and adjusts application of the incentive to develop wind energy to
ensure that small producers are the only ones who qualify for it;

• Requires the PUC, municipal utilities and cooperative electric associations to develop service standards;
• Substantially adjusts the regulatory processes for routing transmission lines and siting electric gener-

ation plants to clarify the roles of the PUC and the Environmental Quality board (EQB); to speed the
processes; and to ensure that both the need for a facility and the environmental effects of a facility are
thoroughly addressed in the appropriate forum;

• Establishes for the first time a comprehensive statewide electric transmission planning process;
• Authorizes utilities to directly pass through to ratepayers the costs of transmission upgrades to serve

renewable energy generation required by law;
• Requires utilities to develop renewable and high efficiency energy rates (green pricing);
• Makes significant amendments to the Conservation Improvement Program (CIP) to require more

focus on projects that result in actual energy savings and higher spending levels for conservation by
municipal utilities and cooperative electric associations, and to encourage utilities to use proven cost
effective programs statewide; and

• Requires the Department of Commerce to evaluate CIP for effectiveness and make recommendations
for any further changes.

In addition to Chapter 212, the Legislature also enacted emissions reduction rider authority for utilities.
2001 Minn. Laws, 1Sp Ch 5, Art. 3, § 12 authorizes the PUC to allow a utility that owns a power plant and

voluntarily reduces environmental emissions from the plant to pass through the costs of doing so to its ratepay-

ers without going through a rate case.
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Preparing This Report
For a very short three months, beginning in mid July, 2001 we amassed information, analyzed it, and pre-
pared the first draft. Through late October into November, we held five public meetings to present the draft
and gather public comment around the state in Marshall, Fergus Falls, Rochester, St. Paul, and Grand
Rapids. In addition we presented the draft report to the Public Utilities Commission, the Environmental
Quality Board, the Pollution Control Agency Board, and various public and private groups, again travelling
to several Minnesota cities. We consulted with PUC staff, PCA staff, Department of Health staff, and EQB
staff. In November, we participated in Minnesota Planning’s first Issue Forum on the internet, which
focused on energy issues and was an additional avenue for the public to submit comments on the draft
report and on energy issues in general.

We received more than 350 pages of written public comment on the draft energy planning report and a large
number of comments on the draft Conservation Improvement Program report, the final of which is includ-
ed here as part of Chapter 4. We reproduced all of the comments, most in reduced format, in Appendices F
and G as a separate publication, which is available in hard copy.
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2001 ENERGY PLANNING REPORT

ONE: MINNESOTA ENERGY TODAY

E
nergy is basic to most activities in our
daily lives. We need energy to heat our
homes in the winter, cool our homes in
the summer, cook our meals, mow our
lawns, heat our water, refrigerate and
freeze our food, and wash and dry our

clothes. When our housework is done, we need ener-
gy to provide light to read by, to power our televi-
sions, stereos and computers, and to use our boats
and other recreational vehicles. On the farm, ener-
gy powers the machines that till, plant and harvest
our fields. In commerce, energy powers virtually all
aspects of work, from the lighting and computers in
our offices to the motors that run industrial and
manufacturing processes, such as mining iron and
processing ore into taconite, or harvesting wood
and processing it into paper products. And when we
move about, energy lights our highways and powers
our vehicles and airplanes.
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In 1999, Minnesotans consumed nearly 1,300
trillion British thermal units (Btus) of energy
in the form of electricity, natural gas, and

petroleum products.1 Figure 1-1 shows the relative
amounts of energy used by the commercial, resi-
dential, industrial and transportation sectors.

In 1999, Minnesotans spent approximately $9.7 bil-
lion to purchase the energy we used. Figure 1-2
shows the types of fuel inputs used to produce this
energy.2 An extensive physical infrastructure con-
sisting of piplelines, trucks, barges, trains, and elec-
tric transmission lines transports large amounts of
energy (oil, coal, natural gas, electricity) into the
state and/or around the state for further refining or
production and for distribution to consumers. 

This chapter is divided into three sections that focus
on petroleum, natural gas, and electricity. Each sec-
tion discusses trends in the use and cost of each
source of energy, describes the infrastructure used
to produce and deliver the energy to consumers and
explains the regulatory structure for each energy
source.

Petroleum
Minnesota has no native source of petroleum.
Beginning in the 1990s, the United States began
using more oil from foreign than domestic sources.
Most petroleum products enter and leave Minnesota
by pipeline. Some petroleum products also are trans-
ported by barge, rail, ship, or truck. All but a small
portion of Canadian crude oil and liquid petroleum
gasses (LPG) that are imported into the United
States pass through Minnesota to other parts of the
Midwest, eastern Canada, and New England.

The refineries that produce most of the petroleum
products consumed by Minnesotans are:

Flint Hills Resources, LP (formerly Koch Refining
Company), Twin Cities;

Marathon Ashland Petroleum Company, Twin
Cities;

Murphy Oil Refinery, Superior, Wisconsin;
BP-Amoco Refinery, Mandan, North Dakota; and 
Tesaro Refinery, Whiting, Indiana.

Use and Cost of Petroleum in Minnesota
Minnesotans consumed 5,127 million gallons of
petroleum products in 1999. Petroleum products
include coal, asphalt, and road oil, aviation gasoline,
distillate fuel, jet fuel, kerosene, liquid petroleum
gases, lubricants, motor gasoline, and residual fuel
oil. In 1999, Minnesotans used about 72 percent of
all petroleum products for air, land, and water trans-
portation. Transportation fuels include gasoline,
diesel fuel and jet fuel. Most agricultural use of
petroleum falls under the transportation category.
Approximately 21 percent of Minnesotans use either
fuel oil or propane for primary heating, which is
about 6 percent of total petroleum products con-
sumed in 1999.

Figure 1-3 illustrates that
petroleum consumption,
after declines in the late
1970s, is about 25 per-
cent higher overall today
than it was 30 years ago.
For transportation use,
the increase was about
75 percent. Figure 1-4
illustrates that gasoline
consumption is increas-
ing at a rate significantly
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Figure 1.1: Energy End Use in Minnesota, 1999
Source: REIS and EIA
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greater than population growth in the state. This
trend accelerated steadily during the 1990s.

In 1999, Minnesotans spent nearly $5 billion on
petroleum products. Figure 1-5 shows that the rela-
tive stability of petroleum expenditures from 1985
through about 1995 may have ended. In the last cou-
ple of years, petroleum prices and therefore overall
expenditures have become increasingly volatile,
based on factors that influence supply and demand
and the operation of private markets. Overall,
Minnesotans spend about 25 percent more in real
dollars today than 30 years ago for petroleum prod-
ucts (about 50 percent more overall for transporta-
tion fuels).

Figure 1-6 shows retail prices, in real dollars, for
petroleum products in Minnesota over the past 30
years. Motor gasoline costs less in real dollars than
it did 30 years ago. Liquid petroleum products and
jet fuel cost about the same, while the price of distil-
late fuels has increased by more than 100 percent. 

Regulatory Structure
Unlike natural gas and electricity, which are regulat-
ed, petroleum products are not considered monop-
oly (single provider) services and, thus, are not
directly regulated. Rather, prices of petroleum prod-
ucts are determined by the cost of crude oil, trans-
portation costs, taxes, and earnings for companies,
all of which are impacted by international political
and economic market forces.

Supply influences the retail price of finished petrole-
um products at any given point in time. Higher-than-
expected demand for a particular petroleum product
or sharply decreased production can create tempo-
rary shortages that lead to higher prices. For exam-
ple, a very cold winter increases the use of propane
and fuel oil for home heating. There is a trend
toward less storage and more just-in-time produc-
tion of petroleum products. Stored petroleum prod-
ucts have historically been used to moderate short-
term price fluctuations in the market.

Environmental Impacts of the 
Use of Petroleum
The environmental impact of petroleum products is
directly related to the fuel efficiency and control
technologies in use on motor vehicles and other
equipment, combined with frequency of use of the
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Figure 1.4: Minnesota Population and Gasoline Consumption Trends
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Figure 1.5: Annual Real Expenditures on Petroleum Products
in Minnesota by Customer Class, 1970–1999
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vehicles and equipment. Most of the increasing use
of petroleum products is for transportation. Figure
1-7 shows the large increase in vehicle miles trav-
eled in the state since 1970. In addition to the
increasing number of miles traveled, the average
fuel efficiency of motor vehicles in Minnesota is
decreasing. 

The federal government regulates fuel efficiency of
and tailpipe emissions from vehicles. States have
some authority in regulating fuel formulations to
reduce emissions from vehicles.

Figure 1-8 shows the relative contributions of on-
road, off-road, fuel combustion, and industrial sec-
tors to statewide emissions of nitrogen oxides,
volatile organic compounds, and carbon monoxide.
Motor vehicles account for the majority of emissions
of these air pollutants. Motor vehicle fuels also
account for the majority of emissions of several key
toxic air pollutants.3

This report will not further discuss the use, cost,
and environmental effects of petroleum products in
the state, except to briefly discuss future prices and
supplies of propane and fuel oil below. The petrole-
um industry, and the price of petroleum, is not reg-
ulated by the state. However, the Department of
Commerce monitors petroleum supplies and prices
and, through the Weights and Measures Division,

ensures that the contents of the products are what
they purport to be and that measuring devices are
accurate. Addressing pollution issues related to
motor vehicles is outside the scope of this report.

2000-2001 and 2001-2002 Heating 
Seasons: Fuel Oil and Propane
This section summarizes the forecast for fuel oil and
propane prices for the 2001-2002 heating season
from the U.S. Department of Energy’s (DOE)
Energy Information Administration (EIA).4 Fuel oil
is produced by refineries from crude oil, and
propane is produced both by processing natural gas
and by refining crude
oil. Therefore, the prices
of both fuel oil and
propane correlate very
closely with the price of
crude oil. Figure 1-9
illustrates this relation-
ship for both fuels.

Storage for both fuels
during the summer and
fall of 2000 was below
normal levels due to the increased price of crude oil.
With high demand caused by extremely cold
November and December weather, already low
inventories were drawn down, and the ability of stor-
age to moderate price volatility was decreased. As a
result, prices for both of these fuels increased for
consumers during the last heating season.

The current forecast is that crude oil is expected to
stay at a price range of between $20 to $30 a barrel
through early 2002. This price average, however,
does not prevent short-term swings in the price of
this commodity. Global inventories of crude oil are
lower than normal and likely will serve less to mod-
erate any price volatility that appears. OPEC has

reduced production by
3.5 million barrels per
day so far this year. This
reduction is predicted to
leave crude oil invento-
ries at the low end of the
normal range, potential-
ly creating a tight crude
oil market this winter.
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Figure 1.7: Vehicle Miles Traveled in Minnesota, 
1970–1999
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Figure 1.8: Sources of Nitrogen Oxides, Volatile Organic Compounds 
and Carbon Monoxide, 1999
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Due to heavy demand for heating oils in the early
part of last winter (the winter of 2000-2001), with an
unusually cold November and December, demand
for fuel oil rose sharply in November and December
and was higher than any demand level since 1995.
The higher demand drove price increases, which
spurred production of fuel oil in January. Most of the
increased production was due to a dramatic increase
in imports. These imports came primarily from
Europe, particularly Russia. Figure 1-10 illustrates
relative demand levels between the average of the
years 1995 to 1999 and the fuel oil demand levels of
last two winters, as well as the demand forecast for
2001-2002.

As we head into the 2001-2002 heating season,
national storage levels for fuel oil are slightly above
average at 11 million barrels. The five-year average
has been 10 million barrels, which is lower than the
average of the last 10 years (15.5 million barrels). As
a result, EIA predicts that prices will be a little lower
than the prices for fuel oil were last winter.

U.S. propane production fell sharply in the winter of
2001. However, as Figure 1-11 shows, U.S. propane
production rebounded quickly in the early months
of 2001. While 2001 production levels are below 2000
levels, they exceed production levels at similar times
of the year in 1999 as well as the average production
levels of the years 1996 to 2000.

Propane demand is seasonal, with a winter peak 50
percent higher than summer peak. Production of
propane and imports of propane, however, do not
vary much throughout the year. As a result, invento-
ries that are built up in advance of the winter help bal-
ance the market price of propane. Nationally, inven-
tories of propane in the fall of 2001 are in the average
range, but are 41 percent higher than last year.

In the midwest, however, current inventories are
lower than average, as illustrated by Figure 1-12.
The midwest is one of the highest consuming
regions for propane in the country. In the gulf coast
region, however, storage is substantially above nor-
mal, and, barring a pipeline problem, there is time to
get these propane stocks to the midwest before the
winter heating season.

The EIA forecasts that residential propane prices
will be lower than those last winter, although any
unforeseen changes in the price of crude oil and nat-
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ural gas would affect propane, as well as any prob-
lems that emerge with bottlenecks in a pipeline sys-
tem that is already operating near capacity.

Natural Gas
Sixty-three percent of Minnesota consumers have
access to natural gas in their homes. Natural gas util-
ity service is provided by three types of local distri-
bution companies (LDCs): six rate-regulated
investor-owned utilities, 18 municipal utilities, and
seven private gas companies.5 The investor-owned
utilities serve 95 percent of Minnesota’s natural gas
customers.

Minnesota has no native source of natural gas.
Minnesota utilities obtain natural gas predominantly
from natural gas fields in Kansas, Oklahoma, Texas
and Alberta, Canada. Natural gas is delivered to the
state through interstate pipelines. LDCs distribute
the gas to end-use customers. The Northern Natural
Gas pipeline transports 80 to 90 percent of the natu-
ral gas used in Minnesota. This gas comes from gas
fields in the south central United States as well as
Alberta, Canada. The Viking and Great Lakes trans-
mission lines bring approximately 7 percent and 3
percent of the natural gas to Minnesota, respective-
ly, from Alberta, Canada.

Natural gas LDCs purchase gas from producers,
contract with interstate pipelines to transport the
gas to Minnesota, and construct and operate the dis-
tribution system that provides natural gas to the
end-use customer. Figure 1-13 is a simplified dia-
gram of the natural gas delivery system.

Use and Cost of Natural Gas in Minnesota
Minnesotans consumed a total of 332 billion cubic
feet (Bcf) of natural gas in 2000. Figure 1-14 shows
the current consumption by residential, commer-
cial, industrial, and electric generation use in the

state. Figure 1-15 shows the trends in natural
gas consumption by sector and in total in
Minnesota over 30 years. This graph shows
relatively steady gas usage in the residential
and commercial sectors and a moderately
increasing usage trend in the industrial sector.
After a substantial overall drop during the 1970s
and 1980s, usage is back to the early 1970s
level. The use of natural gas for electric gener-
ation was curtailed during the decade of the
1970s, but it is now being used more often, par-
ticularly in other states. Two natural gas peak-
ing electric generation plants began operation in
the state in 2001. These plants are not reflected in
Figure 1-15.

Because natural gas is so
widely used for space
heating, usage depends
on the relative warmth or
coldness of our winters.
Figure 1-16 shows
weather-normalized nat-
ural gas consumption for
residential customers in
Minnesota.6 There was a
steep decline in use of
natural gas between 1970
and 1985, when natural
gas prices were high and
energy conservation
efforts were maximized,
and a slower decline
between 1985 and 1999.

In 1999, Minnesotans
spent approximately
$1.37 billion on natural
gas. Figure 1-17 shows
the trend in real expen-
ditures for natural gas in
Minnesota by customer
class over the last 30
years in 1999 dollars.
Figure 1-18 demon-
strates that natural gas
prices over the last 30
years, in real dollars,
grew by about 25 per-
cent overall.
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Figure 1-19 shows that Minnesota retail natural gas
prices are well below average U.S. prices and are
closer to the bottom than the top of the range.
Minnesota continued to experience lower than U.S.
average natural gas prices even during the record
breaking high prices of the 2000-2001 heating sea-
son, as discussed below. One reason for this situa-
tion is Minnesota’s strategic location between the
Canadian and the southern U.S. natural gas produc-
tion areas, which allows Minnesota’s gas utilities to
competitively purchase gas from both production
areas. Interstate pipelines bring natural gas to the
state from both areas.

Regulatory Structure
Individual states regulate natural gas retail utilities,
which are commonly referred to as local distribution
companies (LDCs). LDCs purchase natural gas from
unregulated gas producers on an open competitive
market and then pay to transport the gas through an
open grid-system of federally regulated interstate
pipelines to the ultimate retail customer.

In Minnesota, LDCs are rate-regulated by the
Minnesota Public Utilities Commission (PUC). The
PUC approves the rate an LDC may charge for dis-
tributing natural gas received from the interstate
pipeline to end-use customers, operation and main-
tenance costs of the distribution systems, and cus-
tomer service functions. The bulk of the retail price
of natural gas service, however, is the price of the
natural gas itself, which is regulated only by the
competitive market.7 LDCs purchase natural gas
under a variety of short term and long term con-
tracts. In addition they operate or rent space in stor-
age facilities. Storage helps moderate fluctuations in
market prices.8

Minnesota Statutes and the PUC allow the amount
that LDCs pay to purchase and transport natural gas
to be passed directly through to consumers as a
purchased gas adjustment on their monthly bills.
The PUC may disallow that portion of the commod-
ity costs that it finds inappropriate. 

Natural gas utilities were not always regulated as
they are today. Prior to the 1970s, gas utilities were
vertically integrated monopolies. They owned pro-
duction fields or rights, pipelines, and local distribu-
tion facilities. The commodity price of natural gas
was regulated by the federal government through
price caps, instead of by the competitive market.

This system was in place until the 1970s, when the
United States experienced shortages of natural gas.
Price caps on natural gas encouraged suppliers to
exploit only the natural gas fields that could produce
a profit at the capped price. As a result, natural gas
supplies decreased just when the national demand
for natural gas increased due to heavy industrial use,
use for electric generation, and lack of conservation
measures. Natural gas service to some customers
and areas had to be curtailed to meet overall exist-
ing demand at the time.

Congress passed the Natural Gas Policy Act of 1978
to address these problems. The law promoted con-
servation and restricted the use of natural gas in
new construction, industrial processes, and electric
generation. Some applications, like outdoor gas
lamps, were banned. At the same time, the law tried
to increase the supply of natural gas by removing
the price caps, thus deregulating production (the
commodity price). This law began the drastic
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process of deregulating natural gas prices and
breaking up vertical monopolies. A series of major
orders by the Federal Energy Regulatory
Commission, notably FERC Orders Nos. 436, 500
and 636, put into place this restructured gas market.
The production of natural gas now is completely
deregulated as to price. Pipeline owners must pro-
vide nondiscriminatory open access transportation
service to LDC and large industrial purchasers.
LDC services continue to be regulated (as to price
and quality of service) by the state, but LDCs now
purchase both natural gas supply and transportation
services on the open market.

The results of the Natural Gas Policy Act were dra-
matic. Initially, gas prices soared at the beginning of
the 1980s, largely because gas supplies were still
tight. The high prices spurred new production. The
higher prices of natural gas, as well as possible
shortages, also spurred conservation efforts. These
efforts, along with substantial deindustrialization
throughout the nation, caused demand to decrease
steeply between 1973 and 1988. When new produc-
tion came on line, prices fell and then stabilized after
1983. This combination of factors created a surplus
of available natural gas that has been referred to as
the “gas bubble.”

Throughout the late 1980s and the 1990s, the gas
bubble kept prices fairly low and predictable. With
natural gas prices lower in the summer due to less
demand, natural gas utilities could purchase natural
gas for storage at lower summer prices and then use
that stored gas in the winter to protect against price
fluctuations during the higher demand winter
months. Demand grew throughout this period, but
was moderated by conservation and energy efficien-
cy measures. After the long dip in demand, it has
just again reached the level it was at in the early
1970s. One of the true success stories in energy con-
servation is the steady decline in average gas usage
by individual households over the past 30 years.

During the 1990s, natural gas became a preferred
fuel for industrial customers and for new electric
generating plants. Its low price, significantly lower
emissions of air pollutants, and relatively low capital
and operation and maintenance costs compare very
favorably to coal plants. At the same time, the
greater demand for use of natural gas to generate
electricity in the summer meant that prices did not

decrease quite as much as they had in the past.
Summer storage of natural gas became more expen-
sive for LDCs. The “gas bubble” that had kept prices
low had gradually dissipated by the end of the 1990s,
and the long-term relatively low price of natural gas
had not encouraged significant new production of
natural gas.

2000-2001 Heating Season
A combination of all of the factors noted above set the
stage for the natural gas price spike that Minnesota
and the U.S. experienced in the 2000-2001 heating
season. In the spring and summer months of 2000,
prices were higher than they had been in recent
years. The strong economy continued to push
growth. Increased demand kept pushing prices high-
er. A hot summer in the southwestern United States
sharply increased demand for air conditioning. For
the most part, natural gas fired electric generators
met this peak demand, which resulted in an addi-
tional large increase in gas usage nationwide. This
boosted the price even higher during the summer
and discouraged LDCs from placing as much gas in
storage as they normally had done, creating a fairly
large storage deficit in the fall of 2000.

A “normal” weather season was predicted for the
2000-2001 winter. Instead, the northern tier states
across the country experienced the coldest
November and December in more than a century.
The cold weather created high demand early in the
heating season. This, in turn, forced LDCs to draw
on already scant natural gas storage reserves soon-
er than normal. As a result, less stored gas was avail-
able to counteract price volatility later in the heating
season. December 2000 storage withdrawals were
the highest in the seven prior years. For the remain-
der of the winter, the price protection offered by the
storage cushion was, for all practical purposes, lost.

In January 2001 the commodity price9 per thousand
cubic feet (Mcf) of gas was over $10, compared with a
commodity price of $2.34 in January of 2000.
Consumers were faced with natural gas prices they
had not experienced in more than 15 years. Unlike the
1970s, however, gas supply was tight but not short.
Gas service was not curtailed, except for customers
who chose to pay lower rates in exchange for the abil-
ity of the LDC to potentially interrupt their service in
times of tight supply. Gas prices fell quickly and began
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to stabilize by late spring of 2001 at a range of $3.50 to
$4.00 per Mcf. Since then, commodity prices steadily
fell to a low of $1.75 for October of 2001. For
December of 2001, the average commodity price for
Minnesota customers is $2.63.

The 2000-2001 heating season showed the sort of
price volatility that can occur when there is a combi-
nation of increased overall demand, as well as
increased usage due to a significantly colder than
normal winter, combined with low storage and pro-
duction (supply) levels. Figure 1-20 shows the com-
modity weighted average cost of natural gas paid by
Minnesota’s LDCs from July 1999 to July 2001. 

One of the continuing problems caused by the high
heating prices of the 2000-2001 natural gas heating
season is the amount of arrearages owed to LDCs by
customers. Even with more than twice the funding,
compared with recent years, energy assistance pro-

grams were unable to meet the energy needs of low
income consumers. A combination of high arrear-
ages from the past and the likelihood of more
volatile prices in the future will place extreme stress
on energy assistance programs, and on the house-
holds they are intended to help. In January 2002, the
Department of Commerce will publish an Energy
Universal Service Report, required by the legisla-
ture, that will discuss options for coordinating the
fragmented and inadequate pieces of Minnesota’s
energy affordability programs.

The Current 2001-2002 Heating Season
Minnesotans heat their homes with natural gas (63%),
propane (11%), fuel oil (10%), electricity (11%), and
wood (5%). Of these fuels, prices for natural gas,
propane, and fuel oil have become increasingly volatile.
This section discusses expectations for the 2001-2002
heating season and beyond, to the extent that any pre-
dictions can reasonably be made at this time.

As discussed above, the retail natural gas prices that
consumers will pay in the 2001-2002 heating season
likely will be substantially lower than last heating
season. 

Energy fuels the economy. In addition to the down-
ward price pressure from the factors noted above,
the economy has taken a downturn. An economic
downturn further reduces the demand for energy.

The commodity price of natural gas fell from the
extreme high of about $10.00 per Mcf (thousand cubic
feet) in January, 2001 faster and further than expect-
ed. Commodity prices were $3.00 to $4.00 through the
spring and summer and had dropped to under $2.00
by October. The closing price for November 2001 was
about $3.25. By comparison, commodity prices for
November and December of 2000 were over $5.22 and
$4.52, respectively. Figure 1-21 tracks the monthly nat-
ural gas prices for the past five years.

During the week of November 5, 2001, U. S. DOE’s
Energy Information Administration (EIA)
announced that natural gas producers have
increased their gas reserves by 6 percent overall.
This increase is historically a large jump in
announced reserves. It is enough to provide 152
percent of all the gas consumed in 2000. This
increase in supply, mostly in Texas, Oklahoma,
Kansas, Colorado and nearby states, is larger and
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came more quickly than expected. The high prices
last winter spurred additional exploration for new
supply (see Figure 1-22). These new supplies were
not expected to be widely available for a few years.
Since the announcement is so recent as of this writ-
ing, it is unclear how substantial its effect will be on
lowering commodity prices, but it may have a signif-
icant lowering effect. 

Demand for natural gas also has been lower over the
summer and fall (through November) of 2001. The
summer across the south and southwestern U. S.
was cooler than in 2000. There was, therefore, less
demand for electricity for air conditioning in states
like Texas and California, which rely substantially on
natural gas for electric generation to meet peak
demand in the summer. In addition, consumers in
California, responding to blackouts and brownouts in
the fall and winter of 2000-2001, conserved about 10
percent of the electricity they otherwise would have
consumed during the spring and summer of 2001.
This drop in demand from states whose demand
makes up a large portion of national demand has
helped keep supplies available and prices down. 

The amount of natural gas in storage is higher than
it was in the fall of 2000. In fact, storage levels are 7.5
percent higher than they have been, on average, for
the past six years. After having short supplies in
storage last year, companies have taken advantage
of the lower prices over the summer and fall of 2001
to place more gas in storage. Assuming that the
prices paid for the commodity in storage were lower
than the prices will be as we move through the win-
ter, this stored gas should place downward pressure
on prices. The downward pressure may be less than
in past years, because the prices paid may not be
much lower than present prices, given that prices
continued to fall in the late summer and early fall
after much of the storage was filled.

Overall, most of the indications – larger supplies,
lower demand, more moderate forecasted weather –
should result in lower natural gas prices during the
2001-2002 heating season.

Electricity
This section presents information on the current use
and cost of electricity in the state, as well as informa-
tion on historical use and cost trends. It then
describes the system currently in place to serve the
electric demands of Minnesota homes and business-
es. The section ends with a brief overview of the cur-
rent electric regulatory structure and a background
summary of the history of electric rate regulation. 

Electricity Use and Cost in Minnesota
Minnesota homes and businesses consumed a
total of 62,532,500 megawatt hours (MWh) of
electricity in 2000. Figure 1-23 shows the distri-
bution of this electric consumption between
commercial, residential and industrial customers.
Many factors influence consumption, including
weather, price, population levels and economic
growth. Figure 1-24 illustrates that residential and
commercial electric consumption have steadily
grown over the past 30 years. Industrial consump-
tion has grown at a greater rate during the same
time period. Overall, use of electricity has nearly
tripled in 30 years. Residential use has nearly dou-
bled. Despite some successful conservation efforts,
consumers are using more electric appliances and
electronic equipment. In addition, the economic
boom of the 1990s drove electric consumption
upward. Energy fuels the economy.
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Weather is a major factor in residential usage on a
year to year basis. Figure 1-25 shows electric con-
sumption per residential customer, after taking into
account differences in weather from year to year.
Once weather factors are accounted for, residential
usage shows a steady growth trend, with a steeper
level of increase in the late 1990s.

In 1999, Minnesotans spent approximately $3.4 bil-
lion on electricity. Figure 1-26 shows the historical
trend in annual real expenditures on electricity in
Minnesota by each major customer class, converted
to 1999 dollars. Figure 1-27 shows that the real cost
of electricity per kilowatt hour (kWh) has declined
steadily since 1980. The latter part of the 1990s, how-
ever, shows a flattening of this trend line. Lastly,
Figure 1-28 shows that Minnesota enjoys low electric
prices relative to other parts of the country. Prices
for all Minnesota customer classes are closer to the
lowest price nationally than to the highest price.

One of the most significant factors affecting the
price of electricity is the availability of generation
capacity. As consumption increases and approaches
or exceeds the level of available capacity, more
capacity must be found by using the electricity we
already generate more efficiently, building new gen-
eration facilities, or a combination of the two.
Necessary new capital investment in the costly infra-
structure to generate, transmit, and deliver electric-
ity will cause the price of electricity to increase.

System Description
A complex infrastructure, built up over a century,
provides the electricity used by Minnesotans.
Minnesota’s electric generation and delivery sys-
tem, like any other, consists of three distinct parts:
generation, transmission and distribution. It is an
integrated regional system. 

One of the most important concepts to understand
when discussing electricity needs is the distinction
between the term “megawatt” (MW) and the term
“megawatt hours” (MWh). A megawatt measures
the total electric consumption or generation at a par-
ticular instant in time, which is known as the
“demand” or “capacity” component of electricity. If
Minnesota consumer demand totals 8,000
megawatts at any particular instant, that demand
cannot be met unless there exists an equal number
of megawatts of generating capacity on utility sys-

Page 12 2001 Energy Planning Report

MINNESOTA DEPARTMENT OF COMMERCE

0.0

1.0

2.0

3.0

4.0

5.0

6.0

7.0

8.0

9.0

10.0

1970 1973 1976 1979 1982 1985 1988 1991 1994 1997

An
nu

al
  M

eg
aw

at
t H

ou
rs

2000

Figure 1.25: Weather Normalized Electric Consumption 
per Residential Customer, 1970–2000

1,000

1,500

2,000

2,500

3,000

3,500

1970 1973 1976 1979 1982 1985 1988 1991 1994 1997

M
ill

io
ns

 $
 (1

99
9 

Do
lla

rs
)

Residential (Including Farm) Commercial

Industrial Total

0

500

2000

0

2

4

6

8

10

12

1970 1973 1976 1979 1982 1985 1988 1991 1994 1997

ce
nt

s/
kW

h 
 (1

99
8 

do
lla

rs
)

Non-Farm
Residential

Commercial Industrial

Figure 1.26: Annual Real Expenditures on Electricity in Minnesota 
by Customer Class, 1970–1999

Source: EIA

Figure 1.27: Real Prices for Electricity in Minnesota 
by Customer Class, 1970–1999

Source: EIA



tems available for use by Minnesota consumers.10

Generating plants are often rated in terms of their
size and ability to contribute to the electricity needs
of the system by the greatest number of megawatts
that can be generated at any particular point in time
by the plant. Conversely, megawatt hours measure
electricity consumed or needed over time, which is
often referred to as the “energy” component of elec-
tricity.11 For example, the single peak hour of con-
sumer demand in a year may be 8,000 megawatts,
but in the course of the whole year, consumers may
use 62,000,000 megawatt-hours of electric energy.
From a consumer’s perspective these measure-
ments are usually expressed in kilowatts and kilo-
watt hours. A kilowatt is 1/1000 of a megawatt. One
megawatt is 1,000 kilowatts. Conversely, a gigawatt
is 1,000 megawatts. Increasingly we measure energy
overall in gigawatt hours.

Any resource that can turn a turbine can be used to
make electricity. Water and wind can turn a turbine
directly so they are direct fuels for making electrici-
ty. Solar power, which is not used to turn a turbine,
makes electricity photovotaically. Otherwise, we use
mostly carbon based fuels, such as coal, natural gas,
and biomass, that are burned to heat water to make
steam and the steam is then used to turn a turbine.
We also use nuclear power that heats fuel rods by
the continuing fission (splitting) of atoms, which in
turn heats the water to make the steam that turns
the turbine. Combustion and nuclear technologies
are indirect fuels for making electricity, given the
intermediate step of creating steam. 

Electric current generated by turning the turbine is
stepped-up in voltage and then sent into the trans-
mission system. The transmission system is
designed to transport electricity at high voltage to
electric substations. The substations receive the
high voltage power and, using transformers, step
the voltage down so that it can be safely received by
retail customers.12 There are often multiple substa-
tions between a generator and a consumer. The por-
tion of the electric system by which power is deliv-
ered at stepped-down voltages to retail customers is
called the distribution system. Figure 1-29 provides
a diagram of the basic components of an electric
power system.

The approximate cost to build the majority of
Minnesota’s current electric generation, transmission

and distribution system,
based on information
filed with the Federal
Energy Regulatory Com-
mission (FERC) and
from Annual Reports for
2000 by utilities serving
Minnesota, is more than
$13,000,000,000.13 This figure reflects the historical
book value of utility plant in dollars. It has not been
adjusted to reflect inflation. Most plants and lines
were built twenty to fifty years ago. Therefore, the
present value of the utility plants currently serving
Minnesota is significantly higher than this estimate.

Because electricity cannot yet be stored economical-
ly, and must be available on an instantaneous basis as
needed, electric generation, transmission, and distri-
bution must work together in a closely coordinated
system to meet the demand of consumers at peak
times, normally measured in megawatts, as well as
be capable of delivering throughout the year the
megawatt-hours used by consumers.

Security concerns have been raised lately regarding
electric facilities, notably large power plants and key
large transmission lines. Since the attack on
September 11, 2001, federal and state authorities
(including the Department of Commerce and the
Public Utilities Commission) have been actively
working with utilities to ensure that critical facilities
are secured. We expect that the additional security
measures will remain in place indefinitely.
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Residential Commercial Industrial 
Customers Customers Customers

Minnesota price 7.4¢ 6.3¢ 4.6¢
Minnesota rank 27 30 17
Average U.S. price 8.14¢ 7.18¢ 4.4¢
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Lowest Price 5.1¢ 4.2¢ 2.7¢

Source: EIA

Figure 1.29: Components of an Electric Power System



Generation
To provide electric service at the lowest possible
cost, electric utilities build a mix of baseload, inter-
mediate, and peaking power plants in their systems.
A baseload plant is designed to be in operation the
majority of hours in the year, except for scheduled
maintenance periods. An intermediate plant is oper-
ated less frequently at periods of higher demand or
when baseload plants are not operating due to main-
tenance or repair needs. Finally, a utility will build a
series of peaking plants that are brought on line only
when maximum demand is placed on the system.

The mix in power plants reflects usage patterns by
the utilities’ customers. This usage pattern is graph-
ically represented in what is called the “load curve.”
Figure 1-30 displays a daily load curve and an annu-
al load curve for two of Minnesota’s utility systems,
Great River Energy (GRE) and Xcel Energy. The
reason that utilities build different combinations of
plants to meet this load is clear from this graph.
There must be enough baseload plants to meet the
basic, ongoing need for electricity. At the same time,
enough intermediate and peaking plants must be
available on the system to be called into service at
the hours or days of highest use. For Xcel Energy
and Great River Energy, and many other electric util-
ities in the state, the highest periods of peak demand
occur during the summer air conditioning season on
hot days, particularly during the early evening hours
when people arrive home, turn up their air condi-
tioning and start cooking. In areas of the state where
natural gas service is not available and there is a
greater reliance on electricity to heat homes, the
electric peak can occur in the winter months as it
generally does in the case of Minnesota Power and
Otter Tail Power, although summer peaks are start-
ing to be experienced even in northern Minnesota.

A proper mix of plants is crucial for providing low-
cost power. Baseload plants are the most capital-
intensive to build, but often have lower operating
costs per unit of production. Because these plants
are operated as much of the time as possible, the
lower operating costs are beneficial to ratepayers.
The converse is true for peaking plants which gen-
erally have lower capital costs than baseload plants,
but, often due to the cost of the fuel that they burn,
are more expensive to operate. Peaking plants, for
example, are often fueled by natural gas or oil.
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Figure 1.30: Daily and Monthly Load Curves for GRE and Xcel Energy, 1999
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Because these plants are operated for only a few
hours or days during the year, it is more important
for these plants to have lower capital costs, since the
high operating costs are only incurred occasionally.
As might be expected, intermediate plants are char-
acterized by medium costs to construct and operate.
This is the best compromise for plants that will be
operated frequently, but not constantly, to meet the
electric needs of Minnesotans. 

Figure 1-31 shows electric generating plants in
Minnesota that are 100 MW or more in total capaci-
ty. As the symbols indicate, Minnesota’s electric
generating plants reflect several different technolo-
gies or fuels: coal, nuclear, natural gas, oil and wind.
There are many other smaller generating plants
using a variety of different fuels and technologies.14

The current Minnesota system is the result of
decades of separate additions to the power system.
Figure 1-32 illustrates the year when some of the
largest generating units in the state began opera-
tion. Significant peaking units, including two added
in 2001, are included on the chart as well. Only
smaller intermediate and peaking plants have been
built since 1983.

Figure 1-33 lists some plants in neighboring states and
Canada that contribute some of the electricity they
produce to serve Minnesotans. The locations of these
generating plants outside the borders of the state illus-
trate, in part, the regional and interstate nature of the
electric system of which Minnesota is part. Though
not listed in Figure 1-33, 46 municipal utilities in
Minnesota purchase electricity from large hydro elec-
tric generation facilities on the Missouri River.

Even with adding up all the capacity of the in-state
and out-of-state electric generators owned by
Minnesota utilities, the utilities in aggregate still
must purchase an average of 10 percent to meet
Minnesota’s total electric requirements.15

Figure 1-34 illustrates the relative percentage of
fuels used to generate electricity that is consumed in
Minnesota. Coal and nuclear power plants predomi-
nate, accounting for 92 percent of all electric gener-
ation serving Minnesota. 

2001 Energy Planning Report Page 15

MINNESOTA DEPARTMENT OF COMMERCE

Figure 1.31: Electric Generating Plants
with a Capacity over 100MW (1998)

Lakefield Junction (550MW)
Pleasant Valley (434MW)
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Lake Benton Power II (103MW)
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Cottage Grove Cogen (245MW)
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Sherburne County 3 (871MW)

Boswell 4 (565MW) 1980
Sherburne County 1/2 (1424MW)

Prairie Island 1/2 (1027MW)
Boswell 3 (372MW)
Inver Hills 1-6 (343MW)
Monticello (545MW)
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King (571MW)

Riverside 8 (222MW)
Hoot Lake (152MW)

Black Dog 4 (173MW) 1960
High Bridge 6 (170MW)

High Bridge 5 (97MW)
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Figure 1.32: Chronology 
of Construction of 

Minnesota Power Plants 
over 100MW 
(1950-2000)

Figure 1.33: Power Plants Outside Minnesota that Serve Minnesota
Customers in Part (1998) (over 100MW Capacity)

State Plant Utility Capicity Fuel Operation
(MW)

North Dakota Coal Creek GRE 1076 Coal 1979/80
Coyote OTP 149 Coal 1981
Stanton GRE 185 Coal 1966
Young MP/Minnkota 698 Coal 1970/77

South Dakota Angus Anson Xcel 232 Gas 1994
Big Stone OTP 444 Coal 1975

Iowa Kapp IPC 217 Coal 1967
Lansing IPC 260 Coal 1977

Neal IPC 134 Coal 1979
Wisconsin Alma DPC 189 Coal 1947/60

French Island Xcel 142 Oil 1974
Genoa DPC 320 Coal 1969

Madgett DPC 358 Coal 1979
Wheaton Xcel 342 Oil/Gas 1973

Wyoming Laramie River MoRiver 272 Coal 1980
Manitoba, CAN Manitoba Hydro Xcel 850 Hydro 1970s

Coal 75%
Nuclear 17%
Hydro 3%
RDF 1%
Natural Gas 1%
Wood 1%
Wind/Solar 1%
Cogeneration 1%

Figure 1.34: Fuels Used to Generate Electricityto Serve Minnesota (2000)
Source: REIS



Transmission and Distribution
Utility companies also build and operate a system of
transmission and distribution lines that are needed
to deliver electric power to retail customers.
Minnesota’s and the nation’s electric systems rely
primarily on large, central station baseload generat-
ing plants as the primary source of electric energy.
This electricity is carried long distances by trans-
mission lines. The North American transmission
system has been described as the largest machine
ever made by humans. It is a large, intricate network
of overhead power lines with many intersections and
branches. The larger, high voltage transmission
lines deliver “bulk” power to large load centers.
Successively lower voltage lines get smaller in size,
but with increasing total miles in each voltage class,
to connect to every community and electricity cus-
tomer in Minnesota.

Figure 1-35 shows high voltage transmission lines in
the United States. Minnesota’s transmission lines
connect into an intricate regional system of trans-
mission lines. Utilities own and operate more than
6,500 miles of transmission line (above 115 kV in
size) in Minnesota. These lines represent an invest-
ment of more than three-quarters of a billion dollars.
New lines cost in the range of $250,000 per mile for
115 kV projects to over $1 million per mile for the
higher voltages. Other equipment at substations,
such as voltage transformers, can cost $20 million or
more for a single transmission project. These costs
are typically recovered by increases in electricity
rates paid ultimately by those who use electricity.

Over time, aging processes including expansion and
contraction cause power lines to wear out.
Transmission lines face other stresses as well; wind,
ice and tornadoes are common causes of outages.
Even solar flares can induce large currents in grids
and disrupt electric service. Transmission lines gen-
erally last 30 to 40 years with routine maintenance.
With more aggressive maintenance, utilities can
double that. Many lines built in Minnesota in the
1950s, however, are in need of reconditioning or
replacement.

As a line is replaced because it is no longer service-
able, or as increased demand for electricity requires
additional capacity, the voltage of the line is often
upgraded within the existing right-of-way. Where
the electric demand is creating new load centers,
new lines on new rights-of-way are required. It is
often possible to share rights-of-way with other lin-
ear infrastructure such as roads and highways. 

All electric generating plants are connected to a
transmission and distribution grid. The transmis-
sion grid requires a high level of interdependence
among electric generators, transmission owners,
and electric distributors. The system must be bal-
anced between generation and customer demand
every second. Electrons generated by any particular
generating plant move about the grid freely accord-
ing to the rules of physics (basically, the path of least
resistance). It is impossible to identify an electron at
a generation source and follow it to a specific con-
sumer. Electrons also move without regard to state
or international borders.

The challenge of keeping the lights on at every
moment in time requires a level of interdependent
and coordinated operation in the electric industry
that is not required of any other industry.16

Balancing the grid between input and output
demands management on a minute by minute basis.

The transmission system is vital to the provision of
electric service to customers. The consequences of
failures in the system can be significant. Economic
consequences of reliability problems are not easily
quantified but are significant. On a national scale,
the U.S. Department of Energy (DOE) estimates
that outages and other significant power fluctuation
cost $30 billion per year in lost production.
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Figure 1.35: High Voltage Transmission Lines



There are three main categories of responsibility
relating to the transmission system:

• Operations,
• Planning, and
• Reliability.

The transmission owning utilities in Minnesota have
responsibilities in all three areas. These utilities are
responsible for maintaining the existing transmis-
sion grid and for building needed additional trans-
mission as well. Other entities that have responsibil-
ity for transmission include the North American
Electric Reliability Council (NERC) and the Mid-
Continent Area Power Pool (MAPP).

NERC is the electric reliability organization for all of
North America. It has operated since 1968 as a vol-
untary organization whose principal mission is to
promote the reliability and adequacy of electric sup-
ply. Its members are its subregional reliability organ-
izations. All continental states and Canadian
provinces are part of one of the subregional organi-
zations. NERC establishes standards to ensure ade-
quate reliability of the electric grid system. It is in the
process of transforming itself into a broader industry
group with a more mandatory compliance approach
and intends to become the North American Electric
Reliability Organization, or NAERO. 

MAPP, the NERC subregional organization that
includes Minnesota, is a voluntary association of
electric utilities and other electric industry partici-
pants. It was formed in 1972 for the purpose of pool-
ing generation and transmission resources. MAPP
continues to transform its original mission to keep
pace with industry changes. It now has 107 mem-
bers including investor-owned utilities, coopera-
tives, municipals, public power districts, power mar-
keters, regulatory agencies, and independent power
producers. MAPP’s offices and control center are in
St. Paul.

MAPP presently has three main functions:

• it is a reliability council, responsible for the
safety and reliability of the bulk electric sys-
tem, under NERC, including system-wide plan-
ning functions;

• it is a regional transmission group, responsible
for facilitating open access of the transmission
system; and

• it is a power and energy market, where MAPP
members and non-members may buy and sell
electricity. 

By the end of 2001, MAPP’s operational and plan-
ning functions for most of its members will be trans-
ferred into a much larger regional transmission
organization, called the Midwest Independent
System Operator (MISO), which is discussed in
Chapter 2.

Responsibility for daily operation of the transmission
grid lies with each individual utility. Each transmission
owning utility operates what is known as a control
area. The utility balances electric supply with electric
demand for that area, controls voltage and frequen-
cies, and controls the loading on the transmission ele-
ments within the control area. The individual control
areas are linked operationally in our multi state region
through the MAPP facilities in St. Paul.

See Chapters 2, 3 and 4 of this report for discussions
of challenges to the electric system, including poten-
tial capacity issues, both with generation and trans-
mission, as well as environmental issues and the
evolving regulatory structure, and the technologies
and techniques that could be deployed to address
the capacity and environmental issues in the future.

Electric Regulatory History and Structure 
Electric utilities in the United States have been in
existence since early in the twentieth century.
Persistent problems concerning monopoly control
of service and service discrimination prompted
Congress to begin imposing regulatory controls in
the 1930s by enacting laws and creating the Federal
Power Commission (now the Federal Energy
Regulatory Commission) to oversee and regulate
utility practices. Appendix B discusses this regulato-
ry history in detail. 

Minnesota electric consumers are served by five rate-
regulated investor-owned utilities (IOUs), 46 cooper-
ative electric associations (coops) and 126 municipal
utilities (munis). The IOUs are vertically integrated
monopolies that, for the most part, have owner and
operator rights in generation, transmission and distri-
bution systems, although this ownership structure is
beginning to change. Coops and munis are, for the
most part, distribution entities that sometimes gener-
ate their own power, sometimes purchase power from
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each other or IOUs, and sometimes join together in
generation and transmission entities that own the
generation and transmission facilities.17 Figure 1-36

shows the percentage of Minnesota cus-
tomers served by each type of utility company. 

The regulatory structure differs for each of
these types of utilities. Coops are regulated

by their members under state statutes that
govern their organization and operation.
Munis are operated by the municipal gov-
ernments that own them, which are respon-
sible to the local electorate.18

The IOUs, Xcel Energy, Minnesota Power,
Otter Tail Power, Alliant Energy and

Northwestern Wisconsin, are regulated by the
Minnesota Public Utilities Commission (PUC) as to

the rates they charge and the services they provide.
Appendix C provides an explanation of the theory
and practice of setting rates in Minnesota. This rate
setting and regulation theory and practice applies to
regulated natural gas utilities as well, with minor
variations. 

Over the past 20 years, Minnesota and other states
have developed several specific kinds of regulatory
proceedings designed to address the issues of short
supply and increasing costs that emerged in the
1970s as well as plan for the future.

The state’s interest in electric facility planning has
been to ensure that:

• costs to captive retail ratepayers are reason-
able;

• the energy supply for customers in the state is
adequate and reliable; and

• adverse environmental effects from large ener-
gy facilities are within accepted standards. 

The PUC oversees planning by utilities for adequacy
and reliability of supply and delivery of electricity
through the integrated resource planning process
(IRP).

Each electric utility must submit its IRP to the PUC
every two years using 5, 10 and 15 year planning
horizons to determine the additional resources the
utility needs to meet forecasted demand. The statu-
tory emphasis in resource planning is on demand-
side management, such as conservation, energy effi-
ciency and load management, and on renewable

energy resources for adding new capacity to the sys-
tem. A utility first must show why these resources
will not meet its needs before it may propose build-
ing traditional electric infrastructure. Utilities also
must consider costs in meeting consumers’ needs.
The PUC approves, modifies, or disapproves each
utility’s IRP after analysis by the Department of
Commerce, the Office of Attorney General, and var-
ious interested parties. The PUC and Department
scrutinize a utility’s investment and operation deci-
sions for compliance with its IRP, as well as reason-
ableness and prudence, in the utility’s next general
rate case or certificate of need proceeding.19

The legislature also has created the Conservation
Improvement Program (CIP). CIP requires electric
and natural gas utilities, including munis and coops, to
spend a specified percentage of gross operating rev-
enues on efforts to conserve energy in their service
areas. The IOUs must submit to the Commissioner of
Commerce their CIP plans for review and approval.
CIP provides four major benefits: 

(1) Individual consumers receive lower energy
bills; 

(2) Lower demand decreases the need to build
costly, unpopular, and environmentally intru-
sive power plants and transmission lines;

(3) Less need for capital investment in the system
keeps all consumers’ rates lower than they
would otherwise be; and

(4) Access to conservation programs and knowl-
edge allows consumers to take some control of
their own energy use and determine their own
energy destiny.

In addition, the legislature requires a full analysis of
whether conservation and/or renewable energy
sources can meet an identified need to avoid adding
more nonrenewable energy sources whenever a cer-
tificate of need is required for a proposed power
plant or transmission line project. Finally, the legis-
lature requires that environmental costs of electric
generation begin to be factored into utility resource
planning decisions. Chapter 4 of this report is a
study of the operation of CIP and its costs, benefits,
and effectiveness.
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ENDNOTES
1.  The Btu is the measurement of the heat content of energy and is approximately equivalent to the
heat produced by one wooden kitchen match.

2.  This figure does not include fuel used to generate the electricity purchased for Minnesota con-
sumption from marketers or utilities without Minnesota service territory.

3.  Motor vehicles contribute 58 percent of formaldehyde emissions, 67 percent of benzene emis-
sions, 66 percent of 1, 3-Butadeine emissions, and 67 percent of POM emissions. MPCA Staff
Paper on Air Toxics, November 1999 at 111, available on the MPCA website at
www.pca.state.mn.us/air/airtoxics.html

4.  The full forecast can be viewed at www.eia.doe.gov/neic/speeches/main.html#Aug2001.

5.  A list of the various companies that provide gas utility service in the state can be found in the
Energy Policy and Conservation Report 2000, Minnesota Department of Commerce, at page 21,
available at www.commerce.state.mn.us/pages/Energy/MainEnergyPolicy.htm.

6.  Adjusting for differences in weather is called “weather normalization,” and accounts for
increased energy use in hotter summers or colder winters as well as decreased use during years of
milder weather.

7.  Although natural gas commodity prices are subject to the open market, an LDC’s purchasing
practices are subject to approval by the Minnesota Public Utilities Commission. Commerce reviews
an LDC’s purchases on a monthly, quarterly and annual basis, and reports its findings and recom-
mendations to the Minnesota Public Utilities Commission.

8.  Most of the storage by Minnesota’s natural gas utilities is in underground geologic formations
in Michigan and the southern United States. In Minnesota, local storage of natural gas is found
only in a salt dome near Watertown and a facility that liquefies and stores natural gas in a south-
ern suburb of the Twin Cities.

9.  “Commodity price” as used here means the price that utilities pay for the natural gas for their
utility customers. Utilities pass these costs, with no markup on the gas price, to customers.

10.  Transmission and distribution systems must be sized appropriately to allow this electricity to be
delivered to customers.

11.  In this report, watts and watt-hours will generally be referred to with the prefix “mega,” which
designates a million watts or watt-hours. Other units that will be referred to in this report will be
kilowatts and kilowatt-hours, which designates a thousand, and gigawatts and gigawatt-hours,
which designates a billion.

12.  Some large industrial customers are capable of receiving the power at high voltages, so this
step is eliminated for them.

13.  From FERC Form 1, submitted by Otter Tail Power Company, Interstate Power Company
(now Alliant), Northern States Power Company (now Xcel Energy), Minnesota Power (now
Allete). From 2000 Annual Reports, submitted by SMMPA, Great River Energy, Missouri River
Energy, Dakota Electric Association and Minnkota Power Cooperative.

14.  This list can be found in Table 9 of the Utility Data Book, available on the Department of
Commerce’s website at www.commerce.state.mn.us/pages/Energy/Data/MainData.htm.

15.  Public comments noted confusion about what the “10 percent net import” number in the draft
report meant. We have attempted to clarify this statement and apologize for any confusion it
caused.
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16.  “An interdependent grid of generating plants and transmission lines, instead of a set of indi-
vidual transmission systems, makes the system both cheaper (fewer transmission lines needed) and
more reliable (availability of multiple pathways for the power).

Interconnection and central dispatch increase reliability by giving the operators of the grid more
ability to adjust or restore the system after a failure. Because one operator has immediate control
over most of the system, she can react to the situation with many possible responses, making it more
likely that the outage can be minimized. A typical control center has control over dozens of power
stations and hundreds of high-voltage lines, and it monitors virtually every plant and line in its
area ….

If this does not sound significant, consider this example. One utility, Union Electric, recently stud-
ied the amount of additional power plant capacity it would need to maintain reliable service if it
was not interconnected to its neighboring utility. The answer was an additional 1,300 megawatts,
16 percent more generating plant than it requires when interconnected.”

—Fox-Penner, Electric Utility Restructuring: A Guide to the Competitive Era, at 34 (1997). 

17.  A complete listing of these organizations can be found in the Department’s Energy Policy and
Conservation Report 2000, at pages 20 to 21. See
www.commerce.state.mn.us/pages/Energy/MainEnergyPolicy.htm.

18.  MN Statutes 216B.026 provides procedures by which both municipal utilities and cooperative
electric association customers may elect to become subject to rate regulation by the Public Utilities
Commission. Only one electric cooperative association, Dakota Electric Association, has done so. 

19.  A certificate of need issued by the Minnesota Public Utilities Commission is statutorily
required for large energy facilities under MN Statutes 216B.243. The proceeding determines
whether a facility is needed before construction or whether there are more preferred ways of meet-
ing potential demand.
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TWO: CHALLENGES IN ELECTRICITY

S
tatewide, unless new capacity is found or
built, utilities will experience an electric
capacity deficit during the next decade,
based on projections available today.
Planning procedures are in place, however,
that should produce enough electric capac-

ity, through additional generation, transmission and
conservation measures, to meet growing demand.
The new capacity may look quite different than tra-
ditional capacity and it also may be developed in
smaller increments as it is needed.

Transmission presents one of the greatest challenges
to the electric system. The need for upgrading and
extending transmission is immediate. Accomplishing
those improvements appears more distant.
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Chapter 1 provided an overview of the his-
tory and trends in the use and cost of ener-
gy in the state and explained the current

structure of each major energy industry. This chap-
ter discusses present and future challenges in the
electric energy system, focusing on three major
areas: 

(1) potential electric supply deficiencies;
(2) electric transmission capacity and regulation; 
(3) air pollutant emissions from existing and

future electric generation plants.

Statewide, unless new capacity is found or built, util-
ities will experience an electric capacity deficit dur-
ing the next decade, based on projections available
today. Planning procedures are in place, however,
that should produce enough electric capacity,
through additional generation, transmission and
conservation measures, to meet growing demand.
The new capacity may look quite different than tra-
ditional capacity and it also may be developed in
smaller increments as it is needed.

Forecasting electric demand is inherently subject to
uncertainty because it tries to predict the future.
Nevertheless, efforts to forecast future demand are
critical to successful energy planning, because sig-
nificant programs and infrastructure to ensure ade-
quate electric supply require years of lead time to be
put into place.

Of the three categories of major electricity challenges
listed above, probably the most acute is sufficient
transmission to ensure the continuing reliability of
the electric energy system. Of all public benefit infra-
structure, transmission lines are the most controver-
sial and, therefore, the most difficult to site. In addi-
tion, how we meet the electric capacity challenges in
the future has major implications for transmission.
Conversely, how and where we build transmission
has major implications for the type and size of new
generation facilities and how they are dispatched to
serve retail consumers and wholesale purchasers.

Emission of air pollutants from existing power plants
also needs attention. Due to grandfathered exemp-
tions under the Clean Air Act of 1970, 55 percent of
Minnesota’s coal-fired electric generating plants
(over 3000 MW), are exempt from the most strin-
gent air emission limits. These plants are not being

retired as envisioned thirty years ago, and presently
emit at rates 10 to 20 times the rate of new, modern
plants. Especially at a time when significant new
generating capacity may be added to the system,
cost-effective emission reductions should be made
at the older plants. This chapter and the environ-
mental study in Appendix A recommend that total
emissions from utilities in the future be significantly
lower than today, including emissions from whatev-
er new generation capacity is needed. 

While this report focuses on these three major elec-
tric challenges, others are worth noting here for
future discussion. Like electric transmission, all
infrastructure for the transportation and delivery of
all forms of energy is aging and is operating at or
near capacity a majority of the time. Pipelines to
transport petroleum, petroleum products, and natu-
ral gas were, for the most part, also built decades
ago. Again, the needed capital investment in trans-
portation of these fuels will be reflected in the prices
consumers will pay in the future. 

Finally, a challenge as great as, or perhaps greater
than, the electric transmission challenge, is afford-
ability of all energy services. We at the Department
of Commerce, the PUC, and the Residential Utilities
Division of the Attorney General’s Office, work con-
tinually with utilities to ensure lowest cost energy
services to Minnesotans. Even so, this lowest cost
will increasingly strain the budgets of Minnesota’s
seniors, working families, and low income house-
holds, which make up over 400,000 households in
the state. 2001 legislation requires a separate report
on universal service issues. That report will be avail-
able in mid to late January 2002.

Potential Electric Supply
Deficiencies 
This section presents and discusses several per-
spectives on forecasts of Minnesota’s need for addi-
tional electric capacity by 2010. It presents forecasts
done on a regional level by the Mid-Continent Area
Power Pool (MAPP), statewide trend line analysis,
and the individual system forecasts done by the var-
ious utilities as part of their integrated resource
planning (IRP) cycle.

Adding electric infrastructure cannot be done in the
short term. Almost all generating and transmission
facilities take years to:
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• Obtain all of the required various state and fed-
eral regulatory clearances and permits.

• Place orders for the major components of the
facility.

• Site the facility.
• Build the facility and its appurtenant struc-

tures.

Major baseload generating facilities can and have
taken up to a decade to move from the drawing
board to providing electricity to customers. Because
of the need for significant construction lead time, it
is critically important—and a challenge—to main-
tain an active forecast of future generation and trans-
mission needs. Forecasting future electrical demand
and supply is the best method for electric service
providers to determine what new facilities or pro-
grams are needed and when to begin the planning
and construction process for specific projects.

A forecast uses data from the past in an attempt to
predict the future. The crudest type of forecast is a
simple trend line. A trend line simply takes past
energy usage and plots a line to fit the data. Figure
2-1 shows the application of a trend line for historic
electric energy usage in Minnesota to predict future
energy use. The trend line predicts that electric
energy usage will increase by 1,267 gigawatt hours
(GWh) each year. Figure 2-1 extends the trend line
12 years into the future from the data for the period
1965-1998. By the end of the 10-year forecast in 2010,
electric energy usage is predicted to grow to about
72,100 GWh. If electric energy usage occurred per-
fectly evenly throughout the year, a minimum of 145
MW of new capacity each year would be needed in
Minnesota to supply the 1,267 GWh.20 Because elec-

tric energy usage is not constant every day through-
out the year, more capacity is needed to meet peaks
in demand than would be needed to meet overall
growth in energy use.

A simple trend line is a poor forecasting tool because
it does not allow the forecaster to identify the factors
that influence energy use or determine how to influ-
ence future energy use. Furthermore, it does not
allow the forecaster to change those factors to pro-
duce a reliable forecast band. For example, the
trend line may implicitly assume that the significant
increases in labor force participation which
occurred from the 1960s through the 1990s (and are
therefore part of the trend-line) will continue even
though such increases may not be possible in the
future. A more complex forecast could analyze this
and other questions. A trend line cannot explain
what happened; it can only show on average what
happened, and then assume that the exact same
thing will continue to happen.

Typical variables that are used to produce more reli-
able forecasts include economic factors such as
employment, investment, and output; weather fac-
tors such as heating degree days and cooling degree
days; and other factors such as air conditioning sat-
uration, number of customers, and population.
Factors affecting short-term consumption are fre-
quently different than the factors affecting long-
term trends. Because different factors are more
important in the short run versus in the long run,
forecasters often use different equations for short-
term and long-term forecasts and then blend the two
together to create an overall forecast. For example,
if a recession is imminent, a short-term forecast may
focus on short-run economic variables while a long-
term forecast may ignore a looming recession and
focus on structural changes, both in the economy
and in customer energy-usage patterns, that will
have longer-term influence than a one or two year
recessionary cycle. 

Forecasting is most often performed on a utility sys-
tem level. Each utility forecasts the demand in its
service territory. Regional forecasts can either be
performed separately, based on utility-specific fore-
casts, or calculated by simply accumulating the vari-
ous utility-specific forecasts.

Electrically, the United States is divided into 10 dif-
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ferent regions by the North American Electric
Reliability Council (NERC). Each region is a volun-
tary association of electric utilities. Minnesota is in
the Mid-continent Area Power Pool (MAPP) region.
MAPP contains all or most of Saskatchewan,
Manitoba, North Dakota, South Dakota, Nebraska
and Minnesota. It also contains portions of Montana,
Iowa and Wisconsin. MAPP was formed in the mid-
1960s and presently performs three functions:

• reliability council, responsible for the safety
and reliability of the bulk electric system,
under NERC;

• regional transmission group, responsible for
facilitating open access of the transmission sys-
tem; and

• power and energy market, where members
and non-members may buy and sell electricity.

Utility transmission planning responsibilities for
Minnesota and surrounding states have been coor-
dinated and managed through an extensive planning
process at MAPP since 1996. MAPP has the author-
ity to order one of its member utilities to build facil-
ities if deemed necessary for reliable grid opera-
tions. A key component of the MAPP transmission
planning system is a “bottom up” process of sub
regional planning groups that includes the member
utilities serving five different sub sections of the
MAPP region. 

Individual utilities that own transmission facilities
have had the primary responsibility to plan for the
future expansion and maintenance of the transmis-
sion grid. Each utility considers a range of forecasts
of future load growth expectations and its own selec-
tion of choices for electric supply when conducting
its transmission planning. The main driving force
behind this planning has been the adequacy of elec-
tricity supply for local load serving obligations.
Increasingly, due in part to federal regulations,
transmission planning must take into account con-
siderations for bulk power transactions and open
access to the system for nontraditional transmission
transactions.

MAPP performs some utility planning to ensure the
safety and reliability of the bulk electric system.
Each year, all utilities in the MAPP region file a Load

and Capability Report with MAPP, which then
assembles the various filings into a single document.

MAPP’s most recent Load and Capability Report was
dated May 15, 2001. 

To ensure a degree of commonality, the Department
of Commerce often uses the MAPP Load and

Capability Report to show the current forecast of use
of electric energy and capacity in the region. The
only major generation and transmission owning util-
ity that serves Minnesota and is not in MAPP is
Alliant Energy (formerly Interstate Power
Company) which serves only a small number of cus-
tomers in the state.

Regional Forecast
While there are several sources of forecasts for the
region, the Department of Commerce typically
relies mostly on forecasts from MAPP. One source
of MAPP forecasts is the annual Reliability

Assessment published by the NERC. The Reliability

Assessment 1999-2008 provides forecasts from each
of the 10 NERC regions and an overall grid assess-
ment. In the May 2000 Reliability Assessment 1999-

2008, MAPP stated that “when load forecast uncer-
tainty is taken into account, the Region may have a
capacity deficit by summer 2000 and nearly 5,400
MW deficit by summer 2008.” This 1999 forecast
informed NERC of significant potential reliability
concerns on the utility planning horizon in the
MAPP region, and served to focus policymakers and
utilities on the need to begin concerted efforts to
assure that Minnesota’s generation and transmis-
sion needs will be met in this decade.

The most recent MAPP-specific forecast was issued
in the spring of 2001.2 1 MAPP’s 2001 forecast shows
electric generating capacity as being short 3,500
MW of meeting peak electric demand plus the 15
percent reliability reserve margin by 2010.22 The
lower figures, as compared to the estimates in 2000,
reflect two new gas peaking plants that just came on
line in 2001, plus other small generating unit addi-
tions. They do not reflect other proposed projects,
some of which have been approved for construction.

Figure 2-2 illustrates MAPP’s forecast of energy use
from the Load and Capability Report data between
2001 and 2010. MAPP forecasts that energy usage in
the region will rise from about 149,000 GWh in 2001
to 176,000 GWh in 2010.23 This level is equal to an
annual growth rate of about 1.9 percent (or 3,019
GWh per year). 
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Figure 2-3 provides the results of MAPP’s analysis.
Figure 2-3 shows that the MAPP region forecasts a
net surplus of capacity through 2005. A small net
capacity deficit24 is forecasted for 2006, with the net
capacity deficit growing substantially to nearly 3,600
MW by 2010. This result means that entities in the
MAPP region must either build new power plants,
reduce electric demand growth25 or find new
imports from other regions by 2006. The alternative
is to risk not having enough capacity to keep the sys-
tem reliable and meet customers’ energy needs.

On October 16, 2001, NERC released its Reliability

Assessment 2001-2010, this report states (on page 43), 

when demand forecast uncertainty is taken
into account, the Region [MAPP-U.S.] may
be capacity deficient by 2004 summer and
nearly 5,442 MW deficient by 2010 summer.
MAPP-U.S. utilities have committed to pro-
vide an additional 5,018 MW of capacity
during this period.

All of these regional forecasts conclude that,
although MAPP is forecasted to have an electric
supply deficit by the end of this decade, somewhere
between 3,500 and 5,000 MW, the presently sagging
economy (which lowers overall demand) and future
capacity proposals should go far to balance the elec-
tric supply with demand into the future. The key is
to remain diligent in encouraging additional sources
of generation as well as active conservation of pres-
ent supplies.

Methods of quantifying the comparison of genera-
tion, transmission, and demand side resource alter-
natives should be further developed. A particularly
difficult challenge is the analysis of comparing mar-
ket price change risks and reliability risks between
alternatives. Reliability risks fall into two general cat-
egories - system security risks and adequacy of sup-
ply risks. The pending deficit in generating capacity
in MAPP projections is an example of an adequacy
of supply risk. The “regional blackout scenario” that
might occur at any time from an extreme storm
related disturbance is an example of a system secu-
rity risk. Effective planning must identify the magni-
tude and probability of reliability challenges to both
adequacy of supply and system security. Priorities
for future infrastructure additions must be devel-
oped considering a risk management approach that
is consistent with the public interest.

Minnesota Forecast
This section attempts to provide insight into what
Minnesota’s statewide demand will be in 2010. This
process must be treated as an approximation, for
four reasons. First, statewide data are not available
through the MAPP or utility forecasts. Second, the
MAPP forecasts are based on data provided by the
utilities which often use inconsistent methods of
data collection and calculations. Third, many utili-
ties, such as Otter Tail Power Company and Xcel
Energy, have operations in several states and must
ensure that they are able to meet requirements in
each state. Finally, to assure system backup, relia-
bility, and economic and operational efficiencies, the
electrical system was designed so that no state could
be easily isolated from other states. Therefore, we
can produce only a crude forecast for energy use in
Minnesota by fitting a simple trend line to data on
statewide energy use.26 The resulting trend line pro-
duces an estimate of about 60,719 GWh in 2001 and
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72,122 GWh in 2010.27 This amount equals an annual
growth rate of about 1.9 percent per year for energy
usage, the same growth rate MAPP assumed in its
regional forecast. The trend line is illustrated in
Figure 2-1. 

In addition to the statewide forecast given above, the
forecasts of the larger utilities doing business in
Minnesota can be combined to try to get an addi-
tional picture of expected statewide demand
growth.28 Figure 2-4 shows the results of combining
data from MAPP data. Figure 2-4 shows the larger
utilities forecasting energy use of 86,607 GWh in
2001, growing to 102,533 GWh in 2010. These num-
bers are larger than the statewide numbers quoted
above. This fact indicates that the large utilities have
significantly more energy use outside of Minnesota
than is used by the smaller Minnesota utilities
excluded from the data. The large utility29 energy
forecast results in an annual growth rate of about 1.9
percent per year, roughly confirming the 1.9 percent
growth rate forecasted by the trend line discussed
above and the MAPP regional forecast.

The purpose of combining the large Minnesota util-
ities’ energy forecasts is that they create an estimate
of the capacity surplus or deficit faced by the utilities
serving the State. Figure 2-5 shows that the large
utilities have a Minnesota capacity surplus in 2001
(1,041 MW). That surplus first becomes a deficit in
2006 (653 MW). The deficit grows for the rest of the
period, reaching 2,050 MW in 2010. The rise in sur-
plus capacity for 2004 shown in Figure 2-5 reflects
the beginning of a 300 MW purchase from Manitoba
Hydro by Xcel Energy and the end of a 200 MW firm
sales from Xcel Energy to Wisconsin Public Service,
for a net increase in capacity of about 500 MW.

Minnesota also must be certain that maintenance of
the transmission system meets industry standards,
so that risk of outage from physical damage is kept
to a minimum. Managing risk from failures of com-
puterized operating systems and from potential sab-
otage requires a new focus, and becomes increas-
ingly critical as transmission interconnections
expand on a national scale. New technologies that
better manage the flow of electrons on the existing
system should be applied whenever feasible, both to
enhance the operation of the existing system and to
reduce the need for new lines.
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Utility Specific Forecasts
There are eleven different utilities or organizations
that file data with MAPP that meet the definition of
‘large’ as discussed above. The forecasted annual
growth rate in energy use for each is provided in
Figure 2-6. Annual growth rates vary from 4.0 per-
cent per year for Missouri River to 0.8 percent per
year for Minnesota Power.

The number of power plants required to produce the
energy needs discussed above can be determined
by a utility-by-utility capacity analysis. Of the 11 util-
ities, five show significant deficits (over 100 MW)
and the other six have either small deficits or sur-
plus throughout the planning period. By far the
largest utility doing business in Minnesota, and the
utility with the most significant capacity deficits, is
Xcel Energy. In order to produce figures of readable
scale, the capacity situation of Xcel is provided in
Figure 2-7 and the capacity situations of the other
four utilities with significant deficits are provided in
Figure 2-8. 

Note: Xcel Energy’s Prairie Island nuclear-fired generating plant (1,000 MW) will
use up its approved spent fuel storage capacity in 2007. Without the legal authori-
ty and physical facilities to continue to store spent fuel, Prairie Island must discon-
tinue operation in 2007. In addition, the two reactors at Prairie Island are due for
relicensing by the Nuclear Regulatory Commission (NRC) in 2013 and 2014. In
order to achieve relicensing by these dates, the relicensing process must begin in
2006 and 2007.

Xcel’s forecasts continue to include the capacity presently generated at Prairie
Island. The plant will continue to operate or will be replaced with equivalent new or
purchased capacity. As required by the Minnesota Public Utilities Commission,
Xcel has filed to begin a competitive bidding process, PUC Docket No. E002/M-01-
1480, to acquire contingent replacement power as an “insurance policy” in case the
Prairie Island plant must be shut down. In addition, under existing PUC orders, the
Prairie Island plant will be fully depreciated and its decommissioning fund fully
funded by 2007.

Figure 2-9 shows the capacity situations of the six
utilities that do not forecast significant deficits. Of
the six utilities falling into this category, four show
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Figure 2.6: Large Utility Growth Rates
Utility Energy Growth

Rate (2001-2010)
Missouri River 4.0%
Rochester 3.6%
Great River (CP & UPA) 2.7%
Minnkota 2.5%
SMMPA 2.3%
MMPA 2.2%
Xcel Energy 2.0%
Gen~Sys (Dairyland) 1.8%
Basin/East River/L&O 1.3%
Otter Tail Power 1.0%
Minnesota Power 0.8%
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Figure 2.7: Xcel Electric Capacity Forecast, 2001–2010

Figure 2.8: Large Utilities with Electric Capacity Deficits 
Over 100 MW, 2001–2010

Figure 2.9: Large Utilities Without Major Electric Capacity Deficits, 2001–2010



surpluses (three of 50 MW or less),
and only Otter Tail Power and
Missouri River show small deficits
(50 MW or less). 

As discussed above, in addition to
data provided to MAPP each
April 1, most of the larger utilities
file integrated resource plans
(IRPs) with the Minnesota Public
Utilities Commission. An IRP pro-
vides a comprehensive overview of
a particular utility’s forecasts, exist-
ing supply-side resources, existing
demand-side resources, and action
plans to meet potential deficits for a
15-year period.

Currently nine utilities, which ulti-
mately serve the vast majority of
Minnesota energy consumers, file IRPs with the
Minnesota Public Utilities Commission (PUC).30 A
PUC Order approving or modifying a utility’s IRP is
binding with respect to rate-regulated investor-
owned utilities and advisory only for cooperative
and municipal generation and transmission utilities.
The utilities file their IRPs at various times, typically
every other year. However, some of the cooperative
and municipal utilities may have several years
between IRP filings. Figure 2-10 shows the estimat-
ed surplus or deficit for each of the utilities who have
filed an IRP covering the 2001 through 2006 plan-
ning period.31

Figure 2-11 shows the estimated surplus or deficit,
before implementation of any identified action plan,
for each of the utilities filing an IRP in the long run
(2007 through 2015). Since the filings are made at
different times and in different manners, not all of
the utilities report a surplus or deficit number
through 2014.

Figures 2-10 and 2-11 show that virtually all of the util-
ities have a deficit at some point during the next 15
years. Therefore, all of the utilities have action plans
which involve acquiring more resources. These plans
may include more demand-side management (load
management, increased efficiency in use, energy con-
servation), construction of power plants, short-term
purchases from the market, long-term purchases from
the market, and combinations of the above. Figure

2-12 summarizes the 
IRP capacity additions
planned by the utilities,
by year and size, through
new power plant con-
struction and by long-
term power purchase
agreements (PPAs) with
other power generators.32

In most cases, it is not
clear what type of gener-
ation technology will be
proposed or built.

This in-depth forecasting
analysis shows the
importance and the
appropriateness of con-
tinuing with an IRP or
similar process to evalu-
ate future resource needs of each utility system. The
different utility systems are experiencing very differ-
ent growth rates, 0.8 percent to 4.0 percent per year,
for different reasons. Similarly, five of the 11 large util-
ity systems forecast major capacity deficits for 2010,
two have small deficits, three have small surpluses,
and one has a substantial surplus. Any response to the
statewide capacity deficit must consider the different
circumstances of each individual utility.

In the process of creating this report, we have been
able, for the first time, to analyze individual utility IRPs
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Figure 2.10: Short-Term IRP Forecasts, 2001-2006
Utility Year IRP filed 2001 2002 2003 2004 2005 2006
Alliant 1999 5 (10) (28) (51) (99) (123)
Dairyland 2000 (20) (41) (87) (106) (129) (152)
Great River Energy 2001 (227) (224) (251) (293) (394) (370)
Minnesota Power 1999 249 59 49 38 26 -
Minnkota 1998 65 59 49 45 41 36 
Missouri River 2001 - - - - (12) (31)
Otter Tail Power 1999 (81) (92) (96) (100) (74) (79)
SMMPA 2000 (39) (52) (61) (68) (76) (85)
Xcel Energy 2000 (212) (376) (422) (373) (526) (1181)

Figure 2.11: Long-Term IRP Forecasts, 2007-2015
Utility 2007 2008 2009 2010 2011 2012 2013 2014 2015
Alliant (145) (168) (391) (414) (437) (460) (484)
Dairyland
Great River Energy (261) (360) (463) (520) (536) (640) (745) (853) (962)
Minnesota Power -   15 -   -   -   -   -   
Minnkota 32 27 22 17 13 8 
Missouri River (46) (60) (76) (90) (110) (124) (139) (155) (169)
Otter Tail Power (86) (94) (97) (97) (97) (100) (106) (109)
SMMPA (93) (101) (110) (118) (126) (134) (143) (151) (158)
Xcel Energy (1,468) (1,633) (1,853) (2,026) (2,198) (2,360) (2,515) (2,675)

Figure 2.12: IRP Supply Side 
Action Plan Summary (50MW or More)

Utility Size (MW) Type Date
Otter Tail Power 50 PPA 2000
Dairyland 80 Peaking 2001
Xcel Energy 80 Wind 2002
Great River Energy 250 Peaking 2003
SMMPA 93 Peaking 2003
Xcel Energy 100-600 PPA 2003
Alliant Energy 154 Peaking 2005
Xcel Energy up to 400 PPA 2006
Xcel Energy up to 500 PPA 2007
Alliant Energy 538 Peaking 2008
Xcel Energy up to 600 PPA 2008
Alliant Energy 430 Base 2009
Great River Energy 250 Base 2009
Alliant Energy 215 Base 2010
Alliant Energy 154 Peaking 2010
Otter Tail Power 78 Peaking 2010
Alliant Energy 430 Base 2011
Alliant Energy 215 Base 2012
Alliant Energy 76 Peaking 2012
Alliant Energy 215 Base 2014
NOTE: Alliant Energy is not a member of MAPP, and the vast 
majority of its customers are not in Minnesota.



in relation to each other. It is clear that IRPs are impor-
tant not only individually as documents dealing with
individual utility systems, but collectively as tools to
determine statewide forecasts and action plans.

The regional, statewide and utility-specific forecast
perspectives presented in this section show an esti-
mated Minnesota capacity shortage of at least 2,000
MW by 2010. In addition to electric capacity needs,
Minnesota faces transmission issues that are even
more complicated and difficult to address than capac-
ity needs. The next section explores these issues.

Electric Transmission Capacity
and Regulation
Electric transmission facilities must be in place with
enough capacity to move electricity from where it is
generated to where it is consumed. Since a wireless
technology for transmitting electricity has not yet been
developed, there is no alternative to some form of the
transmission wires with which we are all familiar.

Many existing transmission lines were installed up
to fifty years ago. Some of Minnesota’s transmission
facilities are reaching the end of their useful lives.
Transmission lines built fifty years ago were
designed to meet existing and foreseeable future
(typically 15 years) demand. Customer numbers and
demand levels both have increased dramatically
since the 1950s. The transmission lines in place to
meet today’s demand are the same lines built to
meet demand of decades ago. Demand will continue
to increase.

In addition, Federal Energy Regulatory Commission
(FERC) Order 888 places a strain on existing lines.
This order requires transmission owners to provide
other utilities and marketers equal access to their
lines. The result has been a dramatic increase in
wholesale transactions through transmission grids
not designed to accommodate a lot of bulk transfer
from state to state and region to region. The need
for new and/or upgraded transmission facilities is
imminent.

This situation presents quite a challenge.
Transmission lines are notoriously hard to site. The
process usually involves resolution of both landown-
er and environmental issues. Usually a transmission
line and its right-of-way touch or cross the property
of many landowners who, collectively or individual-

ly, often actively and strongly oppose a transmission
line proposal. Transmission lines also may cross
wetlands or bisect forests contributing to ecosystem
fragmentation. Both upgrading and building new
electric transmission is one of Minnesota’s biggest
energy challenges—balancing environmental pro-
tection, landowners’ rights, and the need to meet the
ever-growing demand for electricity.

In addition, new transmission is needed to develop
large-scale wind energy, which is increasingly cost
competitive. Minnesota has a tremendous wind
energy resource. The best wind resources, however,
are in geographic areas distant from load centers
where traditional electric generation plants, and
therefore transmission lines, have not generally
been built. New transmission capacity is critical to
the full development of the upper Midwest’s sub-
stantial wind resources.

Another related challenge surrounds the emer-
gence of merchant power plant construction.
“Merchant” plants are built and operated by non-util-
ities and are not subject to normal utility regulation.
The backers of a merchant plant provide the financ-
ing for the project, price their product (electricity)
as they please (usually to compete in the open mar-
ket) and take the financial risk of profit or loss.
Merchant plants, because they are not deemed “util-
ities” by Minnesota law33 do not have the power of
eminent domain to assist them in siting their facili-
ties. Merchant plants face unique siting challenges
because they must obtain the agreement of local
landowners.

Research and advances in energy conservation and
other distributed energy resources such as smaller
generators located at or near where the electricity is
used offer hope that soon there will be a way to ease
the burden on the electric transmission system and
reduce the need for new lines. A conclusion pre-
sented in the 2000 Energy Policy and Conservation
Report continues to define strategic direction for
infrastructure needs. It reads: “The demand for
energy continues to increase but the power generat-
ing facilities and transmission infrastructure used to
deliver power are already being used to their maxi-
mum potential. In order to preserve stable, reliable
and attractively-priced energy resources, the energy
companies, government and other affected parties
must work together to adjust energy planning, man-
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agement and governance to maximize energy con-
servation and enable emerging energy fuel sources
and generation technologies to be developed and
needed infrastructure enhancements to be built.34

The Evolving Regulatory System for
Transmission
To develop a more competitive electric market, fed-
eral regulators are advocating open access to trans-
mission lines by all entities that want to sell or buy
electricity.35 Federal policy changes are the main
driving force behind the dramatic changes that have
been occurring in the transmission system. The
Federal Energy Regulatory Commission (FERC)
oversees wholesale electric rates and service stan-
dards, as well as the transmission of electricity in
interstate commerce. FERC ensures that wholesale
and interstate transmission rates charged by utilities
are just and reasonable and not unduly discrimina-
tory or preferential. It also reviews utility inter-
change and coordination agreements. Power suppli-
ers who refuse to comply with FERC regulations are
subject to penalties.

FERC issued a landmark policy order in 1996 (FERC
Order No. 888) that created an open access policy
requirement for all transmission owning entities
under its jurisdiction. FERC Order No. 888 requires
transmission owners to provide equal access to all
market participants on a “first come, first served”
basis. The order also sets policies regarding opera-
tions of the grid and requires functional separation
between the power marketing arm and transmission
operating arm of vertically integrated utilities. It
shifts the function of the transmission grid from pri-
marily serving the transmission owners’ interests
(connecting generation with consumers) to creating
a common carrier system for electricity that is open
to market use, more like natural gas and other
pipelines.

Responsibility for transmission infrastructure devel-
opment and management of the transmission sys-
tem is shifting from individual utilities in loosely
organized regional organizations to more structured
regional transmission organizations. Federal poli-
cies continue to drive developments in this direc-
tion. In 1999, FERC Order No. 2000, strongly
encouraged all transmission-owning entities to join a
Regional Transmission Organization (RTO).36 These

RTOs would be managed to facilitate independent
system operations and stimulate development of
large wholesale energy market areas. FERC stated
that the ultimate goals of Order 2000 are to: (1) alle-
viate stress on the bulk power system caused by
structural changes in the electric industry; (2)
improve transmission grid efficiencies through pric-
ing and congestion management; (3) improve grid
reliability; (4) improve energy market performance;
(5) increase coordination among state regulatory
agencies; (6) reduce transaction costs; (7) facilitate
growth and success of state retail access programs;
(8) assure non-discriminatory access of transmis-
sion systems by separating control of grid opera-
tions from the influence of electric market partici-
pants; and (9) facilitate “light-handed” regulation.

Order 2000 describes four key characteristics and
eight required functions of RTOs. These character-
istics and functions are designed to ensure that any
RTO will be independent and able to provide reli-
able, non-discriminatory and efficiently priced trans-
mission service to support competitive regional bulk
power markets.

The four minimum characteristics for an RTO are:37

(1) independence from market participants;
(2) appropriate scope and regional configuration;
(3) possession of operational authority for all

transmission facilities under the RTO’s con-
trol; and

(4) exclusive authority to maintain short-term reli-
ability.

The required functions that an RTO must perform
are:

(1) administer its own tariff administration and
employ a transmission pricing system that will
promote efficient use and expansion of trans-
mission and generation facilities;

(2) create market mechanisms to manage trans-
mission congestion;

(3) develop and implement procedures to address
parallel path flow issues;

(4) serve as a supplier of last resort for all ancil-
lary services required in Order No. 888 and
subsequent orders;

(5) operate a single OASIS site for all transmission
facilities under its control with responsibility
for independently calculating TTC and ATC;38
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(6) monitor markets to identify necessary trans-
mission additions and upgrades;

(7) plan and coordinate necessary transmission
additions and upgrades; and

(8) ensure the integration of reliability practices
within an interconnection and market inter-
face practices among regions.

As long as these minimum characteristics and func-
tions continue to be satisfied, FERC also adopted the
principle of open architecture which allows for flexi-
ble and evolving RTOs that improve structure, geo-
graphic scope, market support and operations to
meet changing market, organization and policy
needs. FERC further clarified its vision for transmis-
sion system management in July 2001 by stating that
it wants four large RTOs to manage the entire U.S.
transmission system. However, FERC has recently
suggested it may be reconsidering requiring only
four large RTOS.

In the Midwest, most of the transmission owning
members of MAPP are in the process of joining with
utilities from several other regions in forming the
Midwest Independent System Operator (MISO),
based in Indianapolis, Indiana. MISO will become
the operational control entity for a large multi-state
region of the transmission grid.39 FERC approved
MISO as an RTO on December 19, 2001.

FERC expects that RTOs will have operational con-
trol of the transmission system including short-term
reliability responsibility. MISO also will take over
the facilities planning (100kV and above) for its
member utilities. As the members of MAPP transi-
tion to membership in MISO, the MAPP planning
process is expected to be incorporated into the
MISO approach, currently still under development.
Minnesota utilities and regulators are advocating
that MISO retain much of the current MAPP plan-
ning process. Some of MAPP’s assets and functions
(specifically, NERC related liability functions and
Power and Energy Market Committee functions)
will be maintained in St. Paul under the new MISO
structure.

MISO has established two regulatory seats on its
Board. One seat is slated to be filled by a represen-
tative of one of the State Public Utility Commissions
in MISO’s territory. The other seat will be filled by a
Consumer Advocate representative from one of the

states in MISO’s territory. Beginning December
2001, the Minnesota Department of Commerce has
the privilege of holding the Consumer Advocate seat
and the Iowa Utilities Board holds the Commission
seat. Our participation on the MISO Board comes at
a critical juncture in MISO’s development. We
expect to participate actively in helping to design
MISO’s future.

Another new development is the formation of
TRANSLink Transmission Co. LLC, announced in
September 2001. This “independent transmission
company” is being formed by Xcel Energy, Alliant
Energy, MidAmerican Energy (mostly an Iowa utili-
ty), Nebraska Public Power, Omaha Public Power,
and Corn Belt Power (an Iowa cooperative) to take
on some of the functions that FERC envisions being
performed by a Regional Transmission Operator.40

These functions would otherwise be performed by
the new MISO. The nonprofit MISO has a special
provision in its transmission owners’ agreement that
allows for-profit groups like the newly proposed
transmission company to join as special members.
American Transmission Co. LLC, a for-profit compa-
ny that owns and operates the transmission systems
of Wisconsin’s major utilities, is a member of MISO
in the special member category.

TRANSLink is intended to satisfy FERC require-
ments that electric utilities separate their transmis-
sion operations from their power supply (generation
plants or power purchases) and wholesale and retail
load serving functions. The company will need
FERC’s and Minnesota Public Utilities Commis-
sion’s approval for structure, relationship with the
member utilities, new tariffs (services and prices),
and eventual recovery of costs in rates. The
Department of Commerce is actively participating in
the proceedings before both bodies to ensure that
the public interest of Minnesotans is represented in
the creation and operation of this new company.41

Allocation of costs of constructing and operating the
regional transmission system between ratepayers,
power sources, bulk power customers, and others
will require detailed analysis by the Department and
others in these proceedings.

Though there are significant changes occurring in
how the electric industry is organized, managed and
regulated, there is broad consensus that the trans-
mission system will continue to be federally regulat-
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ed as the common carrier in the wholesale electric
energy market. There is debate, however, about
what role state governments will have or whether
FERC will be the only regulator for both interstate
and intrastate transmission. There is a proposal to
grant authority to FERC to approve transmission
lines that are needed regionally. This change would
entail a large and mostly unprecedented shift of emi-
nent domain authority from states to the federal gov-
ernment. Individual states always have had respon-
sibility for approving the siting and construction of
transmission lines. An alternative proposal would
require groups of states to form organizations to
which the states must grant necessary authority to
manage regional planning issues.

The trend toward regionalization of transmission
planning functions, coupled with the increasing abil-
ity of independent power producers to determine
generation type and location, has had a disruptive
effect on the traditional planning processes.
Managing impacts to ratepayers from the costs of
transmission facilities has traditionally been based
on need and whether the facilities are “used and use-
ful” to the ratepayers themselves. The evolution of
the use of the transmission system for market pur-
poses and for regional transactions has complicated
the traditional analysis. As new generation plants are
proposed in Minnesota for local needs and for inter-
state transfers, it is certain that new investment in
the transmission system will be required; and ade-
quate, but not intrusive, regulatory processes must
be further developed.

The state’s interest in transmission issues evolves
over time. For example, the development of some of
Minnesota’s best wind energy resources on Buffalo
Ridge in the southwestern part of the state has
increased the need for additional transmission from
there to the Twin Cities. In December 2001 Xcel
Energy filed a Certificate of Need application with
the PUC for a 345 kW transmission line and related
transmission additions that will significantly
increase the transfer of wind energy from the Ridge
to the Twin Cities area and address other pre-exist-
ing transmission inadequacies in the Sioux Falls,
South Dakota area. During the first half of 2002, the
PUC will be considering various size, timing, relia-
bility and cost considerations as it reviews the appli-
cation. Various alternatives involving lower voltage,

incremental transmission options are likely to
emerge.

After maximizing energy conservation and other
distributed energy resources, it is likely that new
electric generation capacity must be added in
Minnesota over the next decade and beyond. Even if
that new generation is mostly from renewable
sources like wind, large new transmission lines are
necessary. Meeting the dual challenge of upgrading
the aged existing system and building new at the
same time will take determination and a more open
and robust public discussion than has occurred to
date.

Transmission line proposers increasingly must
involve landowners, local government units, and
other interested persons as early in the planning
process as feasible. In addition, they must increase
the flexibility of their planning processes to more
adequately address the concerns of these individu-
als and groups. The continued reliability of the trans-
mission system rests heavily on utilities and other
transmission line proposers and how well and how
flexibly they plan for upgrades and new lines.

State approval processes for determining the need
for and siting of transmission lines need to be as effi-
cient as possible while allowing meaningful and
complete public participation. If transmission pro-
posers wait until these approval processes, however,
to involve the public, it is unlikely transmission will
be built without long delays and excessive conflict.

Air Pollution Emissions
An important energy planning issue and challenge is
what to do about air pollutant emissions from exist-
ing power plants. The emissions of concern are “of
concern” for many reasons. Many air pollutants
from electric power production directly impose
health risks on humans. Many also negatively affect
the natural environment and directly disrupt ecosys-
tems, impose health risks on plants and animals and,
therefore, indirectly affect human health. Energy
policy is influenced by pollution control require-
ments to the degree that these requirements influ-
ence fuel choice at proposed power plants, choice of
combustion technology, costs of the types of pollu-
tion control technology required at new and existing
generation facilities, and facility capital and operat-
ing costs. Further, under proposed federal caps on
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air emissions, fossil fuel-fired power plants in
Minnesota will be required to implement large per-
centage reductions in emissions of such pollutants
as nitrogen oxides, sulfur dioxide and mercury. In
addition, some future control requirements that now
appear inevitable may require switching to cleaner
fuels or cleaner technologies.

2001 Minn. Laws, Ch. 212, Art. 7, Sec. 35 requires
this report and the updated report due in 2002, to
“identify important trends and issues in energy …
environmental effects.” Further, the legislation
requires the reports to “address, among other
issues: … (6) the environmental effects of energy
consumption, including an analysis of the costs asso-
ciated with reducing those effects; ….” In preparing
the report, The Department of Commerce is to “con-
sult with other state agencies, including … the pol-
lution control agency ….”

The following discussion summarizes, and relates to
energy planning, the study of environmental effects
and control options contained in Appendix A. The
appendix was, for the most part, prepared by Staff of
the Pollution Control Agency (MPCA).

Addressing Environmental Impacts of
Existing Facilities
Air pollutant emissions are the single largest source
of environmental impact from electricity generation.
Impacts on water and land are discussed as appro-
priate under each type of generation technology dis-
cussed in Chapter 3. This part will briefly discuss:

• current and forecasted emissions of pollutants
from existing Minnesota power plants;

• effects of pollutants on human health and the
environment;

• developing national regulations governing
power plant emissions;

• methods and costs of reducing these emis-
sions; and

• the potential impact on electric rates paid by
consumers of various emission reduction
methods.
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Figure 2.13: Electric Utility Contribution 
to Current Minnesota Air Emissions

1999 Emission to the Air % of Estimated
(thousand tons) Statewide Emissions

Greenhouse Gases 35,982 26%
Nitrogen Oxides 87 18%
Sulfur Dioxide 95 58%
Carbon Monoxide 8 <1%
Fine Particulate Matter ? large

(2.5 microns)
Lead 0.03 62%
Mercury 0.0008 40%
Other Metals NA 10-60%

(Chromium, Arsenic, Nickel)
Source: PCA

Figure 2.14: Nonnuclear Baseload or Intermediate Load Electricity Generating 
Units at Plants Larger than 100 Megawatts*

Capacity Principal Load Type Start-up NSPS
(summer) Fuel Datel Status

(MW) Vintage 
(Year)

Xcel Energy
Sherburne County

unit 1 712.0 coal Baseload 1976 n/a
unit 2 721.0 coal Baseload 1977 1976
unit 3 871.0 coal Baseload 1987 1986

Allen King 571.0 coal Baseload 1958 n/a
Riverside

unit 7 150.0 coal Baseload 1987 1986
unit 8 221.5 coal Baseload 1964 n/a

High Bridge
unit 5 97.0 coal Intermediate 1956 n/a
unit 6 170.0 coal Intermediate 1959 n/a

Black Dog
unit 3 113.2 coal Intermediate 1955 n/a
unit 4 171.8 coal Intermediate 1960 n/a

XCEL total 3,959.6
LS Power 252.1 gas Intermediate 1998 1997
Rochester Publ. Util.
Silver Lake 

unit 4 60.3 coal Intermediate 1969 n/a
Minnesota Power
Clay Boswell

unit 1 69.0 coal Intermediate 1958 n/a
unit 2 69.0 coal Baseload 1960 n/a
unit 3 346.3 coal Baseload 1973 n/a
unit 4 535.0 coal Baseload 1980 1979

Syl Laskin
unit 1 55.0 coal Baseload 1953 n/a
unit 2 55.0 coal Baseload 1953 n/a
subtotal 110.0 

Minnesota Power total 1,129.3
OtterTail Power
Hoot Lake

unit 2 64.9 coal Intermediate 1959 n/a
unit 3 84.0 coal Intermediate 1964 n/a

Otter Tail Power total 156.9
Minnesota Total 5,355.7
*Does not include nuclear power reactions Monticello and Prairie Island 1 & 2.



Emissions
One of the most difficult issues in discussing future
energy supply is what to do about existing power
plants at a time when we need to build more capaci-
ty. Existing plants in Minnesota are a significant
source, and for some pollutants, the major source of
harmful air emissions. Overall emissions of air pol-
lutants from power production need to be held
steady and then decreased over time. The trend has
been in the opposite direction.

Electric generation in Minnesota is primarily coal-
fired. Figure 2-13 shows the total tons of emissions,
by pollutant, from electric generation and electric
generation’s share of total emissions for each pollu-
tant. The emissions of concern are nitrogen oxides
(NOx), sulfur dioxide (SO2), fine particulate matter
(PM2.5), mercury, and greenhouse gases (mostly
carbon dioxide, CO2).

Only five of Minnesota’s coal fired power plants are
regulated by New Source Performance Standards
(NSPS) under the federal Clean Air Act. Of those
five, four are regulated under old NSPS in force
when they were approved for construction or sub-
stantial reconstruction (one each in 1976 and 1979,
and two in 1986). The only generator regulated
under current NSPS is the natural gas plant, LS
Power Cottage Grove, built in 1998. Figure 2-14 lists
the largest plants. Fifteen of the largest generators
are not subject to any NSPS because they were con-
structed before the standards were adopted. 

Figure 2-15 shows emissions of four pollutants per
unit of production at the largest power plants. By
comparison, the present performance standard at
new or modified coal fired power plants for NOx is
about 0.001 lb. per kWh. The lowest emitting large
Minnesota coal plants emit four times that much and
the highest emitting plants emit 11 times that much.
The present performance standard at new or modi-
fied coal plants for SO2 is about 0.001 to 0.002 lbs.
per kWh. The lowest emitting large coal plant emits
1.5 to 3 times that amount and the highest emitting
plant emits 10.5 to 21 times that amount.

No commercially available control technologies
exist yet for mercury or CO2. CO2 emissions can be
offset through tree planting and other forms of car-
bon sequestration. Depending on the type of fuel
used and the control technology applied, NOx and
SO2 emissions can be reduced by 30 to 85 percent
using readily available equipment and methods.

Since 1986, emissions of SO2, NOx and greenhouse
gases from electric generation in Minnesota have
either dramatically or steadily increased. Coal use is
responsible for all or nearly all of these emissions.
The spike in mercury emissions from solid waste
incinerators that occurred in the late 1980s appears
to be under control due to requirements for strin-
gent mercury input and emission controls at incin-
erators. See Figures A-5 to A-8 and accompanying
text in Appendix A. A steep decrease in SO2 emis-
sions from 1985 to 1986 was due to increased use of
lower sulfur western coal. Those emissions overall,
however, are now climbing back up to 1985 levels.
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Figure 2.15: Emission Rates Per Unit of Electricity Generated 
at Minnesota Electric Generating Plants

Emission Rate (lb./kWh generated) Primary  Emission Controlsa,b

NOx SO2 CO2 Hg SO2 NOx
Xcel Energy

Sherburne County 0.003 0.003 2.39 0.00000006 scrubbers LNC, LNB
Allen King 0.011 0.017 2.10 0.00000002
Riverside 0.011 0.012 2.11 0.00000003
High Bridge 0.007 0.005 2.46 0.00000005
Black Dog 0.010 0.004 2.60 0.00000003

Minnesota Power
Clay Boswell 0.004 0.006 2.34 0.00000005 scrubbers LNC 
Syl Laskin 0.006 0.004 2.27 0.00000007

Otter Tail Power
Hoot Lake 0.004 0.008 2.77 0.00000005 LNB 

Rochester Publ. Util.
Silver Lake 0.007 0.021 1.78 0.00000004 1

LSP Cottage Grove 0.0002 0.000 0.94 NA SCR
a  LNC1 = low NOX coal and air nozzles with close coupled overfire air; LNC2 = low NOX coal and air nozzles with separated overfire air.
b low NOx controls 1 at Sherburne County unit 1 and low NOX controls 2 at Sherburne County unit 2. Wet scrubbers at Sherburne County units 1 and
2 and Clay Boswell unit 4, dry lime scrubbers at Sherburne County unit 3.



The Future of Emissions from Electric
Generation

The SherCo 3 unit, added in 1983, is the only rela-
tively new coal-fired generator in Minnesota. The
increases in emissions from electric generation are
due mostly to increased utilization rates at existing
plants, many of which are more than 40 years old.
Figure A-9 and accompanying text in Appendix A
show the increases in utilization rates.

There likely will be some further increase in use of
existing plants. Increasing the overall capacity fac-
tors at these facilities by 5 percent or slightly more
may be achievable. In aggregate, Minnesota utilities
forecast, in their approved IRPs, an increase in coal
throughput of about 2.5 million tons between 1999
and 2010.

In addition, new electric generation facilities are
likely to be added to meet the growing demand for
electricity in Minnesota. In the short term, a number
of facilities are proposed and in the process of
receiving regulatory approvals or are under con-
struction. Figure 2-16 lists these facilities and their
additional contributions to emissions.

Health and Environmental Effects of
Emissions
Air pollution from power plants—especially coal-
fired power plants—negatively affect human health
as well as crops, forests, and wildlife. Coal provides
about 75 percent of our electricity needs in
Minnesota. Minnesota currently meets federal and
state air quality standards. As scientific knowledge
of the impacts of various pollutants improves it has
become apparent that many of our standards were
not as protective as previously thought. 

Figure A-17 summarizes the key air pollutants emit-
ted from electric generation and their effects on
health and the environment. See Appendix A for
more information on the effects of these pollutants.
Many of these pollutants of concern directly impose
health risks on humans. Many also directly disrupt
ecosystems and impose health risks on plants and
animals, thereby indirectly affecting human health.
Fossil fuel-fired power plants are significant sources
of these pollutants. Mercury deposition in our
waters, acid rain and global climate change are inter-
mediate-term regional concerns described in
Appendix A.
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Figure 2.16: Estimated Extra Annual SO2, NOX and CO2 Emissions Associated 
with Permitted or Planned Expansions to Service or Capacity Added Since 2000

Generation Emissions
Capacity Capacity Net Efficiency in 

(Summer) Factor Generation Converting Fuel SO2 NOX CO2
Plant Name (MW) (%) (MWH/yr) to Electricity (tons) (tons) (tons)

Pleasant Valley units #1-3 434 5 190,092 0.34 1 18 110,934
Lakefield Junction units #1-6 480 5 210,240 0.34 1 20 122,692
New Ulm unit #7 22 5 9,636 0.34 0 1 7,717
Cascade Creek units #3-4 50 5 21,900 0.34 0 2 12,780
Potlatch Cloquet unit #8 24 65 136,656 0.32 0 66 84,734
Navitas gas turbine 250 5 109,500 0.34 1 10 63,902
Otter Tail Power Solway unit #1 44 5 19,272 0.34 0 2 11,247
Prairie-Gen unit #1 49 5 21,462 0.34 0 2 12,525
St. James Diesel Plant units #1-7 12 5 5,256 0.25 9 117 5,725
Worthington Diesel Plant units #1-6 14 5 6,132 0.25 10 136 6,679
Black Dog units #2,5 143a 45c 1,144,757 0.5 -28d -41d 435,075d

District Energy unit #7 25 65 142,350 0.2 39 182 61,668
Heartland Energy and Recycling 4 65 22,776 0.2 7 14 36,824
Fibrominn Biomass Power Plant 50 65 284,700 0.22 155 353 -
Northome Biomass Plant 15 65 85,410 0.26 14 56 -
Perham Resource Recovery 2.5 65 14,235 0.2 2 36 11,746
Grand Rapids power plant 195b 65 1,110,330 0.42 767 316 625,590

Total 1,813.5 3,534,704 978 1,288 1,609,838
a  net increase in generation capacity after conversion of existing unit 2 to combined cycle gas turbine, retirement of existing unit 1, and addition of unit 5. b net increase in gen-
eration capacity after subtraction of internal Blandin demand. c 45% capacity factor at 290.4 MW of capacity at repowered unit #2 and new unit #5. d estimated emissions at
repowered unit #2 and new unit #5 less 1999 emissions from old units #1 and 2.  
NOTE: In addition, approximately 3,020 tons of existing SO2 emissions, 2,849 tons of existing NOX emmissions and 1,215,921 tons of CO2 would be shifted from the industri-
al sector to the electricity generation sector with the conversion of the 187.7MW LTV-Taconite Harbor plant to a generating facility serving the grid.



Two types of air pollution could be near-
term problems in Minnesota: Particulate
Matter and Ozone
Particulate matter, especially very small or fine
particles (PM2.5), pose health concerns because
they are inhaled and lodge in the lungs. EPA based
its 1997 PM2.5 standard on the relationship between
fine particles and severe human health effects.
Dozens of studies published since the PM2.5 stan-
dard was promulgated strengthen the validity of the
relationship between fine particles and severe
human health effects—from respiratory illness to
premature death. Monitored concentrations of
PM2.5 in the Twin Cities are not far below the stan-
dard. In addition, particles are a major contributor to
visibility impairment and regional haze—even in the
most pristine areas of Minnesota.

Ozone pollution occurs when NOx and volatile
organic compounds in the atmosphere react in hot,
sunny weather. Ozone can affect plants and is irri-
tating to the eye, nose, throat and respiratory sys-
tems. For the first time since the mid-1970s the
MPCA issued air advisories for the Twin Cities in
the summer of 2001 due to ozone. Two more sum-
mers like that of 2001 and EPA could require
Minnesota to submit a plan to reduce ozone—
including additional controls on large stationary
sources like power plants. 

Potential Future Environmental Regulatory
Developments
Due to the seriousness of the environmental problems
associated with air emissions from the combustion
principally of coal and oil, it is now inevitable that air
pollution control requirements both nationally and at
Minnesota plants will be tightened over the next
decade.42 Allowable emissions, particularly of already
regulated pollutants, particularly nitrogen oxides and
sulfur dioxide, are likely to be halved. New require-
ments will be developed for emissions of mercury, and
also for greenhouse gases. It is possible, and even like-
ly, that, as the health effects science related to human
exposures to ozone and fine and ultrafine particulate
matter is better developed, new, more stringent emis-
sions standards will be developed.

Over the lifetimes of the power plants (50 to 75
years) that might be built over the next few years, 

we will see a progressive downward trend in allow-
able emissions of all pollutants, at final levels that
are a fraction of current allowable levels. 

Each downward ratcheting of standards will require
the installation of new, ever more effective, expen-
sive control equipment. In the case of some pollu-
tants, like carbon dioxide, fuel switching to cleaner
fuels like natural gas and enhanced efficiency of fuel
use may be necessary to realize required reduc-
tions. This means that the present-day choice of
fuels and design for new electricity generating facil-
ities becomes an important consideration in state
energy policy. It is imperative that state energy plan-
ners pay attention to likely future regulatory
demands. To fail to do this is to take the risk that
newly constructed plants may not be operable with-
in a decade even with control equipment, or may
require a sequence of otherwise unnecessary
expensive retrofits.

In the case of existing facilities, emissions must decline
under any of the proposed national pollution caps. 

Costs of Reducing Emissions
During the 1990s Minnesota power plant owners
reduced SO2 and NOx at a few plants to meet the
requirements of the Clean Air Act Amendments of
1990. They did so without significant equipment
additions or application of control technologies but
by switching to lower sulfur coal for SO2 and mak-
ing modifications to a few plants for NOx. Because
they have not made major modifications to the exist-
ing plants for the most part, there is substantial
potential for reducing emissions at these plants.

The pollutants for which the most available and test-
ed control technologies exist are SO2 and NOx.
MPCA staff have identified various options for
reducing these pollutants at five modeled power
plants. The models were based on Minnesota’s exist-
ing power plants. These options would apply to
plants similar to the five models identified. The staff
then determined the most cost effective control
technology for each facility, based on the facility’s
boiler technology. See Appendix A and Figures A-19
to A-24 for a detailed explanation of how MPCA staff
determined the technologies and costs.
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The Potential Impact on Ratepayers
Department of Commerce Staff then estimated the
potential impact on residential rates43 of installing
the identified emissions reduction technologies. As
shown in Figures 2-17 and 2-18, the potential aver-
age residential rate impact for SO2 controls could
range from $3.59 to $27.42 per year. For NOx con-
trols, the annual effects could range from $1.02 to
$7.87 per customer, for each plant. For any given
household, if more than one of its utility’s plants
installed the control technology, the rate impact
would be the total of the amount for each of that util-
ity’s facilities that is upgraded. These rate impacts
would decrease if the life of a facility were extended
beyond its present expected plant operation period
and the costs were depreciated over a longer time. It
is likely that such a major improvement as pollution
control equipment would either directly or indirect-
ly (by offering an opportunity for other improve-
ments) extend the life of an aging plant.

In 2001, the legislature authorized direct pass-
through to retail customers of the costs of the emis-

sions reduction technologies. Utilities may now
invest in emissions reduction technologies and
recover the costs of doing so without a major rate
case before the PUC. The portion of the costs attrib-
utable to electricity sold on the wholesale market
cannot be recovered from the utility’s retail cus-
tomers. The PUC will determine what costs may be
passed directly through to retail customers.

Policy Recommendations
It is likely that new, nonrenewable electric genera-
tion plants constructed in Minnesota to meet grow-
ing demand for electricity will increase overall emis-
sions of air pollution. Setting a goal of not increasing
emissions from electric generation over present lev-
els is worth exploring. This would entail among
other things, definitive action to “clean up” older
plants, especially when new plants are constructed
in order to help maintain or decrease overall current
emissions levels. Fortunately, there are readily avail-
able emissions reduction technologies for existing
plants that would not overburden ratepayers with
high costs. Additionally, switching from coal to natu-
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Figure 2.17:  Estimated Rate Impact of Installing SO2 Controls 
on Plants (Low-Cost Technology to Meet NSPS)

Facility Annual 2000 Baseload Cost Annual Baseload Intermediate Annual
with Residential Per MWH $ Cost per Load Cost Intermediate Load

Model Similar MWH Per MWH Residential Per MWH Residential
Number Characteristics Usage1 2000 $2 Customer3 2000 $ Customer4

to: (a) (b) (c) (d) (e)
1 Clay Boswell 2 8.32 1.2381 10.30 1.1924 9.92
2 Hoot Lake 2 10.23 2.3816 24.35 2.2743 23.25
3 High Bridge 6/Riverside 7.78 0.4802 3.74 0.4612 3.59
4 A.S. King 7.78 1.3804 10.74 1.3316 10.36
5 Clay Boswell 3 8.32 3.4615 28.79 3.2970 27.42
Assumes that these additions do not lengthen the life of the facility. Longer life would reduce the annual costs.
1 MN Jurisdictional Annual Report
2 Sheet 1
3 column (a) times column (b)
4 column (a) times column (d)

Figure 2.18:  Estimated Rate Impact of Installing NOx Controls 
on Plants (Low-Cost Technology to Meet NSPS)

Facility Annual 2000 Baseload Cost Annual Baseload Intermediate Annual
with Residential Per MWH $ Cost per Load Cost Intermediate Load

Model Similar MWH Per MWH Residential Per MWH Residential
Number Characteristics Usage1 2000 $2 Customer3 2000 $ Customer4

to: (a) (b) (c) (d) (e)
1 Clay Boswell 2 8.32 0.3140 2.61 0.3044 2.53
2 Hoot Lake 2 10.23 0.8151 8.33 0.7699 7.87
3 High Bridge 6/Riverside 7.78 0.1313 1.02 0.1313 1.02
4 A.S. King 7.78 0.3543 2.75 0.3363 2.62
5 Clay Boswell 3 8.32 0.4545 3.78 0.4160 3.46
Assumes that these additions do not lengthen the life of the facility. Longer life would reduce the annual costs.
1 MN Jurisdictional Annual Report
2 Sheet 1
3 column (a) times column (b)
4 column (a) times column (d)



ral gas, which is being done at part of Xcel Energy’s
Black Dog plant, is an option that utilities ought to
explore.44 There may be older, smaller plants that
emit a disproportionate amount of air pollutants that
ought to be closed. All of these options ought to be
explored in each utility’s Integrated Resource Plan
as it is regularly updated.

Additional policy considerations include whether to
require utilities to prepare studies on cost effective
pollution controls at some of their major existing 

uncontrolled generating plants. Another issue that
may need to be addressed, depending on the
response of utilities to the opportunity provided by
the emission rider, would be to require certain proj-
ects to be implemented that the Public Utilities
Commission determines to be cost-effective for
ratepayers and to have significant positive impact on
environmental emissions. The present emissions
rider language makes implementation of a project
entirely voluntary with the utility.
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ENDNOTES
20.  Electric energy refers to how much electricity is used during a given period of time, typically
an hour, a month, or a year and is measured in kilowatt hours, megawatt hours, or gigawatt
hours. Electric demand or electric capacity refers to how much electricity customers are pulling
from the electric system in a given instant and is measured in kilowatts (KW), megawatts (MW)
or gigawatts (GW). These concepts are discussed in Chapter 1.

21.  MAPP issues forecasts for MAPP-USA and MAPP-Canada. This section presents the MAPP-
USA forecast. However, it is important to keep in mind that MAPP operates as a region, without
regard to federal or state political boundaries.

22.  The 15 percent reserve margin ensures that, even if a major power plant must be taken off the
system during hours of peak usage, alternative power sources can be brought on line to keep the
lights on.

23.  One GWh represents the amount of electricity 128 typical residential customers of Xcel Energy
might use in a year.

24.  A “capacity deficit” usually means a shortage of electricity to meet peak demand by customers
on a very hot, humid day as well as fulfill MAPP’s 15 percent reserve capacity.

25.  The forecasts include the reduction in demand that would have been achieved by the existing
utility conservation programs. The forecasts do not include further reductions expected to be
attained by implementing the 2001 legislative changes to the conservation programs. This issue is
further discussed in Chapter 4.

26.  See the Department’s 1998 Minnesota Utility Data Book, which contains data for 1965 to
1998.

27.  In 2000, Minnesotans consumed 62,532 GWh of electricity, higher than the trend line predic-
tion for 2001. See Figure 1-3.

28.  Here “large” is defined as being utilities that file data separately with MAPP and either file an
integrated resource plan with the Public Utilities Commission or have a capacity surplus or deficit
of at least 100 MW in one year.

29.  The organizations are Xcel Energy, Otter Tail Power Company, Minnesota Power Company,
Great River Energy, Gen~Sys Energy (Dairyland Power Cooperative), Basin Electric Power
Cooperative (representing East River Electric and L&O), Minnkota Power Cooperative, Southern
Minnesota Municipal Power Agency, Missouri River Energy Services, Rochester Public Utilities,
and Minnesota Municipal Power Agency.

30.  The 9 utilities are: Alliant Energy Corporation, Minnesota Power Company, Otter Tail Power
Company, Xcel Energy Inc., Dairyland Power Cooperative, Great River Energy, Minnkota Power
Cooperative, Inc., Missouri River Energy Services, and Southern Minnesota Municipal Power
Agency.



31.  The numbers presented for Minnesota Power are the Company’s figures from its 1999 IRP. The
Department of Commerce disagrees with those figures and believes the surplus is substantially larg-
er, because Minnesota Power did not factor into its forecast certain peak management opportuni-
ties available to it. The exact size of this is known to the Department, but is claimed a trade secret
by Minnesota Power and is thus not included in this report. The figures filed in MP’s most recent
IRP, filed November 1, 2001, indicate that MP may experience deficits in the 15-year planning
period. However, those figures are still under review.

The numbers presented for Great River Energy (GRE) are GRE’s figures. The Department has
questioned the accuracy of GRE’s filing, and expressed concern over how load-building activities
have played a role in GRE’s capacity situation. Since IRPs are only advisory for GRE, the
Department’s comments are simply a matter of public record. No binding Minnesota Public
Utilities Commission Order is pending, but the Minnesota Public Utilities Commission will issue
an advisory Order.

32.  Xcel Energy uses a bidding process to choose generation capacity from either independent
power producers, other utilities, Xcel or Xcel’s subsidiaries. Xcel has bid in this process, but has not
won a bid.

33.  Minnesota Statute § 216B.02, subd. 4 defines utilities as providing retail electric service to
the public.

34.  Energy Policy and Conservation Report for 2000, Minnesota Department of Commerce, p. 38,
available at www.commerce.state.mn.us.

35.  The North American power grid is actually three loosely interconnected grids which are mini-
mally interconnected to each other, if at all: one in Texas and two more (east and west), splitting
the rest of the country roughly along the Continental Divide. Minnesota and other north central
states encompassed by MAPP are in the eastern grid. Figure 1-36 shows the transmission grid in
the United States.

36.  Recent FERC Orders have threatened to disapprove mergers unless utilities join RTOs.

37.  FERC Docket No. RM99-2-000, Order No. 2000, December 20, 1999, pp. 151-152.

38.  TTC stands for total transmission capability and ATC stands for available transmission capa-
bility. OASIS is the Federal Energy Regulatory Commission’s Open Access Same-Time Information
System, which informs potential customers of the price and availability of service and other related
information.

39.  Please see Appendix F, Part 1 for copies of background information on MISO presented to
MISO’s Board at its December 13, 2001 meeting in Indianapolis.

40.  However, MISO will continue to perform the functions of security coordination and market
monitoring.

41.  For example, Commerce filed a rehearing request challenging FERC’s authority over the trans-
mission component of Minnesota’s electric bundled retail rate. Commerce also challenged a MISO
cost adder being forced on to Minnesota’s electric bundled retail rate. This rehearing request is still
pending before the FERC.

42.  Regulatory developments of significance for electricity generation facilities that we foresee for
the next decade include: new or tightened national emission caps for sulfur dioxide and nitrogen
dioxide; emission standards for mercury or, in lieu of that, a national mercury emission cap; and
some as yet undefined control regime for greenhouse gases.

Sulfur Dioxide and Nitrogen Oxides: Due to the lack of improvement of acidity levels in north-
eastern U.S. water bodies and persistent high surface ozone levels throughout the eastern U.S. The
Bush Administration is proposing a national cap on NOx emissions and a new, lower cap on SO2
emissions. National emission reductions of between 50 and 80 percent are being discussed for each
of these pollutants. These would take effect in 2012. 

Mercury: Under a proposed federal rulemaking, due out in 2003, mercury controls will be devel-
oped for coal-burning power plants. These will become effective beginning in 2007, and will
require at least 50 percent mercury control, and possibly as much as 85 percent mercury control.
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As an alternative to this, a national cap on mercury emissions that would reduce emissions from
power plants by 50 to 90 percent using a cap-and-trade program also is being considered.

Greenhouse Gases: This past fall, all of our major international trading partners, including the
nations of western Europe and Japan, agreed to the provisions of the Kyoto Protocol on greenhouse
gas emissions control. The Kyoto Protocol requires mandatory emission reductions of 5 percent
from 1990 emission levels of all developed economies. These countries can exert pressure across a
range of issue areas, including trade liberalization, military cooperation, and other security issues.
If the United States decides at some point to join the Protocol, U.S. greenhouse gas emissions would
need to be reduced by 7 percent below 1990 levels. 

Fine Particulate and Regional Haze: Due to the proximity of Minnesota power plants to Class I
areas like the BWCA and Isle Royale, additional pollution control requirements for SO2 and NOx
are required by 1999 Federal regional haze rules beginning in 2011. When required, these controls
will cover facilities built between 1962 and 1977, including many existing Minnesota power
plants. No new emissions of SO2 and NOx that will degrade visibility in these areas are allowed
from any source.

43.  Because of the variance among IOUs’ rates and among different sizes of commercial and
industrial customers’ rates, a general rate impact analysis would have been very difficult to calcu-
late and not representative of these customers’ energy situations.

44.  As part of negotiated settlements with interested parties, Xcel Energy agreed to study repower-
ing (with natural gas) options at three of its plants, King, High Bridge, and Riverside. Through a
separate agreement during the 2001 legislative session, Xcel Energy agreed to study other emission
control options at these plants. The cost figures above will in all likelihood apply to those plants.
The legislature could require all utilities to prepare similar analyses for their plants. Another possi-
bility is for the Legislature to require utilities to install emissions control equipment that is cost
effective and would significantly reduce emissions, after the utilities’ studies are complete.
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THREE: STRATEGIES TO MEET ELECTRIC DEMAND

T
he range of efficiency a particular gen-
eration technology can achieve in con-
verting the energy in its fuel to electric-
ity is important because nationally in
2000 about two-thirds of all energy
used to generate electricity was lost,

usually as heat, in the process of its conversion from
fuel to electricity. Another 9 percent of electricity
generated is lost in the process of transmission and
distribution to customers. Further losses are suf-
fered, and energy wasted, if the end-user uses the
electricity to power low efficiency machines, appli-
ances and light bulbs. Efficiency factors vary
between categories of generation technology and
even within each category.
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This chapter lists electric generation tech-
nologies and discusses their efficiencies,
potential for and barriers to further devel-

opment, costs to construct and operate new facili-
ties, and environmental effects of each technology.
No generation technology exists that either does not
bring with it adverse economic or environmental
effects or does not have other significant barriers to
its greater deployment. For example, Appendix A,
prepared by Pollution Control Agency staff, pro-
vides detailed material on the environmental and
potential health effects of coal technologies, and to a
much lesser degree, natural gas and other com-
bustible fuel technologies.

When thinking about future strategies to meet elec-
tric demand, it is helpful to first review the current
system. Figure 3-1 shows the fuel inputs used to gen-
erate Minnesota’s electricity in 2000.45 Minnesotans
consumed 62,532,000 megawatt hours of electricity in
2000, and spent $3.4 billion to purchase it for an aver-
age of 5.43¢ kWh. The largest environmental impact
of electric generation is through its air emissions. In
1999 emissions included, for instance, 35,982,000 tons
of greenhouse gases, 87,000 tons of nitrogen oxides,
95,000 tons of sulfur dioxide, and 0.8
ton of toxic mercury. Figure 3-2 shows
that, when compared to coal, other
electric generation sources contribute
significantly smaller amounts of these
air pollutants.46

The range of efficiency a particular gen-
eration technology can achieve in con-
verting the energy in its fuel to electric-
ity is important because nationally in
2000 about two-thirds of all energy used
to generate electricity was lost, usually

as heat, in the process of its conversion from fuel to
electricity. Another 9 percent of electricity generated
is lost in the process of transmission and distribution
to customers.47 Further losses are suffered, and ener-
gy wasted, if the end-user uses the electricity to power
low efficiency machines, appliances and light bulbs.
Efficiency factors vary between categories of genera-
tion technology and even within each category.

Conservation addresses efficiency of use by con-
sumers and is addressed in Chapter 4. It is the best
option for our energy future. Investment in conser-
vation measures is the cheapest investment we can
make in the energy system. It should be maximized
before we decide to make the higher investments
necessary for generation technologies, which nearly
all also come with longer term fuel and operation
and maintenance costs that are not subject to price-
moderating regulation.

Figure 3-3 shows projects by time, size and type, that
are under construction, approved, or for which
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Coal
Nuclear
Hydro
RDF
Natural Gas
Wood 
Wind/Solar
Cogeneration

Figure 3.1: Fuel Used to Generate Electricity
to Serve Minnesota, 2000

Figure 3.2: Relative Emissions from Electric Utilities Nationally, 1999

Figure 3.3: New Electric Generation Projects in Process
Project Location Type Year Size Fuel
Under Construction (139 MW)
Black Dog _ Dakota County Intermediate 2002 114 MW Gas
District Heating St. Paul Baseload 25 MW Waste Wood
Approved Purchased Power Agreement (PPA) (100 MW)
EPS/Beck Baseload 50 MW Whole Trees
FibroMinn Benson Baseload 50 MW Turkey Litter
Won All-Source Bid, PPA Pending (250 MW)
Navitas/NEA Intermediate 50 MW Wind

Peaking 250 Gas
Application Expected (225 MW)
Rapids Power LLC Grand Rapids Baseload 2005 225 MW Coal, Wood
Other (268 MW)
Bid Selection in Intermediate 80 MW Wind
Process by Xcel Energy
LTV Power Plant Taconite Baseload 188 MW Coal
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approval processes are underway, in Minnesota.
These projects total 1,032 MW of capacity.48

One of the important things to keep in mind is that
in evaluating new technology, the relevant cost fig-
ures are the cost to build a new facility. Comparison
of costs should occur among potential new facilities
and their costs, not with reference to the costs of
existing facilities that were built 20 to 50 years ago.
This section attempts to provide the proper context
to be able to make that comparison. A more difficult
cost comparison, except in the broadest terms, is
the relative costs of fuel and operation and mainte-
nance for new facilities.

In 2001, the Legislature provided a significant impe-
tus to further development of renewable generation
technologies by establishing a renewable technolo-
gy objective, and requiring utilities to exert good
faith efforts to achieve the objective. This objective
is designed to increase the percentage of energy
generated by renewable resources to 1 percent in
2005 and then gradually to 10 percent by the year
2015. In addition, the Legislature required a specific
portion of renewable energy generation to focus on
biomass energy production technologies. We will
closely monitor the utilities’ progress in meeting this
objective and may, in the future, recommend adjust-
ments to it.

We will continue to advocate for an increase in the
threshold for net metering for distributed genera-
tion resources to 2 megawatts. As the discussion of
net metering found later in this Chapter shows, the
very low avoided cost figures used to date, com-
bined with the very low threshold for net metering
of less than 40 kilowatts, is a substantial barrier to
maximum cost-effective deployment of a variety of
distributed generation technologies and combined
heat and power technologies at Minnesota’s indus-
trial facilities. The PUC should generically set prices
for net metered power between 41 kW and 2 MW.
The present statute should be amended to cover
40 kW and below, as well as address interconnection
requirements that are years out of date.

Finally, the decisions made today will be the tech-
nologies, with both their costs and their environ-
mental impacts, for the next 40 to 50 years, or possi-
bly longer. As a result, major investments must be
made with an eye to long-term implications of

today’s decisions. In particular, policymakers should
keep in mind the promising technology represented
by the development of fuel cells and pilot projects in
the storage of electricity. Their potential to revolu-
tionize the production of energy in the next 10 to 15
years, and reduce substantially its environmental
effects, cannot be overstated.

Improved Technology
Technology improvements in electric generation
transmission, distribution, and consumption are
likely. Improved control components will be devel-
oped and installed to handle the increased complex-
ity of operation of electric systems. Solid state con-
trols and power conditioning equipment are likely to
grow in importance. Transmission system owners
need improved telecommunications with all parts of
their networks. Improved conductors, transmission
line towers and underground transmission technolo-
gies could help alleviate bottlenecks and reduce the
cost of new lines.

The Electric Power Research Institute (EPRI), the
research and development arm of the electric indus-
try, reports that use of real time information gener-
ated by new monitoring technology has allowed one
western U.S. utility to improve capacity on a major
circuit and defer construction of a new transmission
line for up to five years with savings of up to $20 mil-
lion. New superconducting cable technology has the
potential to carry three to ten times the current of
existing underground cable systems. The first instal-
lation is underway in Detroit. It has promise for
many applications, especially in constrained rights-
of-way.

EPRI recommends that the existing radial, electro-
mechanically controlled grid needs to be trans-
formed into an electronically controlled, smart elec-
tricity network in order to handle the escalating
demands of competitive markets in terms of scale,
complexity and power quality.

In Minnesota, we need to include improved technol-
ogy options in our deliberations about improved or
new transmission, as well as new generation.
Utilities and other transmission proposers must
treat technology options as a distinct component of
the transmission planning process.
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TECHNOLOGIES TO GENERATE
ELECTRICITY
This section will discuss in turn each of several tech-
nologies that are available to generate electricity. The
first group of technologies includes hydropower, solid
waste combustion, landfill gas, and diesel/biodiesel
generation. All these technologies, while well-estab-
lished, are limited in the amounts of electric capacity
they are able to generate for Minnesota.

Nuclear power, coal, natural gas and wind make up
the next several well-established electric generation
technologies discussed. This group of technologies
currently provide the majority of electric generation
in the state. 

A discussion on distributed energy resources (DER)
follows, focusing on the use of combined heat and
power as a mechanism to increase efficiency. DER is
local, small-scale generation that crosses over many
technologies. The technologies may vary in envi-
ronmental emissions—microturbines, fuel cells, and
wind turbines can all be considered DER.

Finally, there is a discussion of the various technolo-
gies that are expected to be more prevalent in the
coming years or decades. These future technologies
include biogas, biomass, solar and fuel cells.

LIMITED CAPACITY TECHNOLOGY
Hydropower Located in Minnesota
Hydroelectric power plants convert the potential ener-
gy in water pooled at a higher elevation into electricity
by passing the water through a turbine and discharg-
ing it at a lower elevation. The water moving downhill
turns the turbine to generate electric energy.

Hydropower projects are generally operated in a
run-of-river, peaking, or storage mode. Run-of-river
projects use the natural flow of the river and produce
relatively little change in the stream channel and
stream flow. A peaking project impounds and releas-
es water when the energy is needed. A storage proj-
ect extensively impounds and stores water during
high-flow periods to augment the water available
during low-flow periods, allowing the flow releases
in power production to be more constant. Many proj-
ects can function in more than one of these modes.

Currently, there are approximately 22 hydroelectric
generating stations in the state of Minnesota, pro-
ducing slightly under 150 megawatts of capacity.

Figure 3-4 lists the four largest projects; the rest of
the projects are under four megawatts of capacity
(the majority of those are under two megawatts).

Out-of-state hydropower projects in Wisconsin and
South Dakota that generate some electricity used in
Minnesota include approximately 19 projects that
have a total capacity of 255.6 megawatts.49

Additionally, Minnesota imports 850 megawatts of
hydropower from Manitoba Hydropower.

While the theoretical potential of hydropower devel-
opment in the upper Midwest states amounts to
approximately 2,500 megawatts over 471 sites, prac-
tical development of this capacity requires that the
supporting infrastructure, such as transmission
lines, site access and dam development, is either
present or readily able to be developed. There is not
a single site in Minnesota, Wisconsin, North Dakota
or Iowa with more than 52 megawatts of potential
capacity. South Dakota has three sites with more
than 129 megawatts of potential capacity, but two of
these sites are beyond the jurisdiction of the South
Dakota Public Utilities Commission and a third site
has no dam or power generating capacity built.50

The Canadian part of the MAPP region includes
southern Manitoba and southern Saskatchewan.
Manitoba, through its Crown Corporation Manitoba
Hydro, currently generates roughly 5,000 MW of
hydropower and has the potential for developing an
additional 5,000 MW of hydro power generation
capacity.

The portions of Manitoba Hydro’s generation which is
delivered directly into Minnesota is transmitted prin-
cipally via a 500 kV transmission line from Manitoba
into Minnesota. Manitoba Hydro is currently in the
process of obtaining permits for a new 230 kV trans-
mission line between Manitoba and North Dakota.
This transmission line would provide greater transfer
capability between Manitoba and the U.S.

Many issues have been raised as to environmental
and socio-economic issues stemming from Manitoba
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Figure 3.4: Largest Hydropower Projects 
Located in Minnesota, 1998

MW
Thompson MP 72.6
Blanchard MP 18
Fon Du Lac MP 12
Hennepin Island Xcel 12



Hydro’s development of its hydropower facilities.
Please see Part 2 of Appendix F (public comments)
for the comments of parties involved in discussion of
these issues.51

The operation of a hydroelectric generating station
is a well-developed technology and, therefore, the
reliability of a plant is very high, except in periods
where the presence of ice or sustained drought
reduces the availability of water to turn the turbines.
The overall efficiency of a hydroelectric plant in con-
verting the energy of the water into electricity is
about 80 percent as compared with 33 to 42 percent
for coal and 55+ percent for natural gas.52

While hydroelectric stations have few air emissions,
they can have significant environmental effects
related to the altered flow of bodies of water, water
quality degradation, effects on fish and aquatic pop-
ulation, blockage of upstream fish migration, and
flooding of land. In addition, the decay of organic
matter in the shallow lakes created as a result of
hydroelectric projects results in the production of
small amounts of greenhouse gases.53

The capital costs for constructing a hydropower
facility is estimated to be in the range of $1,700 to
$2,300 per kilowatt (1996 dollars). These costs
would necessarily be for multiple small facilities
based on availability of the resource. Operating
costs of hydroelectric plants are generally fairly low,
because the flowing river water generally has no
direct cost associated with its use.54

Given that the significant hydroelectric resources of
the state have already been captured and used for
the generation of electricity for several decades, it
does not appear that there is a potential for signifi-
cant development of in-state hydropower to meet
part of Minnesota’s additional electricity needs. 

Energy from Solid Waste Management
Electric energy can be generated as a byproduct of
solid waste management in two different ways.

First, landfill gas (LFG) can be collected and burned
to produce some electricity. Second, mixed munici-
pal solid waste can be processed into refuse-derived
fuel and burned in generators to produce some elec-
tricity, or can be mass burned without processing to
produce some electricity. Both methods of generat-
ing electricity have been used by the state as part of

the state’s comprehensive approach to solid waste
management.55

Mixed Municipal Solid Waste
In the Waste Management Act, Minnesota Statutes
Chapter 115A, the state began a series of initiatives
in the 1980s to reduce the amount of solid waste
deposited in landfills in Minnesota. In addition to a
dramatic increase in recycling efforts, many coun-
ties chose to either build or send solid waste to facil-
ities that could burn the waste and reduce its vol-
ume and generate some electricity to help offset the
cost of the project. The building of incinerators or
conversion of power plants to burn solid waste was
implemented aggressively in the 1980s, and was
controversial due to concerns about air emissions
from burning the wide variety of materials present
in solid waste. The state has now developed, and has
had in place for some time, a comprehensive envi-
ronmental regulatory program with waste combus-
tor rules that apply to this type of facility.

Minnesota currently burns about one quarter of its
municipal solid waste in municipal waste combus-
tors. Five of the state’s ten municipal waste combus-
tors generate electricity and the others produce
steam for sale to co-located manufacturing facilities.
Figure 3.5 shows the five waste combustors that

burn either refuse-derived fuel or unprocessed solid
waste and generate electricity for sale to the local
utility.56 This table shows that, at present, waste com-
bustors in the state generate a combined total of 128
megawatts of electric capacity.

No new municipal solid waste combustor has been
built in the state since a court decision struck down
counties’ ability to require that waste be sent to
these facilities. As a result, if it is cheaper to trans-
port the solid waste to a landfill, waste haulers have
chosen to do so. This change has largely resulted in
Minnesota’s solid waste being trucked out of state
for disposal in landfills. It is unclear, given that the
waste cannot be required to be burned in these facil-
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Figure 3.5:  Waste Combusters that 
Generate Electricity, 1999

Company/Location MW Utility Sold To Type
Xcel Red Wing 21.3 Xcel RDF
Xcel Wilmarth 22 Xcel RDF
Great River-Elk River 42.1 Xcel RDF
Hennepin County 38 Xcel Mass Burn
Olmsted County 4.7 Rochester Mass Burn

Public Utility



ities, whether there is further room for economic
development of any more facilities.

More importantly, the main function of these facili-
ties was to implement county solid waste manage-
ment plans and reduce the amount of solid waste
directly landfilled. While these facilities generate
some electricity that helps defray the cost of the
solid waste management function, they would not,
standing alone, have been likely to be economically
viable electric generation plants.

The primary air pollutants related to municipal
solid waste combustion are polychlorinated dioxins
and furans (“dioxins”) and mercury. Dioxin is pro-
duced when waste containing chlorine compounds
is burned. The amounts of dioxin formed during
waste combustion is variable and dependent on the
composition of the waste, the temperatures at
which it is burned, and the type and operation of air
pollution control devices. Mercury releases depend
on the amount of mercury in the waste and subse-
quent air pollution control devices. Air pollution
control has significantly reduced mercury emis-
sions in the past decade.

Landfill Gas
Significant quantities of methane gas and other
volatile organic compounds are emitted from munic-
ipal solid waste deposited in landfills. This gas can
be used for generating electricity on the site of the
landfill. An electric generating plant using Landfill
Gas (LFG) is similar to one using natural gas, except
it needs more careful monitoring of equipment
because of the potentially corrosive nature of LFG.
An LFG system consists of a gas collection system
which gathers the LFG being produced within the
landfill, a diesel generator or gas turbine which con-
verts it into electricity, and interconnection equip-
ment to deliver the electricity to the power grid.
Figure 3-6 shows five projects in the state where
LFG is used to generate electricity.

Many of the LFG gas projects that can generate sig-
nificant amounts of electricity have already been
constructed. A 1996 study by the United States
Environmental Protection Agency concluded that
landfill gas based electric generation potential in
Minnesota is about 14.3 megawatts. Another study,
developed in conjunction with the certificate of need
for the Lakefield Junction natural gas plant, estimat-
ed that LFG-based electric generation in Minnesota
could add approximately two megawatts per year in
additional generating capacity if all landfill gas
opportunities could be developed.57

These systems convert energy at an efficiency rat-
ing of approximately 17 to 26 percent. This figure
includes an allowance that approximately 70 to 80
percent of the gas generated in a landfill is capable
of collection, as well as the typical efficiency of gen-
erators being between 25 and 33 percent. LFG sys-
tems are reliable, and are expected to be available
for combustion more than 90 percent of the
time.58Burning methane, instead of releasing it
directly into the air, reduces greenhouse gas emis-
sions. It increases emissions of nitrogen oxides and
lesser amounts of other air pollutants. The overall
emissions from this type of project provides a net
benefit to the atmosphere due to the combustion of
greenhouse gases (methane).

The capital costs for constructing a landfill gas facil-
ity is something less than $1,000 per kilowatt.
Annual operating expenses are likely less than for a
typical fuel-fired power plant because the landfill gas
is not typically a purchased input. If a landfill gas sys-
tem is capable of producing electricity in some
amount, the income to the combustion system oper-
ator would offset part of the overall cost of abating
direct landfill gas emissions.59

Investments have been made in Minnesota for the
equipment that could burn LFG to generate electric-
ity where it is economical. MP-Allete investigated
the prospects for further LFG combustion to gener-
ate electricity a couple of years ago and found that
the cost-effective sites had already been developed.
Like the combustion of solid waste, the combustion
of LFG to generate electricity serves more to
improve the economics of the solid waste manage-
ment system, rather than contribute a significant
amount of capacity to the electric grid. In that sense,
the fact that these projects can generate electricity
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Figure 3.6:  Landfill Gas Systems 
that Generate Electricity, 1999

Location MW Sales to
Pine Bend 12 Xcel
Burnsville 4.2 Xcel
Flying Cloud 4.8 Xcel
Elk River .5 Conexsus
Anoka 5 NOCO Cooperative



can be helpful to the state in reaching its solid waste
management and air emission goals. It is unlikely,
however, that sufficient capacity exists from either
approach to significantly contribute to needed new
electric capacity in the state.

Diesel/Biodiesel
Diesel generators are one of the most polluting
types of generation per kilowatt-hour generated,
emitting many air pollutants at high levels. In recent
years, a lot of distributed generation capacity60 has
been installed in the state of Minnesota. Informal
surveys suggest that, in aggregate, 300 MW of
installed distributed generation capacity currently
may be in place in the metropolitan Twin Cities area.
Modular diesel capacity is the most popular form of
distributed generation. Most diesel generators are
small, 1 MW or less in generating capacity.

Aggregate annual emissions from modular diesel
generation are probably small in relation to
statewide emission totals. However, due to their
short stacks, and their placement where people
work and live, operation of modular diesel genera-
tors can significantly degrade local air quality condi-
tions and can lead to violation of ambient air quality
standards. Modeling of diesel generators by PCA
staff frequently shows violation of emergency-
episode levels for NOx which are associated with
acute human health effects. Diesel generators are a
priority for the PCA with regards to local air quality
concerns.61

Pollutants emitted from diesel combustion include
NOx, CO, CO2 and SO2. Further, particulate matter
from diesel engines is an important concern. The
EPA, International Agency for Research on Cancer
(IARC), National Toxicology Program (NTP), the
World Health Organization, and other health agen-
cies identify diesel particulate matter or diesel
exhaust as a probable human carcinogen. Scientists
are working to improve the estimate of the potency
of diesel exhaust in causing human lung cancer. See
Appendix A for a detailed discussion of these pollu-
tants and their effects on humans and the environ-
ment.

A potential partial mitigation of the emissions from
diesel generators is biodiesel fuel which emits much
lower levels of pollutants. Biodiesel fuel is common-
ly made from a chemical reaction between soybean

oil, methanol, and lye, although other non-petrole-
um oils and greases can be used. Biodiesel can be
used in its pure form or can be blended to any per-
centage. A common blend is a ratio of 20 percent
biodiesel mixed with 80 percent petroleum diesel,
also known as B20.

Biodiesel’s use as a transportation fuel in diesel
engines is becoming well known. Biodiesel can also
be readily used in standby, emergency, and remote
diesel electric-generators. The State Energy Office
in the Department of Commerce funded a success-
ful demonstration of the use of biodiesel in over 15
diesel generators which provided the electricity for
the Taste of Minnesota in St. Paul in 2000. 

Many new diesel generator installations fall under
the threshold for environmental or energy regula-
tions which makes them an attractive choice for
peak power needs. While the actual run-times for
these diesel generators are generally low on an
annual basis, their combined use on hot days can
produce significant amounts of pollution. While
numerous studies have been conducted on emis-
sions from transportation engines burning
biodiesel, relatively few tests have been done on
emissions of diesel generators burning biodiesel. In
general, however, results likely are similar to those
of the transportation engines burning biodiesel.62

Biodiesel can reduce sulfur, carbon monoxide,
volatile organic compound, and particulate matter
emissions in proportion to the amount of diesel fuel
it replaces. Biodiesel slightly increases nitrogen
oxide emissions, which is the pollutant that most fre-
quently exceeds emergency-episode levels when
modeled. The environmental suitability at a given
location of a diesel-powered or a biodiesel-powered
generator has to be evaluated on a case-by-case
basis.

The cost of biodiesel has dropped significantly since
2000 largely due to a federal program to encourage
biodiesel production. 

A typical 2 MW stand-by diesel generator may only
operate 200 hours each year and consume roughly
25,000 gallons of fuel. If the cost of diesel fuel is
higher than $1.00/gal, which has been the case
since 2000, the incremental cost gap shrinks accord-
ingly. The barriers to the widespread adoption of
biodiesel are primarily cost and lack of a developed
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distribution system. Also, utilities and consumers
lack motivation to use biodiesel since no direct
requirements or incentives exist to promote it or to
discourage petroleum diesel.

DOMINANT GENERATING TECHNOLOGIES
Nuclear
Approximately 20 percent of the electricity con-
sumed in Minnesota is generated from nuclear
power. Nuclear power accounts for 36 percent of Xcel
Energy’s regional generating capacity that provides
16% of the electricity consumed in Minnesota. This
energy is generated from the nuclear plant located in
Monticello (545 megawatts) and the two nuclear
reactors located at Prairie Island (1,027 megawatts).

In a nuclear power plant, uranium atoms are split,
causing a chain reaction called nuclear fission. The
reaction is kept under control with control rods. The
reaction generates heat that heats water. The hot
water generates steam that turns turbines to pro-
duce electricity.

The Monticello plant began operations in 1970 and
is licensed to operate until 2010. Currently, the
Monticello plant has sufficient arrangements to han-
dle the spent nuclear waste produced in plant opera-
tions through the end of its license period. The
Prairie Island nuclear plant began commercial oper-
ation in 1973 and 1974, with Unit 1’s license expiring
in 2013 and Unit 2’s license expiring in 2014. The
Prairie Island plant does not, however, have authori-
zation to dispose of enough spent nuclear waste to
be able to run through its licensed life. Under cur-
rent Minnesota Statutes, which limit the storage of
spent nuclear waste in dry casks at the plant site, the
Prairie Island plant needs to shut down in 2007. The
future of any further storage or disposal of spent
nuclear fuel on the Prairie Island site is subject to a
high level of public scrutiny and controversy. This
report does not undertake to describe the details or
options available in that debate.

If there is no increase in the number of dry casks
that the legislature allows to be stored at Prairie
Island, and if there is no storage alternative brought
on line by 2007, the Prairie Island plant will shut
down at that time. To prepare for that eventuality,
the Minnesota Public Utilities Commission required
Xcel Energy to conduct a bidding process to replace
the power produced by the Prairie Island plant. This

bid is for a contingency of 1,070 megawatts of elec-
tric power. The bidding process should be complet-
ed in the fall of 2002. A successful bid will provide
information about what the costs are for Minnesota
ratepayers to replace the power provided by Prairie
Island after 2007. In addition, the plant will be fully
depreciated in 2007 and, by that date, the fund to
decommission the plant will be fully funded.

Partly due to the substantial public controversy and
difficult trade-offs involved in construction of a
nuclear plant, as well as the fact that MN Statute §
216B.243, subd. 3 prohibits issuance of a certificate
of need for any new nuclear plant, a new nuclear
plant in Minnesota is unlikely during the time hori-
zon of this planning report. Nuclear plants, due to
highly sophisticated technology and the need for
redundant systems to ensure safety, are very capital-
intensive to build. Once the plant is built, however,
nuclear power plants generally offer relatively low
marginal operating costs to produce energy. The
issue of nuclear waste disposal, however, remains. A
new nuclear power plant would cost approximately
$2,188 per kilowatt.63 This figure must be treated as
an estimate, because no new nuclear power plant
has been built in the United States since 1978.

Electricity produced by nuclear power plants results
in the production of high-level and low-level radioac-
tive waste for long-term disposal. The viability of any
new nuclear plant would also depend on having a
successful strategy for permanent disposal of spent
nuclear fuel, which is a hazardous waste that must be
sequestered from the environment for 250,000 years
from the time it is generated. There is also a slight
potential for the accidental release of radioactivity
from the plant itself. Human exposure to radioactivi-
ty can have short-term effects in very high doses,
and long-term chronic effects, such as increased
cancer incidence, for low-level exposure. In addition,
water needed for cooling reactors is often discharged
back into natural water bodies creating thermal pol-
lution of the water body. Nuclear power production,
on the other hand, emits no air pollutants.64

Coal
Coal-fired power plants have been the predominant
source of electricity in this country for the last centu-
ry. Coal provides 75 percent of Minnesota’s electrici-
ty and is the U.S. largest domestic fuel source. A coal-
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fired power plant burns coal in a boiler, which gener-
ates heat that turns water into steam that turns tur-
bines to generate electricity. This is the basic opera-
tion of a pulverized coal boiler. Nearly all Minnesota
coal plants utilize this technology. Because a new tra-
ditional coal-fired power plant is about 33 percent effi-
cient in turning the energy in the coal into electricity
and because burning coal creates significant air pol-
lutant emissions, intensive research has been done
on improving the efficiency of and reducing the emis-
sions from coal combustion.65

Two combustion technologies that exist to improve
coal combustion performance are fluidized bed com-
bustion and coal gasification. In fluidized bed com-
bustion, the operating principle is to feed crushed
fuel into the boiler and burn it with the use of a bed
that consists of sand or fuel ash. Combustion air is
introduced to the boiler: the primary air flows
upwards and fluidizes the bed while the secondary
air is injected above the bed. This method burns
coal in a bed that transfers heat to water, generating
steam. This steam is pressurized and used to turn a
turbine shaft, which subsequently drives an electric
generator. Limestone is added to the bed to reduce
the amount of acid gases released during combus-
tion.66 Fluidized bed combustion technology is about
42 percent efficient and has been commercially
available for many years.

In coal gasification, a gasifier converts coal into large
gaseous components by applying heat under pres-
sure in the presence of steam. This process produces
carbon monoxide and hydrogen, referred to as “syn-
gas.” The clean syngas remaining after pollutant sep-
aration is used to fuel a combustion turbine.67 This
technology may become commercially viable. It is

currently being demonstrated in DOE pilot projects.
Coal gasification is about 38 percent efficient.

Coal is the most abundant fossil fuel resource in the
United States, with major deposits in the eastern
states such as West Virginia and Kentucky, and in the
western states of Wyoming, Montana, Colorado and
Utah. Coal prices historically have been stable, peak-
ing in the energy crisis period in the mid-1970s at
$48.34/ton and gradually falling to a price of
$16.00/ton in 1999.68 Because western coal is less
expensive to mine and has up to 85 percent lower sul-
fur emissions when burned than eastern coal, coal
production is increasing in the west and staying level
or declining slightly in the east.69 Transportation
costs are projected to decline slightly, but are heavi-
ly influenced by fuel prices.70

While cost and supply of the fuel are not barriers to
operating new coal-fired power plants, the cost of
building a new coal plant is a barrier. Figure 3-7
shows just the cost to construct a new coal facility.
Those costs range from $920 to $1,400 per kilowatt of
nameplate capacity (between $1 billion and $1.5 bil-
lion for a 1,000 megawatt plant). Fuel and operational
costs add to those figures for the life of the facility.

In addition to the impacts from air pollutants dis-
cussed in Chapter 2 and Appendix A, coal combus-
tion results in large amounts of ash containing toxic
metals that requires specialized disposal.71 Large vol-
umes of water drawn from rivers and other natural
sources is used for steam turbines and/or for cool-
ing and then returned at a higher temperature cre-
ating thermal pollution of the water body. In addi-
tion, the mining, transportation, and storage of coal
also have adverse environmental effects. Heat is

Page 52 2001 Energy Planning Report

MINNESOTA DEPARTMENT OF COMMERCE

Figure 3.7:  Annual Emissions of SO2, NOx and CO2 from New 500 MW Baseload Generating Units
Net Annual Emissions

Fuel Thermal Generation Costa (Tons/year)b

Plant Type Used Efficiency (MWH/year) ($/kW) SO2 NOX CO2
Natural Gas Combined Cycle Gas 0.55 2,847,000 $375-6001 79 79 1,027,085
Pulverized Coal/Steam Turbine Coal 0.33 2,847,000 $1,092-$1,2192 2,502 1,177 3,136,433
Circulating Fluidized Bed/Steam Turbine Coal 0.42 2,847,000 $920-$1,3062 1,966 809 2,464,340
Integrated Gasification Combined Cycle Coal 0.38 2,847,000 $1,200-$1,4003 1,534 703 2,723,744
Existing Pulverized Coal/Steam Turbine4 Coal 0.30 2,847,000 16,204 12,153 3,450,076
a calculated using a 65% plant capacity factor
b assumes that all new facilities meet New Source Performance Standards and Best Available Control Technology standards
NOTE:  Data for the Integrated Gasification Combined Cycle technology are based on the operation of two facilities.  Those facilities participated in the
U.S. Department of Energy’s Clean Coal Technology program.
1 Actual costs of recent Minnesota Projects
2 Annual Energy Outlook 2001, Table 43, EIA and Docket No. IP4/CN-01-1306 (Rapids Power) (1999 dollars)
3 Figures used by the World Bank, www.worldbank.org/fpd/em/power/sources/svc_coal.stm.
4 Emission rates representing performance of a non-NPSP Minnesota pulverized coal generating unit:  1.0 lb/mmBtu SO2, 0.75 lb/mmBtu NOx



given off in the process of turning coal into electric-
ity that, in most cases, is wasted rather than cap-
tured and used. 

Natural Gas
A new natural gas fired plant costs from $365 to $600
per kilowatt of nameplate capacity and can be sized
smaller without losing economies of scale. The
result is that a natural gas plant is better able to be
sited to take advantage of the heat produced, which
increases the efficiency of the fuel, and to avoid cost-
ly upgrades to transmission systems. Of course, nat-
ural gas plants also have higher ongoing fuel and
operational costs as well and are limited in where
they may be sited due to pipeline capacities and loca-
tions. Fuel costs for natural gas has received a lot of
attention since the huge price spike during the 2000-
2001 heating season and, while prices are now low
and predicted to remain so for the next two to three
years, the increased volatility in the price of natural
gas is of concern.

Natural gas has been the predominant fuel for new
electric generating plants in the United States for
the last few years, due to a combination of the rela-
tively low price of natural gas as a fuel in the sum-
mer and the favorable air emission characteristics of
a natural gas plant. For example, this year, two natu-
ral gas peaking plants (combustion turbines) were
brought on line in Minnesota, located where natural
gas pipelines and high voltage transmission lines are
in close proximity. This allowed for efficient delivery
of gas to the plants and for access of the plants to the
electric transmission system. The Lakefield Junction
project, which has a capacity of 486 MW, cost
approximately $375 per kilowatt. Similarly, the
Pleasant Valley plant, with a capacity of 434 MW, was
built at a cost of approximately $436 per kilowatt.
These facilities have added over 900 MW of peaking
capacity to the grid in Minnesota, with little contro-
versy associated with their construction.

Another kind of natural gas plant project is the deci-
sion by Xcel Energy to repower Units 1 and 2 of its
Black Dog electric generating plant in Burnsville
with gas-fired combined-cycle generating technolo-
gy. This project will convert coal-fired to gas-fired
technology, at the same time the capacity of both
units will increase a total of 114 megawatts.72This
addition to Xcel’s summer generation capability is

expected to be available by the summer of 2002. The
cost of the repowering was estimated to be approxi-
mately $600 per kilowatt. Xcel Energy, under the
terms of one of its merger settlements, has studied
the feasibility of converting some of the units at St.
Paul’s High Bridge plant and at the Riverside gener-
ating station in Minneapolis to natural gas as well.73

Natural gas-fired generation plants are generally
peaking (combustion turbines)or intermediate
plants (combined-cycle units), not constant-burning
baseload generation. Minnesota’s ability to add gas-
fired generation to meet the state’s capacity needs
relates to the capacity of natural gas pipelines to
deliver enough natural gas to fuel additional power
plants. For the southern portion of the state where
electricity demand peaks in the summer, the need to
transport natural gas to peaking plants does not com-
pete with the priority use of the pipelines to transport
natural gas for home heating in the winter. With the
addition of gas-fired generating plants the system
does, however, require different adjustments,
depending on location. New pipeline capacity costs
between $1 to $2 million per mile to construct.

Of course, adding a large user on an existing
pipeline may cause other operational issues for the
pipeline. When a natural gas electric generation
plant is proposed, the Department of Commerce,
the PUC, and other parties carefully analyze limita-
tions and mitigation options to ensure continuing
reliable natural gas service for all (new and existing)
customers on that pipeline segment.

The price of natural gas, like prices of other petrole-
um products, fluctuates constantly in reaction to var-
ious current and expected market forces both here
and around the world. Supply and demand for natu-
ral gas affects markets and prices. See Chapter 1 for
a more detailed discussion of natural gas prices.
Coal prices, relative to recent natural gas prices, are
more stable and predictable.

Using natural gas to make electricity results in sub-
stantially fewer negative environmental effects than
coal. This is one of the reasons that most new elec-
tric generation in the nation uses natural gas. The
relative “cleanness” of natural gas as a fuel con-
tributes to the lower costs of building natural gas
generating plants. 

Additionally, gas is a much more efficient fuel than
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coal. A new conventional pulverized coal steam tur-
bine is about 33 percent efficient in taking the ener-
gy in coal and turning it into electric energy. The
most efficient coal technology is about 42% efficient.
A natural gas simple cycle generator is about 35 per-
cent74 efficient. A combined cycle natural gas gener-
ator reaches efficiencies of 55 percent or more.

Natural gas has very little sulfur compared to coal. A
conventional new coal plant emits about 30 times
more SO2 than a combined cycle gas plant for the
same amount of electricity generated. “Clean coal”

technologies, as noted in Figure 3-4, do not reduce
this gap very much.

Mercury emissions from natural gas combustion
are negligible, unlike coal. 

Natural gas combustion does emit nitrogen oxide. A
conventional new coal plant emits about 14.5 times
more NOx than a combined cycle gas plant for the
same amount of electricity generated. Again, the
“clean coal” technologies only marginally reduce
this disparity.
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Figure 3.8: Minnesota’s Wind Resource by Wind Speed Class



All carbon based fuels emit carbons, notably carbon
dioxide, when burned, including natural gas. For the
same amount of electricity generated, a convention-
al new coal plant emits three times more CO2 than a
gas plant. While the carbon content of similar
amounts of coal and gas may be about the same, it
takes a lot less gas to make the same amount of elec-
tricity because of its higher efficiency in turning the
energy in the fuel into electric energy. 

While there are barriers to deployment of significant
amounts of natural gas fired power plants in
Minnesota, the environmental superiority of the fuel
and its ability to be turned off and on rapidly, as well
as its lower costs make gas an attractive fuel for elec-
tricity, at least for the short term, in strategic loca-
tions to take advantage of summer availability.
Natural gas also works well as back up for wind ener-
gy when the wind does not blow on hot summer days.

Wind
Construction of commercial scale wind energy
plants costs about $800 to $1,000 per kilowatt of
nameplate capacity. Wind also is the only presently
commercially viable Minnesota energy resource
that can provide electricity on a large scale without
relying on resources that must come from outside
the state. In addition, the fuel will cost the same 50
or 100 years from now as it costs today—$zero.
Wind energy production emits no pollutants.
Moreover, wind energy, backed up with firm capaci-
ty from gas, coal, storage, or, eventually, fuel cells
and similar technologies can provide reliable, rea-
sonably priced electricity.

Minnesota installed more wind capacity from 1995-
2000 than any other state—over 380 megawatts.
Minnesota ranked second in the nation in installed
wind capacity at the beginning of 2001, but will be
passed by several other states by the end of the year.
Wind energy is the fastest growing electric genera-
tion technology because the technology has devel-
oped to the point that it is cost-competitive with
other technologies, the fuel is free, and environmen-
tal impacts are virtually none.

Turbines installed in 2001 were 1.5 MW each, with
an annual efficiency of up to 40 percent in turning
wind into electricity.75 Wind turbines require a suffi-
cient wind resource. Minnesota is ranked third in
the nation for wind potential.76 North Dakota and

South Dakota are ranked first and second for wind
resource. They are a potential source for wind-gen-
erated electricity for Minnesota as well. Minnesota’s
wind potential is in the hundreds of thousands of
megawatts of capacity. Only a small portion of that is
physically and economically practical, but the num-
ber is in the thousands of megawatts.

The Department of Commerce has conducted a
wind resource assessment program for many years.
The program monitors wind resources in Minnesota
to accurately measure and map wind speeds.
Department data helps individuals, companies, utili-
ties and independent power producers perform an
initial assessment of the potential feasibility of a cho-
sen wind site without the usual cost and delay of
erecting a tower to measure the wind speeds for a
long period of time. Figure 3-8 is the resulting map
of Minnesota’s wind resource by wind speed class.
Good wind resources are Class 3 and above;
Minnesota has several Class 3, 4 and 5 wind areas.

The available wind resource is affected by a combi-
nation of elevation (higher is better), land use (less
obstructed by trees and buildings for long distances
is better), and geographic location. The southwest-
ern corner of the state contains the best wind
resource, mainly due to a geologic formation called
the Buffalo Ridge which has elevated ground in a
plains area of the state. There are other much small-
er areas in the state that also contain Class 4 and 5
wind resource, but much of the western and south-
ern portions of the state is covered by what are con-
sidered “good” wind resources. Local site conditions
dictate specific wind resources.77

Figure 3-9 (next page) shows wind power develop-
ment in Minnesota over the last 10 years, along with
a list of planned installations. The biggest boost to
the deployment of wind power was the Minnesota
Legislature’s mandate in 1994 that Xcel Energy
deploy 425 MW of wind power by the end of 2002, of
which 299 MW are currently operating. Xcel Energy
has contracted for another 130 MW of wind power to
complete this part of the mandate. The 1994 legisla-
tion also required the PUC to order Xcel Energy to
acquire an additional 400 MW of wind power if the
PUC found it to be cost-effective. The PUC has done
so, and Xcel Energy must deploy 400 MW more
wind power by 2012. The 2012 date should be moved
up, assuming that transmission infrastructure will
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be in place.

Figure 3-9 includes some sites where wind power is
used as a small, distributed energy source located
close to local load, such as the Moorhead, Elk River
and Averill locations. The market for locally-owned
wind installations has not yet developed into a
mature industry. Moorhead Public Service Utility,
Lac Qui Parle School and two farmers in southwest-
ern Minnesota are the exceptions. Municipalities,
educational institutions, cooperatives, non-profits,
local companies and individuals are critical in the
development of locally sited, locally owned wind tur-
bines. Several interested groups in Lake City and
Northfield are working with the Department to
monitor local wind resources in anticipation of
installing wind turbines, but the major impediment
to further installations is a lack of financing. The
installed costs, expected turbine output, and benefits
stream can be determined with reasonable accuracy,
but the perceived risk for a sizeable loan limits many
projects without significant equity collateral. One of
the advantages of the smaller facilities is that they
may be interconnected at the distribution level,
reducing need for and the cost of large transmission
upgrades.

The cost of wind energy is strongly affected by aver-

age wind speed and the size of a wind farm. Small
differences in average winds from site to site mean
large differences in electricity production and,
therefore, in cost. Larger wind farms often provide
beneficial economies of scale. The cost of wind ener-
gy, however, is dropping fast, and large-scale wind is
now competitive with the cost of conventional elec-
tric generation. Wind power today costs only about
one-fifth as much as in the mid-1980s, and its cost is
expected to decline by another 35-40 percent by
2006.78 Figure 3-10 shows the dramatic drop in the
cost of wind power since 1981. The U.S. Energy
Information Administration studied the cost of wind
and concluded that the 2000 reference installed cost
is $983/kW, and that cost could drop under
$800/kW by 2010. 79

These study estimates are confirmed by the costs of
actual projects. Figure 3-11 shows a series of 5 MW
and greater wind projects deployed between 1996
and this year, with the most recent deployment drop-
ping below $900/kW. Xcel Energy’s deployments of
wind power have been achieved at competitive cost
levels of between 3 and 4 cents/kWh, with Xcel’s
standard small wind tariff set at $0.033/kWh. The
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Figure 3.10: Cost of Wind Power (¢/kWh), 
1981-2005
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Source: American Wind Energy Association

Figure 3.11: Wind Project Costs, 1996-2001
Location Year Size Cost
Vermont 1996 6MW $1650/kW
Iowa 1999 193MW $1250/kW
Woodstock, MN 1999 10MW $1250/kW
Hendricks, MN 1999 12MW $1425/kW
Hendricks, MN 1999 11MW $1350/kW
Texas 1999 34MW $1176/kW
Texas 2001 125MW $880/kW

Figure 3.9:  Wind Power Development in Minnesota
Nearest City Developer Date MW Affiliated Electric Utility
Marshall Navitas EnergyA 1992 0.6 Marshall Muni. Util.
Buffalo Ridge Kenetech Windpower 1994 24.82 Xcel EnergyC

Chandler (I) enXco, PRCB 1998 1.98 Great River EnergyG

Lake Benton (I) Enron Wind Corp. 1998 107.25 Xcel Energy
Woodstock Edison Capital 1999 10.2 Xcel Energy
Moorhead (I) Moorhead Pub. Ser. 1999 0.75 Moorhead Pub. Ser.G

Hendricks Navitas Energy 1999 11.25 Xcel Energy
Lake Benton (II) FPL Energy 1999 103.5 Xcel Energy
Hendricks Navitas 1999 11.88 Xcel Energy
Elk River Navitas Energy 2001 0.66 Xcel Energy
Ruthton Navitas Energy 2001 14.52 Xcel Energy
Hendricks Navitas Energy 2001 11.88 Xcel Energy
Averill Navitas Energy 2001 1.98 Xcel Energy
Chandler (II) enXco, PRC 2001 3.96 Great River EnergyG

Total Installed 307.28
Estimated homes/yr 107,671*
Planned Installations
Wilmont Navitas Energy 2001 0.9 SMMPAG
Moorhead (II) Moorhead Pub. Ser. 2001 0.75 Moorhead Pub. Ser.
Murray/Pipestone County Navitas 2001 79.5 Xcel Energy
Murray County EnXco 2001 79.5 Xcel Energy
Hendricks Navitas Energy 2001 0.9 Otter Tail PowerG

Hendricks Navitas Energy 2001 1.8 Xcel Energy
Murray/Pipestone County Navitas Energy 2001 51 Xcel Energy

A- Navitas Energy, formerly Northern Alternative Energy
B-  PRC:  Project Resources Incorporated
C-  Xcel Energy, formerly Northern States Power Company, is mandated to construct 425 MW of wind power
by the end of 2001 and an additional 400 MW by 2012.  All Xcel Energy Projects are applied to the mandate.
G- Green power program.



standard small wind tariff offers any non-utility wind
site a fixed and standard price throughout Xcel
Energy’s service territory for the electricity pro-
duced and sold back to Xcel. A standard contract
and interconnection agreement was also developed
as part of an effort to reduce the transaction costs of
price negotiation and interconnection requirements.

Wind generation has few adverse environmental
effects. The primary concern has been the acciden-
tal deaths of migratory birds that fly into the turbine
blades or towers. The Department of Commerce
and the Environmental Quality Board (EQB)
worked with the Department of Natural Resources
to analyze migratory paths of birds and avoid those
locations in wind energy facility siting. Additionally,
the increased height and size of turbines has
allowed manufacturers to reduce blade speed. The
same amount of electricity is still produced, but the
birds are less likely to hit the turbines than in the
past. The EQB has closed its study on wind energy’s
effect on birds, due to lack of an effect in Minnesota.
It is studying the effects on a species of bat.

While wind does not blow at all times in all locations,
in the best wind power locations the wind blows well
over 300 days per year. Electricity demand fluctua-
tions, like wind fluctuations, are not abnormal and
vary by thousands of MW in a single day and hun-
dreds in a single hour, as shown in Figure 1-10. Xcel
Energy, for example, normally uses generating units
to “load follow” the fluctuations in the system. 

Utilities in the MAPP region carry a 15 percent plan-
ning reserve above annual peak demand levels to
assure adequate system performance and to guard
against sudden loss of power, for whatever reason, at
generating stations in the system. For example, the
nuclear reactor, Prairie Island 1, went out of service
unexpectedly for several weeks in August and
September of 2001, including the week of peak elec-
tric use. Similarly, the King and Monticello plants
were not operating at full capacity during the 2001
peak due to limits on the heat of the water they could
release to the St. Croix and Mississippi Rivers. The
reserve margin exists to cover this sort of contin-
gency without the lights going out. The same
reserve margin can cover wind generators.

The potential of wind energy in Minnesota is limited
by the wind resources that are economical to devel-

op and the percentage of the total grid-system that
can accommodate a variable generating technology,
like wind energy, without causing system instability.
The exact point at which the integration of intermit-
tent generation such as wind begins to degrade sys-
tem integrity is unclear, but the technical literature
suggests that it is at penetration levels in excess of
at least 5 percent.80 Wind power is currently used to
generate about 1 percent of Minnesota’s electricity
on an annual basis.81

Other countries have learned to manage wind power
as a much larger part of utility systems. In portions
of Denmark, wind power accounts for 25 percent of
the electricity on the electric grid at certain times of
the year.82 As a comparison, Denmark has 2,836 MW
of wind capacity out of 12,000 MW total capacity
(2000), in an area that is 16,629 square miles inhab-
ited by 5.4 million people. Minnesota has 300 MW
wind capacity out of 11,000 MW total capacity (2001)
in an area that is 84,068 square miles inhabited by
4.9 million people.

A major issue in increasing use of wind power is
transmission. The Buffalo Ridge wind resource area
of Southwestern Minnesota is a part of the state that
is relatively sparsely populated. Consequently there
has historically been little need for load serving
transmission infrastructure to be built in this area.
The existing transmission system consists mostly of
115 kV level facilities and has been upgraded and
utilized to the fullest extent possible to absorb the
current increment of wind generation resources. If
additional wind resources are to be developed in the
area, then additional transmission infrastructure will
be required to move the energy out of the area to
distant load centers.

The development of another 400 MW in Buffalo
Ridge would nearly double the total wind capacity in
the area and would likewise require an increase of
existing transmission outlet infrastructure to deliver
the energy to distant load centers. Transmission
planners have been evaluating options for accom-
modating this projected increase in demand for
transmission system use and have concluded that an
enhanced transmission system is needed. Even
without additional wind development, this project is
needed to provide additional electric reliability to
the city of Sioux Falls and to strengthen the grid
generally. Xcel Energy filed with the PUC a trans-
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mission proposal in December 2001, to address
these needs.

DISTRIBUTED ENERGY RESOURCES
Distributed Energy Resources (DER) is not one
technology but a group of technologies and
approaches that lend themselves to specialized
applications. Energy conservation is an example of
DER and is discussed in Chapter 4.

DER also is local, small-scale power generation, and
although it is receiving heightened attention, is not
a new concept. Starting with Thomas Edison’s first
plant in the Wall Street district of New York City,
early electrical generation was predominately small
scale. Such a system was popular with factories,
which could put to use the waste heat generated by
power plants and save money. As utility systems
developed, however, economies of scale could be
realized with larger power production facilities. As
the price of centrally produced power fell, it was
more economical for businesses and factories to pur-
chase power from a centralized source. The only
industries that still continued to produce their own
power were those industries that had byproducts
that could be used to fuel a boiler, i.e. the forest
products and petroleum industries.

Modern distributed energy resources often offer
better efficiencies than central station power gener-
ation and transmission, because the electricity is
generated close to the end user. This avoids the line
losses that occur in the typical transmission and dis-
tribution system. Another efficiency that distributed
generation can offer over central station generated

electricity is the ability to capture the heat from the
electric generation process and use it to heat or cool
a conditioned area, or offset the costs of a particular
manufacturing process.

Distributed generation can employ wind turbines,
small hydroelectric plants, microturbines, photo-
voltaics, fuel cells or diesel generators—essentially
any small generation source located at or near
where the electricity is used. The environmental
impacts depend on the generation source and are
shown in Figure 3-12. Some of the technologies list-
ed in Figure 3-12 are not yet commercially viable,
e.g. fuel cells.

Distributed Energy Resources Using
Combined Heat and Power
Generating electricity through the combustion of
fossil fuels inevitably produces heat. Combined heat
and power (CHP) is the process of utilizing the heat
generated as a result of electricity production.
Centralized power plants operate at electrical con-
version efficiencies of roughly 30 to 35 percent. This
means that roughly 70 percent of the energy content
of coal, for example, is released into the atmosphere
as waste heat. One of the distinct advantages of dis-
tributed generation is its location nearer the end-
user. The heat is readily available for utilization.
When the heat associated with the electric genera-
tion is fully utilized the efficiency of the entire sys-
tem can approach 80 percent. Such a process has
inherent cost savings because the natural gas or
electricity that would otherwise have been used to
heat or cool an area is no longer needed.83

Boilers and steam turbines are the most common
method of CHP, and both have been around for a
long time. These systems burn the widest range of
fuels, and have been popular with those industries
that can use the byproducts of their production
processes, notably the forest products and petrole-
um industries.

Microturbines are like jet engines. Microturbines
are able to generate electricity efficiently with low
emissions and high value heat. The heat can be used
to heat or cool a conditioned area, dehumidify a con-
ditioned area, or offset some of the energy costs
within a particular manufacturing process.
Microturbines are currently commercially available,
and cost about $1000/kW.
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Figure 3.12: Relative Emissions from Various Distributed Generation Sources
Techology Pollutant, lb/MMBtu

NOx CO2 CO SO2
b

Microturbinea 0.21-0.4 119 0.11 0.0006
Internal combustion engine (natural gas)c 1.94 110 0.353 0.00059
Internal combustion engine (diesel)c 4.41 164 0.95 0.29
Internal combustion engine (landfill gas)d 0.6 0g 0.6 0.01
Internal combustion engine (digester biogas)e 0.23 0g 0.58 0.001
Fuel Cella f 0.003 1 -- 0.0204
Wind 0 0 0 0
Solar photovoltaic 0 0 0 0
a Data from U.S. Installation, Operation, and Performance Standards for Microturbine Generator Sets, Borbely-
Bartis et al, August 2000, Prepared for the US DOE under Contract DE-AC06-76RL01830)
b Sulfur dioxide emissions will vary depending on fuel sulfur content.
c EPA AP-42 emission factors uncontrolled.
d Values from MPCA database.
e Data from P. Lusk, Methane Recovery from Animal Manures: The Current Opportunities Casebook. National
Renewable Energy Laboratory, September 1998.
f Values here are representative of fuel cell with a reformer using methane or more complex carbohydrate.
g CO2 emissions from renewable fuels are counted as zero because emissions are rapidly offset by growth of
biomass in subsequent years. 



St. Paul has one of the world’s premier CHP proj-
ects. The St. Paul District Heating and Cooling Plant
has provided both heating and cooling services for
the buildings that operate in the downtown area of
St. Paul. Construction is now underway to incorpo-
rate an electrical generation system that will burn
both waste wood from the metro area and coal. Once
completed, this facility will provide power, cooling,
and heat for the 141 buildings that are connected to
the system in downtown St. Paul. The efficiency of
the new CHP plant in downtown St. Paul is expected
to approach 75 percent. With the planned biomass
CHP project, estimated air emission reductions
include 280,000 tons of CO2 and 600 tons of SO2.
Other district heating systems that have cogenera-
tion facilities include the public utilities in Willmar,
Hibbing, Virginia and New Ulm, the University of
Minnesota in Minneapolis, and the Franklin Heating
Station in Rochester. The St. Paul project, at 25 MW
capacity, is larger than what usually would be con-
sidered distributed generation. Other smaller dis-
tributed generation technologies are excellent CHP
producers or candidates as well.

A recent state study inventoried Minnesota’s cogen-
eration (CHP) potential and did case studies on three
high potential cogeneration sites: Rahr Malting in
Shakopee (9.3 to 10.4 MW), Chippewa Valley
Ethanol in Benson (3.4 to 7.4 MW) and Duluth
Steam Cooperative (0.9 MW).84 The study surveyed
142 facilities that had potential for large (over 1 MW)
cogeneration projects and received 32 responses.
Analysis of the survey responses indicated that four
sites had high CHP potential and ten sites had some
CHP potential.85 The specific case studies found
potential for economic deployment of CHP at the
three facilities analyzed. The main variables affecting
economics are the price of the fuel (natural gas, bio-
mass or coal) that would be used in each CHP proj-
ect and the ability to sell excess power into the grid
at the market price of electricity.86

Power Quality and Reliability
Electric outages can have significant financial
impacts. The losses are not limited solely to the lost
business that a power outage brings with it, but also
equipment downtimes, startup, and lost production.
To address this concern, some businesses make
large capital investments in distributed generation
technologies such as fuel cells and microturbines.

In addition to increased reliability, these technolo-
gies also offer higher quality power than that pro-
vided by the grid. Quality of electric power refers to
how pure the electron stream is. The higher the
quality the more constant and pure the flow of elec-
trons. The high tech industry requires very high
quality electricity.

Some businesses that have “mission critical” opera-
tions also require an extremely high level of power
reliability. “Six nines” of reliability is quickly becom-
ing the requirement for many businesses that oper-
ate in today’s e-commerce market. Six nines of relia-
bility means that power must be available 99.9999
percent of the time, which is equivalent to a power
outage of 32 seconds per year. Utility power aver-
ages 99.9 percent reliability, which is the equivalent
of over eight hours per year of power outages. These
stringent requirements for power reliability have
become a necessity for businesses that lose extraor-
dinary amounts of money during a power outage.

A recent report by the U.S. Department of Energy’s
Office of Energy Efficiency and Renewable Energy,
entitled Strategic Plan For Distributed Energy
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How can heat be used to cool a building?

Cooling with heat provides a year round application
for the heat produced by certain distributed genera-
tion resources.

Absorption cooling is different from traditional
mechanical cooling in that liquids are the medium
used for refrigeration, rather than vapors. Less work
is required to operate an absorption refrigeration
system than a mechanical refrigeration system.
However, an absorption refrigeration system
requires that the working fluid, which is generally a
mixture of ammonia and water, be separated. This
separation is accomplished through the use of heat.
When a low-cost source of heat is available the eco-
nomics of an absorption refrigeration system are
greatly improved. Thus, combined heat and power
systems can provide electrical generation and space
conditioning on a year round basis. There are two
types of absorption refrigeration systems currently
available, double effect and single effect. Single
effect absorption systems typically have a coefficient
of performance (COP) of 0.65. Double effect sys-
tems are somewhat more efficient than their single
effect counterparts, and have COPs in the range of
1.2, meaning that for every unit of work that goes
into the system, there are 1.2 units of cooling.

Desiccant (Dehumidification) wheels remove the
moisture from the air, making it more comfortable

at higher temperatures, as well as easier to cool. A
desiccant wheel can provide major benefits in
Minnesota because of the humid conditions we
experience in the summer. A desiccant wheel con-
sists of a wheel of packed material capable of
removing moisture from the exterior environment.
As the wheel removes moisture, heat is required to
remove the moisture from the desiccant wheel.
There are many applications where the removal of
moisture is advantageous to the space conditioning
of a facility. Basically, dry air is much easier to cool
than humid air. Indoor ice rinks are an example of a
niche market for desiccant wheels. Within the con-
text of a CHP system, the heat generated by the
system can, in turn, be used to recharge the desic-
cant wheel.

Desiccant wheels also have a niche market in
supermarkets and grocery stores, where high
humidities contribute more to the cooling load.
Supermarkets can take advantage of the waste heat
from a microturbine or other distributed energy
resource to recharge a desiccant wheel application.
This helps the supermarket reduce the high humidi-
ties, as well as generate electricity to offset their
utility consumption.

In both applications low cost, high quality heat is
necessary for the process to be economic.



Resources, estimates the cost of power outages for
different business segments shown in Figure 3-13.

Interconnection of Distributed Energy
Resources to the Grid
Work is being conducted at state and national levels
to develop a standard for interconnecting distributed
generation facilities to the utility grid. For many years
utilities have cited line worker safety as the main rea-
son for opposing particular distributed generation
projects. The Institute of Electrical and Electronic
Engineers (IEEE) P1547 working group is develop-
ing a voluntary standard for the interconnection of
distributed generation equipment, including CHP, to
electric power systems. There are more than 300 par-
ticipants in the working group and the standard is
expected to be published sometime in 2002.

The legislature has required that the PUC adopt
standards for interconnection of distributed energy
facilities of 10 MW or less capacity that use natural
gas or an equally clean or cleaner fuel. These new
standards should remove some barriers to deploy-
ment of these technologies. Standards have already
been studied and adopted in other states. The PUC
has opened a docket to establish these interconnec-
tion standards, E999/CI-01-1023.

Presently, for facilities that are 40 kW or larger (and
do not qualify for net metering), interconnecting
with their local utility requires an intricate, confus-
ing, and lengthy process that balances the costs,
timeframe, and intricacies of developing an equi-
table, legal agreement between the two entities,
while maintaining safety and quality standards.87The
ability of distributed generation technologies to
“plug and play,” along with uniform, interconnection
standards will encourage deployment.

Net Metering
The statutory threshold for net metering should be
increased to 2 MW from the current 40 kW. In its
purest form, net metering simply lets a distributed
generator’s electric meter spin forward and back-
ward, depending on whether the on-site generation

meets all on-site needs or whether further electrici-
ty is drawn from or sent to the grid. At the end of the
month (or other time period), the balance is trued
up and a check is paid by the utility or the consumer,
depending on whether more electricity was con-
sumed or generated. 

Minnesota was one of the first of about 30 states to
enact net metering in the early 1980s. Net metering is
available to renewable, waste, and cogeneration ener-
gy facilities of less than 40 kW, which is a relatively
small size. For example, it is smaller than the common
size of today’s wind turbines, often 250 kW, 750 kW, or
larger. Net metering policy has not been revisited in a
long time and should be. Net metered facilities, espe-
cially those over 40 kW, can reduce the amount of elec-
tricity that a utility must purchase or generate for its
system and can reduce the need to build large central
power plants and transmission lines. The price a utili-
ty would pay for power from a 41kW to 2MW facility
should be the present wholesale price for electricity.

Technological advances have been achieved that
can simplify the net metering process, reduce costs
to both the utility and the net metering facility, and
maintain safety. One example is the existing require-
ment for installing two electric meters. For a solar-
electric system (2 kW), the metering charge from
the utility can be greater than the value of the elec-
tricity produced during winter months and a signifi-
cant percentage in the summer months. For a small
wind system (20 kW), this metering charge is only a
fraction of the monthly energy charge. Making the
second meter optional for the consumer/generator
would, in cases where the single meter is sufficient,
reduce costs. Letting consumers decide whether to
install the second meter might be an important
option to consider, when it is necessary to know the
exact amount of electricity generated.

FUTURE TECHNOLOGIES
Anaerobic Digesters—Biogas
Anaerobic digestion is not a particularly new
process or technology for producing electricity.
Recently, its value in reducing, mitigating, and/or
disposing of certain waste-streams has become
apparent. Methane gas is produced when organic
matter is broken down by bacteria in the absence of
air. This decomposition can occur in landfills,
manure facilities, waste-water treatment plants, and
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Figure 3.13:  Cost of Power Outages
Industry Average Cost of 

Downtime Per Hour
Cellular Communications $41,000
Telephone Ticket Sales $72,000
Airline Reservations $90,000
Credit Card Operations $2,580,000
Brokerage Operations $6,480,000



other industrial waste streams. This biogas can be
captured for use in generating electricity and usable
heat. By heating the organic waste and maintaining
optimal chemical conditions in the digester, it is pos-
sible to maximize biogas production. Several facili-
ties exist in the state for biogas production using
anaerobic digestion, but one location of particular
interest is at farms and facilities that house animals.

Animal manure has been traditionally collected and
stored for later application to farm fields. The stor-
age facilities are generally large earthen basins,
tanks or concrete pits that can pose air and water
risks to the surrounding community. An anaerobic
digester acts as a manure processing facility that
treats the waste before it is sent to the holding basin.
Processing the manure removes many of the com-
pounds that cause the acrid odor, reduces
pathogens, produces methane gas, and creates what
is ultimately a better product—stabilized organic
matter. Anaerobic digestion is not a solution in every
instance, but it can be part of the answer to many
livestock waste issues.

Manure digesters have energy, environmental,
social, and agricultural benefits, although capturing
all of these potential benefits in monetary form is dif-
ficult. The most direct monetary gain comes from
selling back electricity to the local utility and using
the waste heat instead of purchasing and burning
propane or other energy sources for heating build-
ings and water. It is difficult to place a value on the
reduced risk of a raw manure spill, the decreased
odor in neighboring areas, the better quality fertiliz-
er resource, or the input of capital development and
income in rural communities with complete accura-
cy. These monetary values will vary by installation.
The electricity produced, however, is secondary to
the benefits of better manure management.

The digester itself consists of a large pit (generally
concrete) that contains the manure and a
flexible/inflatable or rigid cover to contain the
methane gas. An engine-generator burns the
methane to produce electricity, although a microtur-
bine or fuel cell could ultimately work as well. Piping,
wiring, pumps, generator housing, and other associ-
ated components are needed as well. The digesters
have an operating life of 15 to 20 years or more, with
a major clean-out of sand and debris from the
digester required approximately every five years.

Methane digesters have a high capital cost, mostly
consisting of the concrete and excavation of the
digester itself and the engine generator. Currently
there is one methane digester operating in
Minnesota. The operating digester in Princeton,
Minnesota cost approximately $355,000 to build and
was funded with a combination of grants, loans, and
private funds.88 It was built to contain the manure
from 1,000 dairy cows and currently has a 125 kW
generator, which is undersized for the amount of
methane gas that is being produced. There are plans
to add an additional generator at this site in the future. 

Estimating the costs of future facilities is difficult
and contingent on a variety of factors. Payback is
critically a function of feedlot size. For dairy opera-
tions, a feedlot size of 500 to 800 head of milking
cows is generally thought to be the size threshold
for economic viability. For such large feedlots, pay-
back periods of less than five years can be expected.
Due to the large capital costs involved, anaerobic
digestion generally is not economic at small feed-
lots. Other important factors besides feedlot size
include the buyback rate for the electricity and the
utilization of the waste heat in place of propane gas
for heating buildings and water. The 2001
Legislature authorized an incentive payment of
$0.015/kWh to new qualifying digester systems,
which mirrors the payment for certain small
hydropower and wind facilities and could push bor-
derline projects into the realm of profitability.

The largest single barrier to further installation of
manure digesters is the small size of most Minnesota
feedlots. Access to financing is also a challenge. As
with wind turbines, the perceived risk limits the
access to financing, especially with existing out-
standing loans for many farmers. Additionally, many
of the secondary benefits such as odor abatement
and less hazardous organic waste are not given mon-
etary value in the traditional sense. Advocates for
anaerobic digesters may consider seeking a require-
ment that facilities sited in certain areas such as near
water sources or homes must use digesters. Another
option might be to seek a requirement that anaerobic
digester technology be installed at a particular site in
response to environmental problems or violations at
the facility. These options are not really related to
energy issues and would be best deliberated by agri-
cultural and environmental agencies.
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Forest and Agricultural Products—Biomass
Biomass energy installations generally combust for-
est and/or agricultural products in a similar manner
to coal power plants. Biomass can be classified into
two categories—closed-loop and open-loop. Closed-
loop systems use a product that is grown or devel-
oped specifically for producing energy, such as alfal-
fa, switch grass or cultivated poplar, aspen or wil-
low. Open-loop biomass systems use a product that
is a by-product or waste of another activity.
Examples of fuel sources include waste wood from
logging or paper processing, urban wood collected
after storm damage, sawdust that is made into pel-
lets, or poultry litter.

Biomass facilities convert fuel to electricity with an
efficiency of 15 to 30 percent, depending on fuel
quality. Dry, low-ash biomass fuels yield higher effi-
ciencies than wet, high ash feedstocks. National
studies indicate that these facilities cost about
$1,476 per kW (1996 dollars).89

Biomass fuels can also be “co-fired” with other tra-
ditional fossil fuels at boilers that are capable of han-
dling this fuel. The fuel mix (wood and coal) can be
adjusted according to the cost and supplies of the
available fuels. To co-fire wood successfully with
coal, the power plant’s fuel feed system and boiler
must be capable of handling wood. Future combus-
tion capacity will need to consider the fuel handling
needs: pulverized coal-fired boilers cannot routinely
accept wood; cyclone boilers can (and have) burned
wood chips and sawdust; nearly all spreader-stokers
are already burning wood fuels. Minnesota Power’s
proposed Rapids Power Project is a circulating flu-
idized bed that will be able to burn both fuels.

The capital cost of a new biomass facility may be
competitive with a coal facility of similar size,
depending on the amount of fuel preparation need-
ed. For example, open-loop facilities that burn
already prepared waste wood like urban waste wood
may not need to install equipment that shreds and
sizes wood to feed easily into a boiler. These facili-
ties instead need to devote resources to address

planning, coordination and transportation to ensure
that they secure fuel at reasonable prices. If the ini-
tial projects are not successful, then the facilities will
need to install some sort of processing equipment to
be able to accept a wider variety of wood types.90

Closed-loop systems are viewed as having a greater
potential to provide reliability in the long-term over
open-loop systems; however, their fuel costs are
higher than open-loop systems because they must
include the cost of raising and harvesting the fuel.

It will take some work to develop dedicated crops.
Hybrid trees could potentially be grown on margin-
al quality or Conservation Reserve Program (CRP)
land, providing additional income to agricultural
areas, if farmers/landowners make these lands
available. It takes up to 10 years for trees to mature
enough to harvest. During this period, farmers must
bear the production costs without income from this
crop. In addition, landowners are concerned that,
should the market not appear during this period,
they would face significant landclearing costs to
return to more traditional agricultural crops. These
are barriers that need to be addressed.

Open-loop systems compete with other systems
already in place in Minnesota. For example, the
wood products industry has been efficient at con-
verting its waste wood into usable energy for its own
production, but little appears to be widely available
for large power plants. Therefore, an important
aspect of developing future wood-waste-fired proj-
ects is to investigate the amount of wood available.
Poultry-litter facilities are competing with litter’s
existing use as fertilizer.

Each of the bioenergy fuels described here (biogas
from animal wastes, wood and briefly, poultry litter)
all have attractive environmental benefits to their
expanded use. Most obviously, they represent no
net gain in carbon dioxide emissions to the atmos-
phere when combusted to produce electricity.
Because they are low in fuel sulfur, they represent
lower SO2 emissions, especially if used to displace
fuels currently in use, like wood for coal. They gen-
erally have fewer toxic constituents, and so do not
contribute substantially to the release of persistent
bioaccumulative toxics.

Figure 3-14 compares the emissions of wood, poultry
litter and animal waste to that from pulverized coal (as
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Figure 3-14:  Comparison of Bioenergy Fuels to Coal for CO2, SO2 and NOx
CO2 SO2 NOX CO2 SO2 NOX

Facility lb/mmBtu lb/mmBtu lb/mmBtu lb/mmBtu lb/kwh lb/kwh
Pulverized Coal (Taconite Harbor) 213 1.2 0.08 2.2 0.0024 0.0008
Wood (District Energy) 51 0.032 0.15 0.87 0.005 0.0026
Poultry Litter (Fibrominn) 0 0.07 0.16 0 0.0011 0.0025
Animal Waste Digester gas/IC Engine 0 0.001 0.23 0 0.004 1
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represented by emissions from the Taconite Harbor
coal power plant at Schroeder, Minnesota). Of most
interest are the emissions of nitrogen oxides (NOx)
from biomass fuel-fired facilities. Due to the high
amounts of nitrogen in biofuels, NOx emissions are
higher than traditional fossil fuels, even when best
available control technologies like selective noncat-
alytic reduction is used. The concern related to NOx

emissions is not inconsequential; the Twin Cities
exceeded ozone standards for the first time in nearly
20 years this past summer. Ozone exceedances are
related to NOx and volatile organic compounds
(VOC) emissions. Replacing traditional fossil fuels
with biofuels will not alleviate ozone concerns; in fact,
use of these fuels in projects will require close atten-
tion to prevent aggravating ozone issues.

Figure 3.15: Annual Average Solar Insolation, 1998-2000



Solar
Solar-powered electricity can be made using a vari-
ety of technologies, but for practical purposes is lim-
ited to what are called photovoltaics, which are flat
solar panels made of silicon cells that transform sun-
light into electricity. The panels themselves perform
reliably, with warranties of 20 years or more. The
secondary equipment that distributes and trans-
forms the electricity into a grid-compatible form
tends to be the technological weak link. Solar elec-
tricity has remained outside of the mainstream
largely because of costs and efficiencies. Traditional
paybacks on solar installations remain high and the
large market is in off-grid and niche applications
such as solar-powered outdoor decorative lighting.

Some Minnesota cabins are powered by solar elec-
tricity, as well as a scattering of small buildings at
state parks and other facilities. The majority of the
large orange flashing construction signs are solar
powered, as well as many emergency call boxes on
the state’s highways. There are less than 100 kW of
grid-connected photovoltaics installed in Minnesota,
with the largest installations being at the old Science
Museum (St. Paul), Battle Creek Elementary School
(St. Paul), the Burnsville Transit Station, and in
Winnebago, Minnesota. Xcel Energy manages 17
photovoltaic installations around the Twin Cities of
about 2 kW each as part of its Solar Advantage
Program which began in 1996.

The Department has recently completed a resource
map outlining the solar resources in the state,
shown in Figure 3-15 (see previous page). The
southwestern portion has the highest areas of solar
resource, with the northeastern portions being the
lowest. These extremes differ by only about 10-15
percent and, unlike wind power, represent a direct
proportional relationship between insolation and
power generation. Insolation, as opposed to radia-
tion, is that portion of the sun’s rays that reach the
earth at sufficient strength to create usable energy.

Surprisingly, Minneapolis has a greater summer
solar resource than Jacksonville (FL), as shown in
Figure 3-16. Minneapolis, however, has a very low
winter solar resource, which makes Minneapolis
and Jacksonville nearly equal in terms of estimated
annual electricity production. 

Initial data from Xcel Energy’s Solar Advantage
Program indicate lower electricity production
amounts than those estimated in Figure 3.16, rang-
ing from 1,174 to 1,334 kilowatt hours per kilowatt of
installed capacity per year. Tree shading, snow
cover, and low tilt-angle were all factors in the
decreased “real-world” generation data.

Xcel Energy estimated an installed cost of
$8,500/kW in 1996, which was much less than com-
parable installations at the time91. This amount
equates to a cost of about $0.30/kWh over 20 years.
Current installed costs are estimated at $6,000-
7,000/kW. Despite these costs, there is a high
demand for solar electric systems, especially in
California, where electricity problems and state
incentive programs are widely available.

Solar electricity, like wind energy, is an intermittent
technology. However, solar electricity has a positive
correlation with electricity demand, meaning that
solar panels statistically produce electricity when it
is needed most—hot, summer days. Department of
Commerce staff analyzed three of the Xcel Energy
Solar Advantage installations. During periods of
highest electricity demand the installations exhibit-
ed from 26-68 percent capacity. Tracking mecha-
nisms, which let the panels actively follow the sun
across the sky during the day, can increase this
capacity performance even further.

The wide-spread commercialization of photovoltaics
is largely dependent on manufacturing cost reduc-
tions, research and development gains, and/or
incentives for installation. Photovoltaics’ installed
capacity in Minnesota will likely remain limited in
the near-term.

One area of potential development, other than those
already mentioned, is in urban locations with electric
demands that are taxing the transmission and distri-
bution system. An example might be in south
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Figure 3.16:  Regional and National Photovoltaic 
Estimated Electric Production

Regional kWh/kW/yr National kWh/kW/yr
International Falls 1,497 Seattle, WA 1,225
LaCrosse, WI 1,547 New York, NY 1,528
Rochester 1,575 Jacksonville, FL 1,623
Fargo, ND 1,613 Phoenix, AZ 2,037
Minneapolis, MN 1,621
Mason City, IA 1,638
Sioux Falls, SD 1,652

Source:  NREL



Minneapolis where electric demand is increasing
from the Metropolitan Airport Commission’s Sound
Abatement program, which retrofits homes with new
central air conditioners. Transmission and/or distri-
bution system upgrades may be necessary in the
future unless demand is decreased or unless addi-
tional generation can be locally sited. Photovoltaics,
with their silent operation, low-profile, no pollution
and summer use potential for air conditioning might
be an alternative to these grid upgrades.

Photovoltaic cells used to produce electricity from the
sun’s energy produce no emissions to the air or water
in operation. Access to solar energy may require the
removal of some trees in certain operations.

Recently the Minnesota Department of Commerce’s
State Energy Office received a $1.15 million grant
from Xcel Energy’s Renewable Development Fund to
develop a PV rebate program. This program is intend-
ed to increase the number of grid connected, PV
installations in Minnesota by lowering the upfront
costs by about 25 percent. The grant is subject to PUC
approval prior to implementation of the program.

Fuel Cells
The modern version of fuel cell technology was orig-
inally developed as part of the Apollo moon pro-
gram. A fuel cell is an electrochemical device that
operates much like a battery. As long as hydrogen
and oxygen fuel flow into it, direct current electrici-
ty and hot water will flow out of it. Since it operates
on a chemical combination of hydrogen and oxygen
to produce water and heat it has no combustion
process and no air emissions. Because of the modu-
lar characteristics of the technology, installations
can be sized from small kW scale applications to
multi-MW installations.

Developing a sufficient hydrogen source to operate
many fuels cells is one of the complex sets of require-
ments for broad utilization of this technology.
Hydrogen can be produced from water by electroly-
sis (the source of the electricity for electrolysis could
be renewable or conventional sources), but the most
common source of hydrogen today is through refin-
ing of crude oil, or from methanol, ethanol, natural
gas (methane), and even gasoline or diesel fuel.
Using these traditional fuels that contain hydrogen
as an energy source for fuel cells requires a pre-treat-
ment of the fuel, in a “fuel reformer” that extracts the

hydrogen for use in the fuel cell. Wind turbines can
efficiently produce hydrogen from water.

Most fuel cell technologies are at the beginning of
their commercial deployment. There are many types
of fuel cell technology under development,
Phosphoric Acid, Proton Exchange Membrane
(PEM), Molten Carbonate, Solid Oxide, Alkaline,
Direct Methanol, and Regenerative fuel cells. Each
version of the technology type is at its own stage of
development and commercialization. Phosphoric Acid
cells were the first to be commercially deployed. A 250
kW version has been marketed for years. There are
now over 200 of these fuel cells installed in the U.S. 

Demonstration systems based on each of the other
approaches are in operation. A major commercial-
ization effort has been initiated by companies at the
5 kW size range for residential applications for elec-
tricity and hot water use. A much larger 5 MW
demonstration system is now powering a post office
complex in Alaska. 

There are a variety of size options for this technolo-
gy. Fuel cells can be created in sizes so small that
they are being considered as power sources for
portable phones. PEM fuel cells are attracting atten-
tion in the transportation market due to their light
weight. Significant R&D activity is underway in the
automotive industry to optimize these size and
weight attributes. 

The integration issues for fuel supply and heat and
water outputs, along with low manufacturing vol-
umes, have tended to make fuel cells expensive
compared to more established gas turbine or gas
engine products. Over time, with product evolution
and increased sales volumes, fuel cells may be a
more competitive power generation source. 

These solid-state devices can operate at relatively
high fuel-to-electricity conversion efficiencies (47-65
percent). This efficiency advantage coupled with the
potential for use of the thermal hot water output
makes this a likely competitive technology to the
more conventional turbine or engine based tech-
nologies. Figure 3-17 shows the current and fore-
casted cost of fuel cell generation, and also shows
how costs are expected to decrease as mass produc-
tion increases. Maintenance costs for future fuel cell
technologies are largely unknown. Many current
fuel cells designs call for a major maintenance over-
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haul after five years that replaces the main fuel cell
component (the stack). 

Fuel cell technology is undergoing rapid change.
Many entities are developing commercial products
and much research is underway to improve the cur-
rent state of technology. Many companies are
expecting to enter the commercial marketplace with
a product in the next three years.

Hydrogen
Hydrogen is the third most abundant element on the
earth’s surface, where it is found primarily in water
and organic compounds. Hydrogen is produced gen-
erally from the electrolysis of water or the reforma-
tion of such fuels as natural gas, coal, gasoline,
ethanol or methanol to extract the hydrogen compo-
nent. When hydrogen is burned or when it is con-
verted to electricity directly using a fuel cell it joins
with oxygen to form water. A hydrogen-based econ-
omy would need a future hydrogen infrastructure
that would make hydrogen widely available to the
consumer market much like the current petroleum
infrastructure. This infrastructure would allow the
use of hydrogen for a variety of uses in fuel cells
such as producing heat and electricity in homes and
businesses or as a transportation fuel. 

There are a variety of sources of hydrogen and tech-
nologies used in its production. The four main tech-
nologies used to produce hydrogen are thermo-
chemical, electrochemical, photoelectrochemical
and photobiological. Thermochemical technologies
are being used to produce hydrogen by reforming
fuels such as natural gas, coal, methanol, gasoline,
ethanol or other biomass fuels. Electrochemical
technologies use the process of electrolysis to pro-
duce hydrogen by passing an electrical current
through water. Photoelectrochemical technologies
produce hydrogen by illuminating a water-immersed
semiconductor with sun light. Photobiological tech-

nologies produce hydrogen using the natural photo-
synthetic activity of bacteria and green algae.
Currently the most economic source of hydrogen,
widely available today, is from the reformation of nat-
ural gas to remove and clean the trapped hydrogen.

The future use of hydrogen as a fuel will largely
depend on development of a safe and cost-effective
infrastructure for fuel storage and transportation.
Hydrogen is currently stored in tanks as a com-
pressed gas or a cryogenic liquid. Hydrogen can be
transported in tanks or the compressed gas can be
sent through pipelines. New technologies that store
hydrogen in a solid state are being developed that are
safer and more efficient than storage as a gas or liquid.

Hydrogen has the potential to be used in a variety of
applications to provide fuels or energy in the form of
heat and electricity. Hydrogen can be used to power
internal combustion engines or turbines which in
turn can be used to power vehicles or turn electrical
generators. It can be used in stationary fuel cells in
homes and businesses to provide a source of heat
and electricity. Much of the current focus is on the
use of hydrogen as a clean fuel to power fuel cells for
a variety of transportation applications.

Electricity Storage Technologies 
The lack of cost-effective storage technologies is
one of the key obstacles to efforts to improve the
economics of electric generation by allowing cheap-
er stored power to meet peak demand instead of
extremely expensive peak power. If economical elec-
tric storage technologies could be developed and
fielded they could also increase the flexibility and
reliability of intermittent renewable resources such
as solar and wind. Electric storage could also pro-
vide power during peak power plant outages.

One of the more promising technologies now being
installed is a type of regenerative fuel cell developed
by UK-based Innogy Technology Ventures. This sys-
tem uses a chemical electrolite to convert electrical
energy to chemical energy in a reversible process. A
demonstration project will install one of these sys-
tems for the Tennessee Valley Authority. This utility
scale demonstration project is expected to cost
approximately $25 million, have a peak capacity of
12 MW and a storage capability of 120 MWh.
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Figure 3.17:  
Cost of Fuel Cell Estimated Costs for 50kW PEM 
Electric Generation Fuel Cell if Mass Produced

Steam Methane 
Reformer, PEM

Cost Units of Fuel Cell and Compressor,
Time Frame ($/kW) Production Inverter/Controller Hydrogen
2000-2004 $3,625 1 $404,800 ($8,096/kW) $172,864 ($3,457/kW)
2005-2009 $3,000 100 $144,054 ($2,881/kW) $79,947 ($1,599/kW)
2010-2014 $2,425 10,000 $52,186 ($1,044/kW) $44,281 ($886/kW)
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2001 ENERGY PLANNING REPORT

FOUR: ENERGY CONSERVATION – 
THE BEST ENERGY OPTION

T
he first 20 years of the Minnesota
Conservation Improvement Program
(CIP) have saved enough energy to
avoid building four or five new power
plants that would have been funded by
rate increases. The current CIP pro-

gram is saving about 128 MW of demand per year
in the service territories of Minnesota’s rate-regu-
lated investor-owned utilities, avoiding the need to
construct and pay for a 640 MW power plant every
five years. These programs are cost effective in that
the energy conservation programs cost ratepayers
less than the cost of constructing new generating
capacity. For example, the 640 MW were saved at
an average cost to ratepayers of $343/kW while a
coal plant that produced 640 MW would have cost
ratepayers $1000-$1400/kW to build plus the costs
of fuel and operation and maintenance.
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After that long exposition on electric sup-
ply options for meeting Minnesota’s
increasing demand for electricity, we

come to energy conservation. Even those supply
side technologies that do not pollute and potentially
can supply a lot of electricity at reasonable cost have
downsides like creating a need for large upgrades of
transmission systems or simply being in early stages
of development and not yet readily available. In addi-
tion, all of them require a moderate to large amount
of capital investment, which necessarily increases
rates to consumers. 

Reducing the demand, or at least reducing the rate
of growth in demand, has no downside. Energy con-
servation and greater efficiency in the use of energy,
including load management that shifts energy usage
to lower demand parts of the day, is easy, costs little,
and gives consumers their only opportunity for self-
determination in relation to energy.

Two of the primary benefits of energy conservation
are intuitive. The first is that consumers have small-
er bills for utility service when they use less energy.
The second is that by reducing inefficient energy
use, Minnesotans experience fewer emissions of pol-
lutants that cause health problems and damage the
environment. A kilowatt hour not consumed is one
that need not be generated. A kilowatt hour not gen-
erated emits no pollutants.

The third benefit, a huge one that is often over-
looked, is that good conservation programs reduce
rates for all ratepayers on a utility system. When a
utility adds a power plant, the costs of the plant are
put into the utility’s rates as an increased charge per
unit of consumption for all ratepayers on the system.
If sufficient conservation occurs on the system as a
whole, so that a new electric generation unit is avoid-
ed or delayed, all ratepayers have rates lower than
they would otherwise have had.

The first 20 years of the Minnesota Conservation
Improvement Program (CIP) have saved enough
energy to avoid building four or five new power
plants that would have been funded by rate increas-
es. The current CIP program is saving about 128
MW of demand per year in the service territories of
Minnesota’s rate-regulated investor-owned utilities,
avoiding the need to construct and pay for a 640 MW

power plant every five years. These programs are
cost effective in that the energy conservation pro-
grams cost ratepayers less than the cost of con-
structing new generating capacity. For example, the
640 MW were saved at an average cost to ratepayers
of $343/kW while a coal plant that produced 640 MW
would have cost ratepayers $1000-$1400/kW to build
plus the costs of fuel and operation and maintenance.

Last year, the legislature increased the state’s com-
mitment to energy conservation because of its con-
cern over rising energy prices and the need to plan
for additional electric capacity. The 2001 energy leg-
islation made changes to the CIP program that
should result in more energy conservation than in
the past. The changes increased the spending
required for conservation programs by municipal
utilities and cooperative electric associations to the
same level required of investor-owned utilities,
increased the focus of all CIP spending on programs
that actually reduce energy use, and established con-
sistent statewide reporting and program evaluation
to allow assessment of statewide progress and evalu-
ation of the effectiveness of conservation programs.

The legislature also required the Department of
Commerce to prepare the following report on the
role of energy conservation in the future and to
assess and make recommendations on how to
improve the utilities’ energy conservation programs. 

Please note that energy conservation, as used in this
chapter, means primarily physical improvements
that result in less energy consumption and that can
be relied on, once they are installed, to continue to
use less energy into the future. Another type of ener-
gy conservation is consumer behavior such as set-
ting a thermostat lower or turning off lights in unoc-
cupied rooms, which result in lower bills and system
savings, but cannot be relied on in an energy plan-
ning sense to provide capacity in the system for the
long term. The line between physically reliable sys-
tem improvements and less reliable, but very impor-
tant, conservation behaviors is sometimes blurry.
For example, energy efficient equipment often must
be operated properly to ensure in reality the energy
savings of which it is capable.
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2001 Minnesota Energy
Legislation
Energy legislation enacted in 2001 improved
Minnesota’s ability to meet its future energy needs
through changes in statutes governing the
Conservation Improvement Program (CIP). In addi-
tion, the legislature required a study of CIP both to
ensure that it is being implemented effectively and
to ascertain whether additional emphasis should be
placed on energy conservation. Specifically, 2001
Minn. Laws, Ch. 212, Art. 8, Section 15 of the Act
states:

Sec. 15. [CONSERVATION INVESTMENT PROGRAM
STUDY.] (a) The commissioner of commerce shall study the
conservation investment program created under Minnesota
Statutes, section 216B.241, and make recommendations to
the legislature on changes in the program that will assist the
program to obtain the maximum energy savings possible
from spending and investments under the program. The
study must include, at a minimum: (1) a review of adminis-
trative burdens imposed by the program with the goal to
reduce them to the maximum extent consistent with ensur-
ing that the program will meet its goal of maximum energy
savings with program funds; (2) identification of spending
and investments with high potential for saving energy and
suggestions for targeting the program at those expenditures
and investments; and (3) appropriate levels of spending and
investment under the program. (b) The commissioner shall
solicit written public comment on the study and submit a
report and a copy of the written comments to the committees
of the legislature having principal jurisdiction on energy
matters by November 15, 2001. 

In compliance with this statutory provision, this
report provides: 

(1) an overview of CIP and its major achievements
to date;

(2) an estimate of how much natural gas and elec-
tric energy conservation can be expected to be
provided through utility programs in the next
ten years; 

(3) how much those programs could reduce the
state’s future need for electric capacity;

(4) recommendations for how to maximize energy
savings by reducing administrative burdens
and increasing commitment to promising proj-
ects; and 

(5) recommendations for appropriate spending
and investment levels under the program.

Overview of the Conservation
Improvement Program 
The CIP statute92 was first enacted by the legislature
in 1982. Since 1991, the statute has required
Minnesota’s electric and natural gas utilities to
spend a percentage of their annual Minnesota rev-
enues on projects designed to encourage conserva-
tion among all their Minnesota customers—residen-
tial, commercial, and industrial, with specific atten-
tion given to providing conservation opportunities
for residential renters and low income persons. 

Under CIP, investor-owned utilities (IOUs) submit
their conservation projects to the Department of
Commerce (Department or DOC) for approval.
From 1997 to 2000, electric IOUs spent $171.1 mil-
lion in CIP, for an average of $42.7 million a year. Gas
IOUs spent $57.4 million, for an average of $11.5 mil-
lion a year. Five-year electric demand savings have
totaled 641 MW (an average of 128 MW a year), with
an average cost of $343 per kW of capacity saved.
Five-year energy savings from these projects have
totaled 1,680,843 MWh (an average of 336,169 MWh
a year) and 4,665,206 Mcf of natural gas (an average
of 933,623 Mcf a year).93

CIP programs have helped Minnesota avoid signifi-
cant amounts of utility investment in energy and
demand (additional generation capacity).
Conservation investments by Minnesota’s electric
IOUs under their 1996-2000 CIPs will result in sav-
ing 21.8 billion kWh over the lifetime of the invest-
ments (enough electricity to power more than
700,000 Minnesota homes for five years)94 at an aver-
age cost to the utility of 1.4 cents per kWh.95 Natural
gas savings resulting from gas IOU CIP expendi-
tures over the same period totals 85 million Mcf,
enough natural gas to supply energy to 772,925 aver-
age Minnesota homes for a year at a cost to the util-
ity of only $0.68 per Mcf.96

Recent increases in energy price volatility and
amended statutory requirements are likely to result
in higher savings in the future. During the 2000-2001
heating season, natural gas prices skyrocketed.
Although natural gas prices have subsequently
dropped to lower levels, we expect that the future
cost of energy will be higher, and certainly more
volatile, than it has been in the past decade.
Consequently, the relative cost effectiveness of ener-
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gy conservation investments as compared to supply
side additions is higher than in the past few years. In
addition, consumers are becoming more aware of
their energy costs and are interested in ways to save
energy. The potential for energy conservation to
make larger inroads is greater than it has been in
the recent past.97 In fact, a study released December
11, 2001, entitled “Attitudes and Behaviors of
Residential Customers About Energy Efficiency” by
Primen, (an energy market intelligence company)
indicates that energy efficiency is the number one
issue affecting appliance purchasing decisions.98

In addition to the IOUs, Minnesota’s rural electric
cooperative associations and municipal electric utili-
ties also are required to invest a portion of their rev-
enues in load management and energy conservation
activities. For the most part, the municipal and coop-
erative utilities have concentrated their investments
in load-management activities and consumer educa-
tion, with some of the larger utilities making forays
into energy savings projects. Although the munici-
pal and cooperative utilities have sent annual reports
to the Department, the reports have not used com-
parable estimates of actual energy and demand sav-
ings. The new legislation requires municipal and
cooperative utilities to provide information that will
enable the Department and other parties to deter-
mine more accurately their programs’ contributions
to reducing the need for future electric and natural
gas resources. Consequently, by 2003, the state will
have a much clearer view of the cost effectiveness of
the municipal and cooperative utilities’ CIP invest-
ments.

Load management projects play an important role in
reducing the state’s need for electric capacity.
Indeed, load management projects tend to very cost
effectively reduce the need for new generating
capacity. In future years, we will attempt to estimate
the potential additional contribution of load manage-
ment to reducing the state’s need for additional
capacity. We did not focus on load management
achievements in this report because all electric util-
ities, municipal, cooperative and investor owned,
already have a large financial incentive to reduce
their demand through load management without
spending conservation investment dollars and are
doing an excellent job. There are, however, many
actual energy conservation projects, ones that save

capacity and energy, that also cost effectively avoid
the need for future generating plants. 

Municipal and cooperative utilities have not been in
the forefront of energy conservation, with a few
notable exceptions. By working with these utilities
to identify known, proven measures, we hope to min-
imize the state’s future cost of supplying electric
needs by helping the municipal and cooperative util-
ities tap their underdeveloped energy conservation
potential.

Historic Overall CIP Results 
Figure 4-1 shows that the electric IOUs have saved
significant amounts of energy and demand (need for
new generating capacity) over the past nine years.
The average cost per kW of new electric capacity
saved over the nine years is $343.99 As shown in
Figure 4-3, this amount is a substantially lower cost
to ratepayers than the cost of new electric capacity.

To put the savings into
perspective, by 2010
these investments will
result in annual energy
savings equivalent to the
amount of electricity
that would be produced
by a 380 MW baseload
plant generating elec-
tricity 24 hours a day
each year—or the
amount used by more
than 400,000 average
Minnesota homes. The
demand savings provid-
ed over the last nine
years is equal to five 250
MW peaking plants. As
can be seen, there was a
significant increase in
the cost of saving elec-
tric energy and demand
between 1992 and 1994,
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Figure 4.1: Investor-Owned Electric Utilities’
Historical CIP Savings

Energy Demand Average
Savings Savings Cost per
(MWh) (kW) kW Saved

1992 200,393 110,223 $258
1993 344,107 180,120 $240
1994 464,610 166,500 $314
1995 495,552 150,033 $458
1996 377,209 145,315 $396
1997 487,149 150,015 $280
1998 299,418 122,649 $383
1999 214,161 94,047 $437
2000 302,906 129,364 $317
TOTAL 3,185,505 1,248,266

Figure 4.2:  Xcel Electric Historical CIP Savings
Energy Demand Average
Savings Savings Cost per
(MWh) (kW) kW Saved

1992 162,010 105,461 $243
1993 265,480 168,575 $229
1994 339,152 153,024 $281
1995 431,162 134,172 $387
1996 377,209 123,174 $331
1997 487149 129,872 $262
1998 299,418 114,042 $292
1999 214,161 83,132 $363
2000 302,906 116,845 $298
TOTAL 2,878,647 1,128,297

Figure 4.3:  The Costs of Electric Capacity
Conservation versus New Power Plants102

Technology Low Cost - High Cost
Investor-owned utility demand-savings costs $250 to $1,000 per kW
Natural gas combustion turbine (peaking) $360 to $425 per kW
Natural gas combined cycle (intermediate to baseload) $375 to $600 per kW
Coal baseload $920 to $1,400 per kW
Wind $800 to $1,200 per KW



but the cost has remained relatively constant since
1995.100 An analysis of these costs just for Xcel
Energy (in Figure 4-2) shows a similar pattern: the
costs increased between 1992 and 1995, but have
remained relatively constant or declined since
1995.100 Xcel Energy’s average cost for saving
demand over the nine-year period is $299.101

The range of electric IOU demand savings costs is
compared to the range of estimates for new installed
capacity in Figure 4-3.

Based on these costs of new capacity, Minnesota’s CIP
costs compare very favorably with the price of supply
side capacity investments, even without considering
the additional benefits of avoided fuel and operation
and maintenance costs and avoided transmission and
distribution costs of all of the energy saved. 

This cost comparison, however, is not dispositive
because the lifetime of a conservation measure may
be different than the lifetime of new peaking or base-
load capacity. The best way to determine whether an
energy conservation measure is cost effective is to
perform an analysis that takes into account the life-
time of the energy conservation measures. In some
cases, energy conservation may cost more than new
capacity investments, but will still be cost effective
because the combined energy and demand savings
cost less than a combined equivalent supply of ener-
gy and demand.

Figure 4-4 shows that the natural gas IOUs also have
saved significant amounts of energy since 1997 at an
average cost less than even the low range of month-
ly wholesale natural gas prices. 103

The cost of saving natural gas has declined in the
past two years mostly because utilities have been
focusing on commercial and industrial customer
energy savings.104

Potential Additional Future Energy
and demand Savings Through CIP
Figure 4-5 estimates the amount of electric energy
and demand and natural gas energy savings the
state can achieve by 2010 just through utility-spon-
sored (municipal, cooperative, and investor-owned
utilities) energy conservation programs.105 Figure 4-
5 assumes that municipal and cooperative utilities
ramp up their commitment to energy conservation
projects as required by the 2001 energy legislation.

The cumulative natural gas savings are equivalent to
providing natural gas to 102,000 average Minnesota
homes for ten years. The cumulative electric savings
are equivalent to providing electricity to 38,000 to
41,000 average homes for ten years.106 Figure 4-5 esti-
mates overall potential energy conservation in the
state for utility programs assuming present legislation.

When each utility submits its forecast of future ener-
gy needs to the Midcontinent Area Power Pool
(MAPP), the forecast already accounts for the fact
that the utilities’ energy conservation projects will
reduce their customers’ energy and demand needs
in the future. Consequently, when determining how
much of the demand savings (capacity savings) esti-
mate can be used to meet new electric capacity
needs, we first must eliminate the amount of
demand savings that are accounted for by the utility
estimates. Energy conservation resulting from exist-
ing energy conservation statutes and PUC Orders107

can be used to provide 326 to 434 MW of the pro-
jected electric capacity deficit (see Chapter 2).
Stated another way, only 650 to 670 MW of the 980
to 1,100 MW of energy capacity available from con-
servation is included in utility demand forecasts.

The contribution of energy conservation to the
state’s energy and capacity needs through 2010,
could be increased beyond the 326 to 434 MW iden-
tified above by:

• Treating municipal and cooperative utilities’
load-management expenditures the same as
electric IOUs’ load-management expendi-
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Figure 4.5: Potential Cumulative 
Energy and Demand Savings by 2010

Energy Demand
Savings Savings

Electric 3,000-3,200 GWh 980-1,100 MW
Natural Gas 105,000,000 MCF

Figure 4.4: Investor-Owned Natural Gas Utilities’ Historical CIP Savings
Energy Average Cost 
Savings per Mcf Lowest Monthly Highest Monthly

(Mcf) Saved Natural Gas Price Natural Gas Price
1997 1,001,836 $0.84 $1.78 $.4.00
1998 945,983 $0.80 $1.67 $2.36
1999 1,310,255 $0.51 $1.67 $3.09
2000 1,349,630 $0.51 $2.34 $6.04



tures—only load-management projects that
result in energy savings would count towards
statutory spending requirements. Effectively,
this increases the percentage of municipal and
cooperative utilities’ CIP spending that must be
used on energy conservation (and not load man-
agement) projects to higher than 50 percent.

• Increasing the percentage of gross operating
revenues that all electric municipal, coopera-
tive and IOU utilities must spend on CIP to 2
percent (the amount required of Xcel Energy).

The first step could save an additional 84 to 189 MW
of capacity. The second step could save an addition-
al 48-83 MW of capacity. These strategies should be
considered in future legislative energy discussions.

Figure 4-6 shows how energy conservation could be
used to reduce the Spring 2001 MAPP forecasted
capacity needs for the MAPP US region and for
major Minnesota electric utilities.

Consequently, energy conservation could reduce
the MAPP forecasted capacity shortages by 330 to
706 MW, depending on future legislation or on utili-
ties’ voluntary efforts or increased spending. We
will track the state’s progress toward meeting the
potential shown in Figure 4-5 and include in the 2002
update to this report an analysis of that progress.

Please see Appendix D for an explanation of how we
calculated the numbers above.

Maximizing Energy Savings 
CIP funds are finite and a valuable resource. Every
effort should be made to maximize energy savings
from conservation investments while meeting all of the
public policy provisions of the statute. Energy savings
can be maximized by minimizing administrative costs,
focusing utility efforts on proven cost effective tech-
nologies and processes, and encouraging utilities to
invest in promising new technologies and marketing
techniques. Each of these options is discussed below.

Minimizing Administrative Costs
Administrative costs for implementing CIP can have
an impact on the amount of energy savings per dol-
lar spent.

Both the Department of Commerce (DOC) and utili-
ties incur CIP administrative costs. These costs
include:

• The cost to utilities to research, plan, and sub-
mit new and existing project proposals.

• The cost of DOC’s and other parties’ review of
the submitted proposals.

• The cost of compliance filings.

Investor Owned Utilities
IOUs reduce the administrative cost of CIP when they pro-
vide complete and accurate information up-front and
respond in a timely manner to information requests. 

We have taken several actions during the past five
years to reduce the resources consumed by the CIP
approval process and to expedite decisions for
investor owned utilities. These steps include:

• setting timelines for completion of staff review,
• streamlining our cost effectiveness analysis,
• granting utilities the flexibility to modify proj-

ects or surpass goals when the changes result
in a cost effective project,

• reviewing utility proposals at a customer class
level instead of an individual project level, and

• reducing the degree of analysis of existing, suc-
cessful projects.

In response, the number of time-consuming miscel-
laneous filings for investor owned utilities has been
reduced and the overall decisions are being handled
in a more timely manner. 

Currently, IOU conservation improvement pro-
grams are approved once every two years. Despite
attempts to streamline the process, the submission
and approval of a plan continues to consume a sig-
nificant amount of DOC’s, utilities’ and other parties’
resources. Allowing utilities to file for and imple-
ment programs for three rather than two years is
potentially one way to further reduce CIP’s adminis-
trative burden. The drawbacks may include greater
difficulty in estimating budgets and goals three,
rather than two years into the future, intervening
changes in technologies and standards and a reduc-
tion in accountability112
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Figure 4.6: How Energy Conservation May Reduce Electric CapacityShortages
MAPP US Region Major Minnesota 

Utilities
2010 Shortfall 3,579 MW 2,050 MW
After Conservation 108 3,145-3,253 MW 1,616-1,724 MW
Muni/Co-op 100% 109 2,956-3,169 MW 1,427-1,640 MW
Statewide 2% spending 110 3,062-3,205 MW 1,533-1,676 MW
All scenarios 111 2,873-3,121 MW 1,344-1,592 MW



An option for reducing administrative costs would
be to create a “conservation utility” as discussed
later in this chapter.113

Municipal and Cooperative Utilities
The administrative costs of cooperative and munici-
pal utilities are likely to increase as they develop and
implement new programs, evaluate these programs,
and communicate their results. As the Minnesota
Municipal Utility Association noted in its comments
on the draft CIP study, most municipal utilities will
be operating under testing and evaluation
allowances of $5,000 or less. Potential energy sav-
ings should not be eaten up by administrative costs
that may be incurred by so many small entities com-
plying with the state law. There are five primary
ways to alleviate this potential problem. First, the
municipal and cooperative utilities can use standard-
ized and pre-packaged programs with proven track
records.114 Second, we will provide information on a
variety of cost effective programs, and the utilities
may choose the ones that best fit their customer
needs.115 Third, the utilities can band together to pro-
vide the greatest pool of resources. Fourth, we are
developing templates for conservation reports so
that utilities will understand the kind of information
that we will need to evaluate completed and pro-
posed programs. Fifth, all utilities could be required
to share or report the results of their CIP funded
research or pilot projects. Increasing the time
between conservation program filings from two to
three years for municipal and cooperative utilities,
as suggested by some parties, is inappropriate
because these utilities are just beginning to imple-
ment large scale energy conservation programs that
will need closer attention in the beginning years.

All Utilities
In its comments on the draft of this CIP study, one
party recommended that DOC sponsor a forum
where utilities and other industry professionals
exchange ideas about successful programs and what
projects can be tailored to meet community or cus-
tomer needs.116 We agree that this would be an addi-
tional way to minimize the administrative costs of all
utilities. We will work with various interested parties
to set up a useful forum.

Identifying Cost-Effective Projects 
Energy conservation projects are considered cost
effective to society when their costs are less than the
cost to build and operate new energy supplies. The
appropriate way to measure cost effectiveness is to
consider all of the benefits of a project. For example,
assume an electric energy conservation project that
saves 10 kW of summer peaking capacity also saves
16,500 kWh. It would not be appropriate to compare
the cost of the energy conservation measure with
the avoided costs of 10 kW of peaking capacity. It is
also necessary to add the benefits of saving the
16,500 kWh. 

Figure 4-7 shows that the average cost for an indi-
vidual commercial and industrial project to save nat-
ural gas was between $0.12 cents and $1.72 per
Mcf.117 (The calculations in Figures 7-12 are for proj-
ects that were implemented between 1997 and
2000.) For example, of the natural gas utilities that
offered incentives at any time between 1997 and
2000 for energy efficient commercial and industrial
boilers, the average cost to save an Mcf was approx-
imately $0.16 per Mcf: the lowest cost was $0.12 per
Mcf and the highest cost was $0.25 per Mcf.
Calculating these ranges provides information about
the most cost effective projects and can be used by
utilities to help estimate the cost of using similar
measures for their customers. The calculations in
Figure 4-8 can be interpreted in a similar manner.

Figures 4-9 and 4-10 show the costs of commercial
and industrial projects saving electric energy and
demand.

Figures 4-11 and 4-12 show residential projects and
their costs of saving electric energy and demand.

All of these projects have been determined to be
cost effective for at least one IOU utility in
Minnesota. For the most part, these projects remain
cost effective over all reasonable ranges of future
electric and natural gas costs.118

Projects that maximize energy savings
Minnesota’s experience indicates that commercial
and industrial projects are the most cost effective
energy conservation projects, both for electricity
and natural gas. Residential projects tend to be not
as cost effective for two reasons. First, Minnesota’s
building code and federal appliance standards have
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reduced the energy savings potential for efficient
versus standard homes and appliances because the
standards have raised the baseline for energy effi-
ciency. Second, convincing an individual customer
to change his or her purchasing behavior has a cost.
Considerably more residential customers must
change purchasing practices to save a unit of energy
than the number of commercial and industrial cus-
tomer purchases it takes to save the same amount of
energy. DOC will continue to require IOUs to devote
an appropriate amount of their budgets to commer-
cial and industrial projects. 

Other impacts on a program’s savings
In general, the type of projects the Commissioner of
Commerce approves for CIP spending can be
ranked according to how much energy they save in
the following order (most energy saved to least
energy saved per $ spent):

1. Commercial and industrial projects
2. Non-low income residential projects
3. Low income projects
4. Educational/audit/research projects

Although commercial and industrial projects are the
most cost effective, it is not appropriate to invest
only in these projects for two main reasons. First,
energy conservation programs are one of the only
means of giving customers control of their energy
usage. Denying access to these projects to any cus-
tomer class would be unfair, particularly when all
customer classes typically pay for the overall CIP.
Second, cost effective potential exists in all of the
areas and should be exploited where possible.119

Some parties have asked the Commissioner to limit
utilities’ investments in projects that do not have
direct energy savings—educational and research
projects in particular. These investments, however,
often will improve future energy savings efforts. For
example, research into market saturation of tech-
nologies may assist utilities in determining how to
best target their CIP investments for maximum
results. We will continue to support a limited amount
of funding for indirect impact projects such as
research and education projects, recognizing that
some of these expenditures may result in the prized
energy conservation efforts of tomorrow.
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Figure 4.7: Commercial and Industrial Projects Ranked 
According to Average Cost of Saving Natural Gas

Average $/ Low $/ High $/
End-use Mcf Mcf Mcf
Boilers $0.1597 $0.1145 $0.2492
Custom $0.4979 $0.3320 $1.7189
Water Heating $0.8704 $0.7643 $1.0570

Figure 4.8: Residential Projects Ranked According to
Average Cost of Saving Natural Gas

Average $/ Low $/ High $/
End-use Mcf Mcf Mcf
Space Heating $1.03 $0.55 $1.33
Water Heating $1.21 $0.95 $2.34
Weatherization $3.52 $1.73 $7.05

Figure 4.9: Commercial and Industrial Projects
Ranked According to Lowest Average Cost for Saving Energy

Average $/ Low $/ High $/
End-use kWh kWhkWh
Custom Grant 0.0022 0.0008 0.005
Compressed Air 0.0024 0.0021 0.0028
Lighting 0.0029 0.0021 0.0179
Refrigeration 0.0038 0.0021 0.0215
Air Conditioning 0.0057 0.0039 0.0120
Motors 0.0074 0.0064 0.0116

Figure 4.10: Commercial and Industrial Projects Ranked According
To Lowest Average Cost for Saving Demand (capacity)

Average $/ Low $/ High$/
End-use kW kW kW
Custom Grant 295 135 483
Compressed Air 322 247 478
Lighting 366 297 573
Refrigeration 369 275 1,949
Air Conditioning 386 275 545
Motors 535 291 1,434

Figure4.11: Residential Projects Ranked According to Lowest
Cost for Saving Demand (capacity)

Average $/ Low $/ High$/
End-use kW kW kW
Saver’s Switch 205 160 236
Central AC 764 719 828

Figure 4.12: Residential Projects Ranked According to Lowest
Cost for Saving Energy (capacity)
Average $/ Low $/ High$/

End-use kW kW kW
Lighting $0.0414 $0.0225 $0.0489
Central AC $0.0973 $0.0916 $0.1055



Promising Approaches and
Technologies for Saving
Minnesota’s Energy
The amount of energy saved by an investment
depends on numerous factors, including the ability to
educate and motivate customers to change their
investment habits, the types of technology and
processes involved, and how a project is implemented.
Below are five recommendations for how Minnesota
can maximize its energy savings in the future.

ENERGY STAR®

The ENERGY STAR label designates appliances,
motors, lighting, electronics, and other ener-
gy using devices that exceed the energy code
or standard by a specific amount.
Manufacturers and retailers can affix the

ENERGY STAR label to all of their qualifying
products to help consumers make easy choices

about the efficiency of their purchases.120

ENERGY STAR has expanded to cover new homes,
most commercial buildings, residential heating and
cooling equipment, major appliances, office equip-
ment, lighting, consumer electronics, and other
products. Last year alone ENERGY STAR saved
Americans $5 billion on their energy bills without
sacrificing product features, quality, or personal
comfort.121 A large benefit from the ENERGY STAR

label is that it is an easy way for customers to identi-
fy energy efficient products with assurance that the
products are indeed more efficient than standard
ones. Customers are not required to have a detailed
understanding of what makes one product more effi-
cient than another.

Examples of ENERGY STAR products include com-
mercial and residential clothes washers, natural gas
furnaces, residential lighting, refrigerators, air con-
ditioners, and consumer electronics.

Figure 4-13 shows the U.S. Department of Energy’s
(DOE) estimate of the Minnesota market penetration
of a few electric residential ENERGY STAR products.

In general, the ENERGY STAR products with the most
energy savings potential for residential customers
include variable-speed drives on furnaces,123 clothes
washers, lighting, and dishwashers. Even though
they do not save large amounts of energy, efficient
room and central air conditioners are important to
Minnesota because they reduce energy at the sum-
mer peak. Increasing their efficiency can have a large
impact on reducing Minnesota’s need for future peak-
ing capacity. These ENERGY STAR products are some of
the ones that utilities are promoting nationally
through a combination of incentives to customers,
manufacturers, middle market actors, and through
education. In addition, ENERGY STAR audio and video
electronics typically do not cost more than standard
electronics. Consequently, consumer education and
incentives to retailers who stock ENERGY STAR prod-
ucts are typically the means for promoting these tech-
nologies. DOE estimates that Minnesota could save 4
MW and 31 million kWh (enough electricity to power
3,600 Minnesota homes) each year if ALL units sold
in the state were ENERGY STAR.

Several IOUs have already initiated projects promot-
ing ENERGY STAR residential products and municipal
and cooperative utilities have expressed consider-
able interest. Some product promotions may not be
individually cost effective. If each utility issues a spe-
cific amount of rebates and one counts only the ener-
gy savings of those products, the costs may be
greater than the benefits (avoided energy costs.)
However, by promoting a select amount of ENERGY

STAR products during 2002 and 2003, the state, utili-
ties, and energy service companies can increase the
penetration of those products and further educate
customers about the ENERGY STAR label, encouraging
them to purchase other ENERGY STAR products. 

The Department of Commerce will work with utili-
ties, energy service companies, consumers, and oth-
ers to increase the proportion of ENERGY STAR wash-
ing machines being sold by ENERGY STAR partner
manufacturers and/or retailers. The aggressive goal
we propose is an increase of 2 percent over the cur-
rent annual rate of growth, as measured by sales
between 2000 and 2001.124 Setting this goal is expect-
ed to: help motivate all of the actors involved in
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Figure 4.13: ENERGY STAR Market Penetration and Energy-Savings Estimates
Average Savings 

Technology Market Penetration per Unit (per year)
Room air conditioners 13% 27-54 kWh 122

Clothes washers 15.5% 550 kWh
Dishwashers 16% 145 kWh
Refrigerators 15% 56 kWh
Audio electronics 30% 45 kWh
Lighting NA 80 kWh
Variable Speed Drive on Furnaces NA 570 kWh



achieving the goal; be used as an educational tool for
public awareness; and be useful in helping to deter-
mine what strategies can be used in the future to
increase energy efficiency in the state. To further
promote penetration of ENERGY STAR products, we
are encouraging utilities and retailers to participate
in ENERGY STAR’S promotion of efficient cooling
equipment such as air conditioners, dehumidifiers,
and ceiling fans in the spring of 2002.

One commenter raised the concern that the ENERGY

STAR program focuses on electric rather than natural
gas technologies and that some of its standards are
lower than what the utilities have been promoting.125

We are actively encouraging the ENERGY STAR pro-
gram to include more gas technologies, especially
since some of them, such as water heaters, tend to be
more efficient than electric water heating. In addi-
tion, we are encouraging the ENERGY STAR program
to increase the qualifying efficiency level on natural
gas furnaces; to consider requiring qualifying units
to have variable speed drive; and to increase the effi-
ciency level of electric central air conditioners.

Other Regional Approaches to Saving Energy
The section on ENERGY STAR above has already
described a national approach to promoting energy
conservation in addition to or in conjunction with
CIP. We are also encouraging Minnesota utilities to
work with the Midwest Energy Efficiency Alliance
(MEEA), a regional network of organizations collab-
orating to promote energy efficiency. MEEA’s mis-
sion is to foster increased market penetration of
existing energy efficiency technologies and promote
new technologies, products, and best practices. DOC
is a member of MEEA. DOC’s State Energy Office
Manager serves on the MEEA Board as Vice-Chair.

MEEA is working with DOC and several Minnesota
utilities to promote energy conservation. MEEA is
also working with regional representatives of retail
chains like Sears, Home Depot, and True Value
Hardware to encourage them to stock and promote
ENERGY STAR products. By encouraging the promo-
tion of energy conservation campaigns on a
statewide, region-wide, or even nation-wide basis,
groups like MEEA and campaigns to promote
ENERGY STAR are helping to ensure that consumer
demand is permanently transformed to focus on
buying energy efficient products most of the time.

Some municipal and cooperative utilities have also
made suggestions about how the state can assist the
utilities in obtaining better deals from manufacturers
on efficient equipment. We will continue to explore
these ideas with all utilities. By grouping together,
the state’s utilities can have a larger impact on what
types of equipment is stocked and sold in the state. 

Promoting Building Recommissioning 
and Design Assistance
Two new energy conservation strategies promise to
provide significant energy savings for Minnesota’s
commercial and industrial energy consumers. The
first, building recommissioning, involves investigat-
ing existing buildings to ascertain whether the
building’s lighting, heating, ventilation and air con-
ditioning (HVAC) systems, motors and other sys-
tems are operating properly.126 Skilled auditors often
find that controls have been disengaged, ductwork
has been pierced, or other systems are not function-
ing. The second strategy, design assistance, involves
improving architectural plans for new buildings so
that the buildings exceed the efficiency presently
required by the energy code. Xcel Energy’s Energy

Assets project is an example of design assistance.
Xcel Energy’s prime contractor, the Weidt Group of
Minnetonka, received an international award in 2001
for the project from the European Council for an
Energy Efficient Economy (ECEEE).127 We encour-
age other utilities to adopt these approaches when
appropriate as part of their CIPs.

In the 2001 legislative session, Minn. Stat. §16B.325
was amended to require the Departments of
Administration and Commerce to develop sustain-
able building design guidelines for all new state
buildings by January 15, 2003. One of the primary
objectives of these guidelines is to ensure that all
new state buildings have an energy performance at
least 30 percent better than buildings built under the
existing energy code, as well as to encourage con-
tinued energy conservation improvements and
indoor air quality standards that provide healthy
working environments. These guidelines will be
mandatory for all new buildings receiving funding
from the state bond proceeds fund after January 1,
2004. In addition, the Department of Administration,
in consultation with DOC, must develop a compre-
hensive energy conservation plan for all public
buildings in the state
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Conservation Utility
Currently, CIP creates an inherent conflict in that it
requires utilities to promote conservation of energy
when their core business is to sell consumption of
energy. To eliminate this conflict, three states—New
York, Vermont, and Wisconsin have implemented a
conservation utility approach. A conservation utility
differs from the current CIP structure in that the
administration of energy conservation programs is
handled by an entity whose sole purpose is to save
energy. This structure frees the regular utilities to
perform their basic role—selling their customers
energy. For example, in Vermont, a state agency put
out to bid the administration of the state’s entire con-
servation program. The winning bidder is currently
contracting with other organizations to deliver the
programs. A conservation utility can be designed so
that it delivers programs statewide, when appropri-
ate, or target specific projects, marketing approach-
es, etc. to specific regions of the state. A conserva-
tion utility should be a private entity, either a for-prof-
it or non-profit business. The conservation utility
could also be several conservation utilities that
implement programs in different regions of the state.

Our conservation utility recommendation received
both support and opposition in comments. The
opposition to the conservation utility generally came
from utilities and large power customers. The sup-
port generally came from energy efficiency and low
income advocates. Among the two groups, there was
some agreement that the concept would be best test-
ed when delivering projects to low income cus-
tomers. The greatest opposition came to using the
conservation utility concept to delivering services to
large commercial and industrial users because these
customers rely on a personal relationship with the
utility account representative when making strategic
energy efficiency decisions. One commenter sug-
gested that we could move towards a conservation
utility now by taking two steps. First, we could devel-
op standard projects that are implemented
statewide, including standard savings and rebate
levels. Second, we could encourage more alternative
energy providers to implement programs.128 Another
party states that the conservation utility concept was
not developed enough for parties to evaluate and
suggested several questions and concerns that need
to be answered before making a decision about a

conservation utility.129 We agree that these questions
and concerns must be further answered before
deciding how and whether the conservation utility
will work in Minnesota. Further, we will continue to
evaluate the results of similar efforts in Vermont,
New York, and Wisconsin. The 2002 update to this
report will include a more refined recommendation
for establishing a conservation utility.

Centralized coordination and/or funding of
low income projects
Several utilities have requested that DOC consider
centralizing statewide energy conservation pro-
grams that serve low income households. We are
considering this recommendation given that some
utilities have had great difficulty in meeting their
low income goals and that energy affordability is an
important societal issue. 

Currently, low income CIP dollars are administered
separately from low income weatherization dollars
provide by DOE. Central coordination of these funds
could help ensure that the dollars are used to lever-
age each other and obtain the maximum benefits for
low income customers. We are working with the util-
ities and other parties to explore this idea. No statu-
tory changes are necessary to move to central
administration of these funds.

In addition to these proposed changes, we agree
with the Energy Cents Coalition and other com-
menters that one way to improve the cost effective-
ness of low income projects is to concentrate efforts
on low income customers who use relatively large
amounts of energy.

Expansion of sales tax exemption
In the 2001 special legislative session, Minn. Stat.
§297A.67 was amended to include a sales tax exemp-
tion for certain energy efficient products. Products
that qualify for this sales tax exemption are:

• residential lighting fixtures and compact fluo-
rescent light bulbs with Energy Star labels,

• electric heat pump hot water heaters with an
Energy Factor of at least 1.9,

• natural gas water heaters with an Energy
Factor of at least 0.62,

• natural gas furnaces with an AFUE (efficiency
rating) greater than 92 percent, and

• photovoltaic devices.
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This sales tax exemption is effective for qualifying
products purchased between August 1, 2001 and July
31, 2005. This list should be amended to include
large appliances with Energy Star labels. Reliant
Energy Minnegasco has raised the issue that this
extension could disadvantage efficient natural gas
products because Energy Star has not extended their
label to some gas technologies. We are encouraging
Energy Star to include more gas technologies, and
we encourage natural gas utilities to do so as well.

Use CIP to implement real time pricing for
customers.
Customers are able to make better energy use deci-
sions if they have better information about their
energy costs. Technology exists to give consumers
hour-by-hour energy cost information. Minnesota
Power recommended that some CIP dollars be used
to help implement real time pricing projects. They
noted that real time pricing projects are more likely
to be cost effective for large customers than small
ones. This issue is currently being debated before
DOC’s Commissioner in Docket No. E017/CIP-01-
1187. In addition, real time pricing issues are being
discussed before the PUC in Docket No. E002/CI-
01-1024. We note that, although even residential cus-
tomers may benefit from real time information about
their energy use,130 we remain concerned that the
technology costs are too high at this time to make
residential applications cost effective.

DOE’s Web Based Audit
DOE currently maintains a highly informative web-
site that helps consumers conduct their own energy
audit. The information is specific to utility rates in
the consumer’s area. It gives consumers extensive,
but easy to understand, information about ways they
can reduce energy use in their homes without sacri-
ficing comfort. Because DOE allows utilities to link
to this website at no cost, Minnesota utilities should
make this information widely available to Minnesota
consumers at little to no cost. The website address is
www.homeenergysaver.lbl.gov.

Recommended Level of Spending 
As shown above and as projected in electric utility
resource plans, IOUs’ current levels of energy con-
servation efforts result in cost effective investments.
Given the continued cost effectiveness of this
resource acquisition method, increasing energy

conservation spending would result in additional
cost effective energy and demand (new capacity)
savings. Before increasing spending levels, howev-
er, we should focus our attention on ensuring the
success of two new CIP developments. First, munic-
ipal and cooperative utilities should have sufficient
time to design and offer their projects and learn
from their experiences before deciding whether an
increase in their spending levels is appropriate.
Second, two of the utilities operating in the state that
need new electric resources the most—Xcel Energy
Electric and Alliant Energy Electric—are already
mandated by the PUC to exceed the energy savings
level that would occur at the minimum statutory
spending levels. These utilities must already spend
more than the minimum amounts and we should
analyze the success of this additional spending
before requiring an overall increase statewide.

Recommendations 
Based on extensive review of CIP’s history, results,
and potential for the future, we recommend that:

• The time between IOU CIP filings be increased
administratively to three years,

• All electric and natural gas utilities implement
the most cost effective projects, with due con-
sideration for the statute’s emphasis on CIP
spending for renters and low income house-
holds.

• All utilities and state and local agencies encour-
age using Energy Star and other existing mar-
keting themes to reach Minnesota customers.

• All utilities increase the penetration of building
recommissioning and building design assis-
tance programs and projects.

• The legislature begin discussions of establish-
ing a private conservation utility (or utilities).

• DOC coordinate, in consultation with utilities
and others, CIP low income, DOE low income
weatherization, and any energy assistance funds.

• the legislature extend sales tax exemptions to
all Energy Star appliances and select efficient
natural gas appliances.

• Utilities use DOE’s audit website and provide
their customers with links to the website.

• DOC continue analysis of CIP minimum statu-
tory spending levels and the potential for addi-
tional cost effective conservation by increasing
those minimums.
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Except for the conservation utility and sales tax
exemptions, these recommendations do not require
legislative changes. Any further encouragement or
incentives for energy conservation from the legisla-
ture, however, will help increase the role of energy
efficiency and conservation in keeping electric and
natural gas retail prices low, meeting new capacity
needs, and reducing the health and environmental
burdens associated with energy production, trans-
portation, and consumption.

ENDNOTES
92. Minn. Stat. § 216B.241.

93. Capacity or demand is the rate at which electricity or natural gas is transferred. For electricity,
capacity or demand is usually measured in Megawatts (MW), which is equivalent to a million
watts. For natural gas, capacity or demand is usually measured in Mcfs (thousand cubic feet). By
saving capacity, society reduces the maximum size (and associated costs) that (an) electric gener-
ating unit(s) or natural gas pipeline(s) need to be. Energy is the measure of the amount of elec-
tricity or natural gas transferred. Electricity transferred is measured in kilowatt-hours (kWh) or
megawatt-hours (MWh). Saving kWh or Mcf reduces the need to generate electricity or drill and
transport natural gas. If kWhs or Mcfs are saved on an ongoing basis, during peak times of use,
these energy savings also produce capacity savings.

94. Assumes an average annual Minnesota electricity consumption of 7,800 kWh and average life-
time of the energy conservation measures of 13 years. 

95. The cost to society of the savings is approximately 1.0 cent more per kWh for a total cost of
approximately 2.4 cents per kWh. The additional participant’s cost is calculated from Xcel Energy’s
latest electric biennial CIP filing.

96. The participant’s cost is approximately $0.90 per Mcf more, for a total cost to society of $1.58
per Mcf. The estimate of an additional $0.90 per Mcf for participant costs is calculated from
Reliant Energy Minnegasco’s 2001-2002 CIP.

97. A downturn in the U.S. economy followed the large energy price increases. The worsening of
economic conditions will reduce the ability of some consumers to invest in efficient products. It is
difficult to predict what net impact this will have, but it does make rebate programs more impor-
tant in encouraging conservation.

98. In previous surveys, price had been the number one factor.

99. This figure only reflects the cost of saving demand to the utility. Society’s cost of reducing
demand is higher when the participant (customer) incurs an additional cost. The utilities’ cost-
effectiveness analysis from the societal perspective takes into account the participant’s incremental
cost to see whether the project is cost-effective. 

100. One exception is 1999, when Xcel Energy’s costs were higher than previous years, bringing up
the state’s average for that year.

101. Includes both energy conservation and load-management project costs.

102. New nuclear power costs have not been included since current state law prohibits their con-
struction. Also, for new generation, the figures reflect only construction costs, not future fuel and
operation and maintenance costs.

103. These are commodity costs only. Source: New York Mercantile Exchange, Henry Hub
(Midwest).

104. We are concerned that utilities count energy savings for some industrial customers differently
from others. We will be working with the utilities to ensure a common method.
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105. The amount of load-management demand reductions from utility programs is not included
but also are significant.

106. Not all energy conservation measures have a ten-year lifetime. Thus the cumulative savings
occurring per year in 2010 is slightly less than depicted. However, when taking into account that
these measures last at least an average of 13 years, the number of households that could be provid-
ed energy per year is more than tenfold of that depicted. In other words, the electric savings would
be enough to power more than 400,000 homes for ten years and the natural gas savings would be
enough to power more than 1 million homes for ten years.

107. In Docket No. E002/RP-00-787, the Commission ordered Xcel Energy to achieve energy sav-
ings totaling 264 MW more of cumulative demand savings by 2010 as compared to the levels pro-
posed by the company. 

108. Energy conservation not embedded in utilities’ forecasts.

109. Assumes that municipal and cooperative electric utilities have to devote all of their CIP spend-
ing to energy conservation projects, not allowed to spend 50 percent on load-management projects.

110. Assumes that all Minnesota electric utilities are required to spend 2 percent of their gross
operating revenues on CIP investments.

111. Assumes both that municipal and cooperative electric utilities have to devote all of their CIP
spending to energy conservation projects, not allowed to spend 50 percent on load-management
projects, and that all Minnesota electric utilities are required to spend 2 percent of their gross oper-
ating revenues on CIP investments.

112. Comments of Minnesota Energy Consumers.

113. Consortium for Energy Efficiency and the Environment/Izaak Walton League.

114. Despite this approach, some cost-effectiveness analysis will have to occur after the fact to
ensure that the designed program is delivering desirable results. 

115. In response to concerns of Missouri River Energy Services, the Department notes that it has
no intention to require an unregulated utility to implement a specific program.

116.  Missouri River Energy Services.

117. These costs include utility costs only. They are the appropriate costs for comparing the costs of
a utility producing a resource for its customers. Since participants also incur a cost, the cost to
society as a whole is higher.

118. However, some of the residential projects are marginal, with cost effectiveness varying with
the cost of natural gas and electricity. For example, weatherization is not always cost effective when
only natural gas prices are considered.

119. Minnesota Energy Consumers noted in their comments that it would be imprudent to deny
CIP dollars to large power users in order to fund less cost-effective residential projects.

120. The designation was introduced by the U.S. Environmental Protection Agency (EPA) in 1992
as a voluntary labeling program designed to identify and promote energy-efficient products. EPA
partnered with the U.S. Department of Energy in 1996 to promote the Energy Star label, with each
agency taking responsibility for particular product categories.

121. The air pollution reductions from these savings are equivalent to taking ten million cars off
the road. http://www.epa.gov/nrgystar/newsroomfactsheet/.htm.

122. The amount of energy savings depends on what part of the state that the air conditioner is
used. An air conditioner is used more often in the Twin Cities than in Duluth. Consequently, an
efficient air conditioner saves more energy in the Twin Cities than in Duluth.

123. The variable speed drive can save energy in the winter and summer since the furnace fan is
used to distribute cool air from an air conditioner.

2001 Energy Planning Report Page 83

MINNESOTA DEPARTMENT OF COMMERCE



124. Like Wisconsin, the Department will evaluate progress towards the goal by evaluating the
penetration of Energy Star clothes washers. Currently, Energy Star clothes washers are estimated to
have 15.5 percent of the Minnesota market. The resulting goal is approximately 20 percent.

125. Reliant Energy Minnegasco.

126. Although Reliant Energy Minnegasco notes that these projects often have payback periods of
less than one year, and therefore, may not need CIP funding, these types of projects are not occur-
ring to the extent they could, therefore, CIP funding is appropriate.

127. The project was awarded “The Program Most Likely to Meet the Intent of the Kyoto Protocols
in the Shortest Time.”

128. Comments from the Center for Energy and the Environment and the Izaak Walton League.

129. Customers for CIP reform.

130. Comments from Chris Robbins (see Appendix G).
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2001 ENERGY PLANNING REPORT

FIVE: LEGISLATIVE CHANGES IN 2001: 
HOW THEY RELATE TO ENERGY CHALLENGES

I
n the 2001 legislative session, the Ventura
Administration and others proposed signif-
icant new energy legislation. After much
discussion, the Legislature passed and
Governor Ventura signed the new legisla-
tion – 2001 Minn. Laws, Chapter 212. The

new legislation grants a number of new tools and
sets new directions in energy that will be very help-
ful as we face the challenges ahead. This chapter
summarizes the new legislation and how it relates
to those challenges.
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As noted in Chapter Two there are three
categories of challenges ahead in the
energy system discussed in this report.

The fourth major challenge, affordability of energy
services, is addressed in a separate report on uni-
versal energy service. The three major challenges
addressed in this report are:

1. Adequate supply of electricity;
2. Adequate transmission capacity and adequate

transmission regulatory oversight; and 
3. Emissions of pollutants from existing and

future power plants.

Energy Conservation 
and Energy Efficiency
The one option that addresses all of the challenges of
the system is energy conservation. Conserving elec-
tricity and/or using it more efficiently lessens the
need to build expensive new power plants. It likewise
lessens the need to upgrade existing transmission
lines or build new ones. Conservation lessens the
need to build new power plants that may increase
emissions of air pollutants. Finally, by reducing the
need for new facilities, conservation keeps rates for
service more affordable for more Minnesotans.

Chapter 212 includes a number of provisions related
to energy conservation:

Public Buildings
Article 1 requires adoption of sustainable building
guidelines to ensure that future state buildings
exceed the existing commercial energy code by at
least 30 percent and to ensure lowest lifetime costs
and healthy indoor environments. In addition, it
requires the Department of Administration to gather
energy usage data for all existing public buildings in
the state and develop a comprehensive energy con-
servation plan for those buildings. When these pro-
visions are effectively implemented, public buildings
will serve as models for other commercial buildings.

Conservation Improvement Program
Article 8, sections 4-7, and 11-14, make significant
changes to the existing Conservation Improvement
Program (CIP) described in Chapter 4. These
changes include:

(1) redefining energy conservation to mean an
actual reduction in energy use;

(2) requiring increased spending, over time, on
conservation activities by municipal utilities
and cooperative electric associations;

(3) reducing, over time, how much load manage-
ment that does not reduce energy use may be
counted as conservation spending by munis
and coops;

(4) requiring munis and coops to submit to
Commerce a biennial overview and evaluation
of their CIPs;

(5) encouraging Commerce to establish a list of
successful conservation programs for replica-
tion throughout the state;

(6) authorizing the Commissioner of Commerce
to order independent audits of invester owned
utilities’ CIPs;

(7) requiring munis and coops, in consultation with
Commerce, to evaluate their CIPs and submit a
report to the legislature in June, 2002; and

(8) allowing utilities to spend up to five percent of
their CIP budgets on distributed energy
resources.

Electricity Supply and System
Reliability
Distributed Energy Resources (Other than
Conservation)
Article 3 requires:

(1) the Public Utilities Commission (PUC) to
adopt generic standards for interconnection of
distributed energy resources (defined as elec-
tric generators of 10 megawatts or less that
use natural gas or another similarly clean or
cleaner fuel), which should begin to break
down some barriers to installation and opera-
tion of smaller generation facilities;

(2) munis and coops to adopt similar interconnec-
tion standards; and

(3) makes explicit the commission’s authority to
order investor owned utilities to undertake ade-
quate preventive maintenance to ensure that
power plants and transmission lines are avail-
able to maintain the reliability of the system.

Article 8, Section 2, requires utilities to establish pric-
ing programs for “high-efficiency, low emissions dis-
tributed generation” facilities of up to 10 megawatts
capacity. This allows utilities to offer their customers
electricity generated by these facilities at a higher (or
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lower) price than electricity from existing facilities. If
enough customers sign up to pay the offered prices
more distributed facilities will be installed. This pro-
gram also envisions establishing a tradeable credits
system for utilities.

Renewable Energy Sources
Article 5 amends the renewable energy production
incentive payments statute to extend the deadline
for small hydro projects to qualify and to clarify own-
ership criteria for the types of wind facilities that are
eligible to receive the 1.5 cents per kWh incentive.
We continue to have problems applying this statute
and further changes may be necessary.

Article 8, Section 3, establishes a “renewable energy
objective” that encourages utilities to have in their
generation portfolios electricity generated from
renewable resources. The objectives set in the legis-
lation are 1 percent by 2005, adding another per-
centage point each year until 2015, when the objec-
tive is 10 percent.

Reliability and Performance Standards
Article 6 requires the PUC and munis and coops to
adopt safety, reliability, and service quality stan-
dards relating to quantity and length of service inter-
ruptions, customer service response time and ade-
quacy, disconnections and the like.

Emissions of Pollutants
Chapter 212 does not directly address emissions
from the power production sector except to require
that this report address potential approaches to this
problem and to continue to include environmental
issues as issues of concern in determining the
future of the energy system in general.

Transmission Planning
Article 7, Section 30, requires the PUC to maintain a
list of certified high voltage transmission line proj-
ects. Each year, utilities are to identify deficiencies
in the transmission system, alternative means of
addressing those deficiencies, and issues associated
with them. The PUC may certify any transmission
line project noted by a utility and place it on the cer-
tified list. Certification of a transmission line in this
process satisfies the existing requirement for a cer-
tificate of need. This is a new process that will allow
a broader approach to approving transmission line
projects in relation to each other and to system-wide

needs instead of the former practice of analyzing
each proposal individually.

Power Plant and Transmission Line Siting
and Routing
One of the most significant parts of Chapter 212 is
Article 7, which amends the Power Plant Siting Act
(PPSA) and the Certificate of Need statute to
streamline regulatory approvals for power plant and
transmission line proposals. Following is a descrip-
tion of the PPSA and an explanation of the changes
made in 2001.

The legislature enacted the Power Plant Siting Act
(PPSA) in 1973. At that time new generation plants
and transmission lines were needed in the state.
Also, the negative effects of energy infrastructure
construction on the Minnesota environment had
become apparent. The purposes of the PPSA remain
the same today as they were in 1973:

The legislature hereby declares it to be the policy of the state to locate

large electric power facilities in an orderly manner compatible with

environmental preservation and the efficient use of resources. In

accordance with this policy, the [environmental quality] board shall

choose locations that minimize adverse human and environmental

impact while ensuring continuing electric power system reliability and

integrity and ensuring that electric energy needs are met and fulfilled

in an orderly and timely fashion.131

In 1973, the demand for electric energy was increas-
ing at a rate of 7 to 8 percent per year, and had been
doing so for decades. By 1973, there were approxi-
mately 5,500 megawatts of electric generation capac-
ity located in Minnesota. If demand had continued to
increase at historic rates, generation capacity would
have needed to be doubled in the next ten years. In
the mid 1970s, nuclear power plants were starting to
fall into public disfavor. Most proposals for new
power plants were for coal fired power plants.
Finally, locating new generation plants outside of the
state requires long distance, high voltage transmis-
sion lines, which are difficult to route.

While several transmission lines and a handful of
power plants were sited under the PPSA in the 1970s,
electric demand growth slowed considerably as a
result of a recession, deindustrialization, and a wave of
energy conservation efforts. By 1981 to 1983, the
annual average growth of electric use in Minnesota
was very low. As the economy recovered after 1983,
the demand for electricity in Minnesota began to
increase again but at much lower levels than in the
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early 1970s. These factors resulted in a 15 year period,
between 1982 and 1997, where very little generation
was sited in Minnesota compared to the 1960s and
1970s. No new transmission line over 200 kilovolts has
been routed in Minnesota since 1981.132 Figure 5-1
shows the chronology of power plants sited under the
PPSA. Figure 5-2 shows the same information regard-
ing high voltage transmission lines.

As explained above, growth in electric demand and
the need for more power in the region have created
a potential need for building more generation.
Growth in demand also has begun to strain the capa-
bilities of transmission lines throughout the upper
Midwest region. Routing transmission lines and sit-
ing power plants under the PPSA likely will occur
more frequently in this decade.

In 2001, the legislature made the most significant
changes to the PPSA since its enactment 28 years
ago (2001 Minn. Laws, Ch. 212, Art. 7). The changes
were designed to clarify and streamline the siting of
power plants and routing of transmission lines, while
preserving effective public participation in the
issues relevant to these decisions. 

First, the amended statutes align the thresholds for
the certificate of need process before the Minnesota
Public Utilities Commission (PUC) with the thresh-
olds for routing or siting by the Environmental
Quality Board (EQB). Although there have been few
transmission line proposals in recent years, two con-
troversial proposals concerned the Arrowhead trans-
mission line in Duluth and the proposed Chisago
transmission line. In both cases, the decision
required more review time than provided by law, and
involved controversy over the need for the project.
Neither required a certificate of need from the PUC.

Despite the long time between the Chisago and
Arrowhead transmission routing proceedings and
the proceedings in the 1970s, they bogged down in
the same way.133 When the PUC had not made a
determination of need, the decision on where to
route a transmission line became extremely contro-
versial in front of the EQB. The controversy focused
on whether the transmission line was needed at all
instead of where to locate it. In the history of the
PPSA, the proceedings that did not bog down were
those where the PUC determined a need or where
need was completely apparent.

As a result of the statutory changes, more transmis-
sion line proposals will be presented to the PUC for
a determination of need because smaller lines now
require a Certificate of Need (CON). In the CON
proceeding, the participatory rights of the public
were not changed. This places the need determina-
tion in the best forum. It should allow the routing
process to focus exclusively on locating the trans-
mission line in the most appropriate way possible
considering environmental and land use issues.

Of the various potential natural and human environ-
mental effects of transmission lines that are
reviewed in project certification proceedings, public
concern is often focused on the possibility of health
effects from exposure to electromagnetic frequency,
or EMF. Several state agencies, including the
Minnesota Department of Health, continue to moni-
tor and assess the scientific research on this issue,
as they have in the past, and will continue to inform
the public debate. There are numerous transmission
line design, construction and operational factors that
have to be reviewed in a public process.

The second major change in the PPSA is the elimi-
nation of the exemption process in favor of a shorter,
alternative review process for smaller power plants
and transmission lines. Prior to 2001, certain power
plants and transmission lines would be presented to
the EQB for a determination as to whether the proj-
ect should be sited under the PPSA or was exempt
from state siting. An exemption approval resulted in
sending the project to local authorities for a proceed-
ing to decide the route site. It was, in essence, a
whole proceeding to determine the next proceeding.
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Figure 5.1: Power Plants Sited Under the PPSA, 1973-2001
Sherburne County 3 800MW Coal 1975
Clay Boswell 4 500MW Coal 1976
Cottage Grove Cogeneration 245MW Gas 1994
Lakefield Junction 550MW Gas 1999
Pleasant Valley 434MW Gas 2000

Figure 5.2: Transmission Lines Routed Under the PPSA, 1973-2001
Warroad to Little Fork 230KV 105 miles MP 1974
N. Dakota to Coon Rapids 400KV 172 miles CU 1976

345KV 28 miles
Kettle River to Chisago 500KV 80 miles MP 1976
Chisago to Grant 345KV 35 miles
Forbes to Manitoba 500KV 200 miles Xcel 1977
Kettle River to Forbes 500KV 60 miles MP 1977
Boswell to Blackberry 230KV 19 miles MP 1979
Benton to Milaca 230KV 25 miles UPA 1980
Sherco to Benton 345KV 17 miles Xcel 1981
Pleasant Valley to Nearest Line 345KV <1 mile GRE 2000



The 2001 changes establish an alternative review
process for smaller proposals whereby the applicant
or an affected local unit of government can decide to
present the proposal to the EQB for decision. If that
is the case, the EQB will decide the matter within six
months. Whether the EQB or a local government
makes the decision, there is only one proceeding
that results in a final decision.

Other changes create tighter standards that should
result in proceedings being completed on time,
rather than being extended multiple times. An exam-
ple is the elimination of the so-called “process to
decide a process” problems in the PPSA. The statute
categorizes projects by size, establishes the level of
environmental review and public procedure that will
apply, and sets forth a clear timeline for decision.
This provision should prevent timelines being
extended because of state or local government juris-
dictional disputes, or contentions that further levels
of environmental review should be required. Finally,
siting and routing decisions should be more timely
because, in almost every case, a definitive determi-
nation of need will have been made by the PUC.

These improvements to the PPSA maintain the same
public participation procedures that have applied
throughout its history. The only difference in public
participation is that members of the public who wish
to participate in the need determination must do so
before the PUC because that issue will not be decid-
ed by the EQB. The certificate of need process before
the PUC has always been an open public process.

Finally, utilities may now propose multiple transmis-
sion projects at one time (see Transmission Planning
above), and have them certified as to need or not cer-
tified as to need by the PUC in the same proceeding.
This procedure is expected to allow citizens a greater
understanding of the inter-relationship of the trans-
mission needs of different utilities and how proposals
for new or upgraded lines fit into longer term trans-
mission planning. As required by 2001 legislation,
Minnesota transmission owners filed their first
statewide transmission planning report with the PUC
on November 1, 2001. The report identified 65 trans-
mission line projects that may be needed in
Minnesota over the next ten years. The PUC’s review
process will be developed to address the mandated
objectives of (1) identifying future inadequacies in
the state’s transmission system; (2) identifying alter-

natives that can solve the inadequacies; (3) assessing
general economic, environmental , and social issues
associated with the alternatives; and (4) involving the
general public, local governments, and regional
transmission groups. It is important that all interest-
ed parties monitor this proceeding to determine
whether the greater statewide context in which indi-
vidual transmission line proposals are discussed will
help everyone gain a better understanding of the
interrelationships and need for new transmission. It
is also important to determine if this joint process
results in greater efficiencies. This type of proceed-
ing has not been attempted elsewhere, and the initial
proceeding should be watched carefully to deter-
mine whether it is attaining its objectives.

Very shortly the effectiveness of the new process will
be tested by both power plant and transmission line
proposals. Further changes should not be made to the
PPSA until the 2001 changes can be implemented and
the proceedings evaluated. The exception is the need
for clear criteria for approving a certificate of need for
a merchant plant and/or a bulk power transmission
line. We initially supported exemption of merchant
plants from the certificate of need statute. We became
concerned about this position, however, when it
became apparent that without a need determination
the EQB locational proceeding would become bogged
down in questions of need that citizens feel have not
been properly dealt with in a public forum. As a result,
these facilities should be subjected to some appropri-
ate review as to need. The existing criteria for the cer-
tificate of need, however, do not apply as well to mer-
chant plants and bulk power transmission lines as they
do to utility owned facilities dedicated to serve local
customers. The statutes assume that power plants and
transmission lines will be built by vertically integrated
utility monopolies subject to regulatory oversight by
the PUC as has been the case historically. Since mer-
chant plants are not plants that propose to include
their capital costs in the base rates of utility con-
sumers, the current criteria in the certificate of need
statute need some revision to properly evaluate pro-
posed merchant plants. Additionally, with the federal
changes to the bulk power transmission market, the
certificate of need criteria for these transmission facil-
ities should be reviewed for possible change. We con-
tinue to request public comment on this issue.
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ENDNOTES
131.  Minnesota Statutes 116C.53, subd. 1 (2000).

132.  This historical summary was derived from Hynes, Routing Transmission Lines and Siting
Power Plants, Sept. 1999, available from the Environmental Quality Board.

133.  See Electric Power Facility Siting and Routing Projects, 1973-1981, Environmental Quality
Board.
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The environmental impact of electricity is a
significant factor in energy policy and plan-
ning to meet Minnesota’s generating capac-

ity deficit. Because different generating technologies
range from significant air emissions (coal) to low air
emissions (natural gas and biomass) to no air emis-
sions (wind, solar and nuclear), energy policy and
generation mix choices that will be made in the next
few years may require other up-front policy choices
to manage environmental impacts. The state should
evaluate the benefits and cost-effectiveness of adding
more pollution control to existing generating plants
based on the environmental effects described in this
section, and require installation of controls as appro-
priate. If generation technology choices in the future
include significant new air emissions, this policy
decision is even more necessary.

The first part of this section analyzes the environ-
mental impacts of the current electric generating
system in Minnesota, and explores alternatives to
reduce or mitigate those impacts. This section focus-
es on air emissions, which are the single largest
source of environmental impact from electricity gen-
eration. This section will explain the air emissions
that result from electricity generation in Minnesota,
describe the health and environmental impacts of
those emissions, describe the regulatory programs
that have been in place to mitigate environmental
impacts, and describe upcoming pollution control
programs that will require further emission reduc-
tions from electricity generation, or require that cur-
rent levels of emissions not grow any larger. Finally,
this section will discuss options for further emissions
control in Minnesota’s existing coal plants, most of
which were not required to meet the most stringent
Clean Air Act requirements because they were con-
structed before those requirements took effect.

Current and Forecasted Emissions
from Electric Generation in
Minnesota
Air emissions from electricity generation in
Minnesota are shown in Figure A-1 for 1999 in tons
of emissions and as a percent of total statewide air
emissions from all emitting sectors from Minnesota.
Included are air emissions of nitrogen oxides
(NOx), sulfur dioxide (SO2), carbon monoxide
(CO), fine particulate matter (PM2.5), lead, mercu-
ry, other metals, and greenhouse gases. With the
exception of CO emissions, electricity generation
currently contributes a substantial fraction of total
statewide air emissions. One-fifth of NOx emissions
and one-quarter of greenhouse gas emissions from
Minnesota sources derive from electricity genera-
tion, while electricity generation accounts for about
40 percent of all statewide mercury emissions and
58 percent of statewide SO2 emissions. Sources of
PM2.5 in the state are less certain, and are current-
ly being studied in preparation for implementing the
new federal air quality standards for PM2.5.
However, it is thought that coal combustion during
electricity generation could be a large source.

There are about 350 generating units located in
Minnesota supplying power to the grid, some 9395
MW of installed capacity. Using 1999 plant utilization
rates as a measure, about 6,900 MW of this would be
classified as baseload capacity, with 2,050 MW classi-
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Figure A.1: Electric Utility Contribution 
to Current Minnesota Air Emissions

1999 Emission to the Air % of Estimated
(thousand tons) Statewide Emissions

Greenhouse Gases 35,982 26%
Nitrogen Oxides 87 18%
Sulfur Dioxide 95 58%
Carbon Monoxide 8 <1%
Fine Particulate Matter (2.5 microns) ? large
Lead 0.03 62%
Mercury 0.0008 40%
Other Metals NA 10-60%

(Chromium, Arsenic, Nickel)
Source: PCA
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fied as peaking, and the remainder as intermediate
load capacity. Baseload plants are plants that, over the
course of a year, operate more than 50 percent of the
time. Intermediate-cycling plants operate between 15
and 49 percent of the time, while peaking plants oper-
ate 0 to 14 percent of the time.

Most air emissions in Minnesota derive from large
baseload and intermediate cycling facilities. Baseload
and intermediate cycling facilities located in
Minnesota of more than 100 MW of capacity are listed
in Figure A-2, along with summer capacity rating, facil-
ity start-up date, fuel type, and the status of each plant
under the New Source Performance Standards
(NSPS) of the federal Clean Air Act. Under NSPS, gen-
eration facilities constructed after 1972 are required to
meet certain minimum performance standards with
regard to air emissions of SO2, NOx, CO, lead, and
particulate matter. Generation facilities that were con-
structed before 1972 are exempt from NSPS.

NSPS have been revised a number of times, leading
to the application of different standards to different
plants depending on the year of their construction.
NSPS have become progressively more stringent, so
control requirements at plants subject to newer
NSPS tend to be much more stringent than older
NSPS requirements.134 Where NSPS applies, Figure
A-2 indicates the vintage (year) of NSPS standard to
which the facility is subject. While NSPS applies to
five generating units, four are subject only to older,
less stringent NSPS. Fifteen large baseload and
intermediate load generating units are exempt from
NSPS entirely, comprising 3,030 MW of the 5,559
MW (55 percent) of installed baseload and interme-
diate-load capacity in the state. 

Emissions at Minnesota’s large baseload and inter-
mediate plants for 1999 are shown in Figure A-3 for
SO2, NOx, CO2 and mercury. In 1999, 80,017 tons of
NOx and 90,284 tons of SO2 were emitted to the
atmosphere from large baseload and intermediate
load plants larger than 100 MW located in Minnesota.
In 1999, mercury emissions from these facilities were
an estimated 1,456 lbs., while some 34.1 million tons
of CO2 was emitted from these plants. In 1999, net
generation at these plants was some 29.5 million
megawatt-hours. As might be expected, the greatest
emissions occurred at the two largest generation
facilities, Xcel Energy’s Sherburne County facility and
Minnesota Power’s Clay Boswell generating facility.
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Figure A.2: Nonnuclear Baseload or Intermediate Load Electricity Generating 
Units at Large Plants

Capacity Principal Load Type Start-up NSPS
(summer) Fuel Date Status

(MW) Vintage 
(Year)

Xcel Energy
Sherburne County

unit 1 712.0 coal Baseload 1976 n/a
unit 2 721.0 coal Baseload 1977 1976
unit 3 871.0 coal Baseload 1987 1986

Allen King 571.0 coal Baseload 1958 n/a
Riverside

unit 7 150.0 coal Baseload 1987 1986
unit 8 221.5 coal Baseload 1964 n/a

High Bridge
unit 5 97.0 coal Intermediate 1956 n/a
unit 6 170.0 coal Intermediate 1959 n/a

Black Dog
unit 3 113.2 coal Intermediate 1955 n/a
unit 4 171.8 coal Intermediate 1960 n/a

XCEL total 3,959.6
LS Power 252.1 gas Intermediate 1998 1997
Rochester Publ. Util.
Silver Lake 

unit 4 60.3 coal Intermediate 1969 n/a
Minnesota Power
Clay Boswell

unit 1 69.0 coal Intermediate 1958 n/a
unit 2 69.0 coal Baseload 1960 n/a
unit 3 346.3 coal Baseload 1973 n/a
unit 4 535.0 coal Baseload 1980 1979

Syl Laskin
unit 1 55.0 coal Baseload 1953 n/a
unit 2 55.0 coal Baseload 1953 n/a
subtotal 110.0 

Minnesota Power total 1,129.3
OtterTail Power
Hoot Lake

unit 2 64.9 coal Intermediate 1959 n/a
unit 3 84.0 coal Intermediate 1964 n/a

Otter Tail Power total 156.9
Minnesota Total 5,355.7
*Does not include nuclear power reactors Monticello and Prairie Island 1 & 2.

Figure A.3: Net Generation and Emissions During 1999 
from Electric Generation Plants Located in Minnesota

1999 Net Emissions
Generation NOx SO2 CO2 Hg 

(MWH) (tons) (tons) (tons) (lb.) 
Xcel Energy

Sherburne County 13,289,695 22,285 20,667 15,864,259 809.57 
Allen King 3,295,770 18,479 27,251 3,465,485 58.8 
Riverside 2,164,668 12,176 13,441 2,279,736 88.92 
High Bridge 1,185,039 3,946 2,942 1,457,755 60.73 
Black Dog 1,382,947 7,080 3,005 1,795,939 44.81 

Minnesota Power
Clay Boswell 6,172,773 12,382 17,305 7,230,445 315.93 
Syl Laskin 570,635 1,570 1,008 646,863 38.50 

Otter Tail Power
Hoot Lake 629,190 1,365 2,479 870,831 30.88 

Rochester Publ. Util.
Silver Lake 206,166 683 2,184 183,044 8.33 

LSP Cottage Grove 650,667 51 2 306,597 NA
TOTALS 29,547,550 80,017 90,284 34,100,954 1456.47

Source: PCA



Emissions of SO2, NOx, CO2 and mercury per kWh
of net electricity generation is shown in Figure A-4 for
1999 for baseload and intermediate load plants of 100
MW or more located in Minnesota. Emissions of NOx
vary from 0.0002 to 0.01 lb. per kWh, or by about 50-
fold from the lowest emitting to the highest emitting
facility. Emissions of SO2 vary from 0.0001 lb. per
kWh to 0.021 lb. per kWh, or by more than 100-fold
from the lowest to the highest emitting facilities.
Emissions of CO2 range from 0.94 lb. per kWh to 2.77
lb. per kWh, and those for mercury from 0.00002 to
0.00007 lb. per MWH. The current performance stan-
dards for NOx for new or modified coal-fired facilities
is equivalent to about 0.001 lb. per kWh, and that for
SO2 to about 0.001 to 0.002 lb. per kWh.135

The lowest emitting baseload or intermediate load
facility per kWh-generated is the natural gas-fired
LSP-Cottage Grove cogeneration facility. Xcel’s King
and Riverside plants are the highest emitting plants
presently in service for NOx, and the King plant and
the Silver Lake facility owned by Rochester Public
Utility are the highest emitting plants for SO2.
Regarding CO2, the Hoot Lake and Black Dog facil-
ities are the top-emitting plants, while for mercury,
Sherburne County and Syl Laskin are the top-emit-
ting facilities.

The wide range of emissions per kWh of net elec-
tricity generated results from, among other factors,
differences in the type of fuels used, the use and vin-
tage of any pollution control equipment, and the effi-
ciency of conversion of thermal energy to electricity
at the plant. While there exists no commercially
available control technology for CO2 and mercury,
depending on type, pollution control equipment can
lower emissions of NOx and SO2 by 30 to 85 percent.
The efficiency of power generation in converting the
energy content of fuel to electricity typically varies
from about 32 percent for older existing coal-fired
facilities to 55 percent for new combined cycle natu-
ral gas units. Pollution control equipment installed at
baseload and intermediate load generating facilities
located in Minnesota is listed in Figure A-4.

On a per kilowatt hour basis, emissions of SO2 and
NOx have declined on a statewide basis. Total emis-
sions, however, continue to rise.

Emissions trends for all Minnesota electricity gen-
erating plants are shown in Figures A-5 to A-8 for
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Figure A.4: Emission Rates Per Unit of Electricity Generated 
at Minnesota Electric Generating Plants

Primary  
Emission Rate (lb./kWh generated) Emission Controlsa,b

NOx SO2 CO2 Hg SO2 NOx
Xcel Energy

Sherburne County 0.003 0.003 2.39 0.00000006 scrubbers LNC, LNB
Allen King 0.011 0.017 2.10 0.00000002
Riverside 0.011 0.012 2.11 0.00000003
High Bridge 0.007 0.005 2.46 0.00000005
Black Dog 0.010 0.004 2.60 0.00000003

Minnesota Power
Clay Boswell 0.004 0.006 2.34 0.00000005 scrubbers LNC 
Syl Laskin 0.006 0.004 2.27 0.00000007

Otter Tail Power
Hoot Lake 0.004 0.008 2.77 0.00000005 LNB 

Rochester Publ. Util.
Silver Lake 0.007 0.021 1.78 0.00000004 1

LSP Cottage Grove 0.0002 0.000 0.94 NA SCR
a  LNC1 = low NOX coal and air nozzles with close coupled overfire air; LNC2 = low NOX coal and air nozzles
with separated overfire air.
b low NOx controls 1 at Sherburne County unit 1 and low NOX controls 2 at Sherburne County unit 2. Wet scrub-
bers at Sherburne County units 1 and 2 and Clay Boswell unit 4, dry lime scrubbers at Sherburne County unit 3.
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Figure A.5: Sulfur Dioxide Emissions from Electricity Generation in Minnesota
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Figure A.6: Nitrogen Oxides Emissions from Electricity Generation in Minnesota

NOTE: SO2 emissions from other electric gener-
ation sources are insignificant.



sulfur dioxide, nitrogen oxides, carbon dioxide, and
mercury. Figures A-5 and A-6 show SO2 and NOx
emissions, respectively, from electricity generation
from 1985 to 2000. These figures show that most
emissions of SO2 and NOx result from coal-fired
facilities. Emissions of SO2 have increased from
about 78,000 tons in 1986 to about 95,000 tons in
2000, or at an overall average rate of about 1.3 per-
cent per year.

SO2 emissions prior to 1986 were higher, falling
from the early 1980s to 1986 due to increased use of
low sulfur western coal as a fuel. Since 1985, NOx
emissions have increased from 58,000 tons per year
to about 87,000 tons per year, or about 2.7 percent
per year. 

The estimated long-term trend in emissions of
greenhouse gases is shown in Figure A-7. About 99
percent of all greenhouse gases produced during
electricity generation in Minnesota are in the form
of carbon dioxide. Emissions of nitrous oxide (N2O)
comprise most of the remainder. In terms of fuels,
most emissions of greenhouse gases derive from
coal combustion, with the combustion of solid waste,
petroleum coke and natural gas contributing only a
small part to total emissions. Since 1983, emissions
of greenhouse gases from electricity generation in
Minnesota have approximately doubled, increasing
from about 20 million CO2-equivalent tons to the
current 38.6 million CO2-equivalent tons. Emissions
are increasing at a rate of 3.9 percent per year. 

Finally, Figure A-8 shows the estimated 17-year trend
in mercury emissions from electricity generation in
Minnesota. Most mercury that is emitted during
power production in Minnesota currently is derived
from coal combustion. Due to enhanced mercury
controls at solid waste incinerators, emissions of
mercury from electricity generation have declined
about 40 percent since 1990, falling from about 2,500
lb. of mercury in 1990 to the current 1,500 lb. in 2000.
With most emissions from solid waste incineration
now eliminated, at present levels of emission control
any increase in coal combustion at Minnesota’s elec-
tricity generation facilities will result in increased
mercury emissions to the atmosphere.

With the exception of unit 3 at Xcel Energy’s
Sherburne County facility, relatively little new gen-
eration capacity has been built in Minnesota since
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Figure A.7: Greenhouse Gas Emissions from Electric Generation in Minnesota
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Figure A.8: Mercury Emissions from Electric Generation in Minnesota
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Figure A.9: Net Electric Generation in Minnesota Baseload Plants as a 
Percentage of Potential Generation at 8760 Hours of Operations 

and Reported Plant Net Summer Generation Capability Rating



1983. Most of the increases in air emissions have
derived from higher utilization rates of existing
plants. Historical utilization rates for baseload and
intermediate load plants larger than 100 MW in
Minnesota are shown graphically in Figure A-9. This
figure shows that utilization rates have steadily
increased since 1983, rising statewide from 50 per-
cent to the current estimated 70 percent. Much of
this has occurred at coal-fired facilities, resulting in
the upward movement of air emissions depicted in
the Figures A-5 through A-8. 

With regard to increased utilization of existing gen-
erating plants, the long-term trend favors at least
some increased utilization. A further increase in
capacity factors at existing facilities of 5 percent or
more might be achievable. In their respective inte-
grated resource plans filed with the PUC, Xcel
Energy, Minnesota Power and Otter Tail Power in
aggregate forecast an increase in coal throughput
through existing facilities of about 2.5 million tons of
coal between 1999 to 2010. 

In addition to increased utilization of existing facili-
ties, new plants will be added. Figure 3-3 in Chapter
3 of the main report lists the generating plants under
construction or planned in Minnesota. This list does

not include conversion of the LTV Taconite Harbor
power plant for use in supplying the grid with elec-
tricity. LTV is currently in a bankruptcy proceeding.
The Hoyt Lakes and Taconite Harbor facilities are for
sale in the bankruptcy proceeding. The conversion
of the Taconite Harbor plant to a grid power plant will
shift approximately 3,000 tons of SO2, 2,850 tons of
NOx and 1.2 million tons of CO2 from the industrial
sector to the electricity generating sector.

Based on the emission and operating characteristics
of similar types of newly constructed or operating
plants, Figure A-10 estimates the contribution of this
expansion in statewide generation capacity to annu-
al statewide emissions of SO2, NOx and greenhouse
gases.136 These additions can be expected to gener-
ate about 3.5 million MWh of additional electricity
each year. Annually associated with this generation,
however, would be an extra 1.6 million tons of car-
bon dioxide, 980 tons of SO2 and 1,290 tons of NOx.
This translates to an increase in statewide emissions
of about 4 percent for CO2, and 1 and 1.5 percent for
SO2 and NOx, respectively.

Using the projected increase in coal throughput at
existing facilities, current emission levels (see
Figure A-3) and emissions associated with new con-
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Figure A.10: Estimated Extra Annual SO2, NOx and CO2 Emissions Associated 
with Permitted or Planned Expansions to Service or Capacity Added Since 2000

Generation Emissions
Capacity Capacity Net Efficiency in 

(Summer) Factor Generation Converting Fuel SO2 NOX CO2
Plant Name (MW) (%) (MWH/yr) to Electricity (tons) (tons) (Tons)

Pleasant Valley units #1-3 434 5 190,092 0.34 1 18 110,934
Lakefield Junction units #1-6 480 5 210,240 0.34 1 20 122,692
New Ulm unit #7 22 5 9,636 0.34 0 1 7,717
Cascade Creek units #3-4 50 5 21,900 0.34 0 2 12,780
Potlatch Cloquet unit #8 24 65 136,656 0.32 0 66 84,734
Navitas gas turbine 250 5 109,500 0.34 1 10 63,902
Otter Tail Power Solway unit #1 44 5 19,272 0.34 0 2 11,247
Prairie-Gen unit #1 49 5 21,462 0.34 0 2 12,525
St. James Diesel Plant units #1-7 12 5 5,256 0.25 9 117 5,725
Worthington Diesel Plant units #1-6 14 5 6,132 0.25 10 136 6,679
Black Dog units #2,5 143a 45c 1,144,757 0.5 -28d -41d 435,075d

District Energy unit #7 25 65 142,350 0.2 39 182 61,668
Heartland Energy and Recycling 4 65 22,776 0.2 7 14 36,824
Fibrominn Biomass Power Plant 50 65 284,700 0.22 155 353 -
Northome Biomass Plant 15 65 85,410 0.26 14 56 -
Perham Resource Recovery 2.5 65 14,235 0.2 2 36 11,746
Grand Rapids power plant 195b 65 1,110,330 0.42 767 316 625,590

Total 1,813.5 3,534,704 978 1,288 1,609,838
a  net increase in generation capacity after conversion of existing unit 2 to combined cycle gas turbine, retirement of existing unit 1, and
addition of unit 5. b net increase in generation capacity after subtraction of internal Blandin demand. c 45% capacity factor at 290.4 MW of
capacity at repowered unit #2 and new unit #5. d estimated emissions at repowered unit #2 and new unit #5 less 1999 emissions from old
units #1 and 2.  
NOTE: In addition, approximately 3,020 tons of existing SO2 emissions, 2,849 tons of existing NOX emmissions and 1,215,921 tons of
CO2 would be shifted from the industrial sector to the electricity generation sector with the conversion of the 187.7MW LTV-Taconite
Harbor plant to a generating facility serving the grid.
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struction (see Figure A-10), aggregate statewide
emission levels from electricity generation facilities
located in Minnesota are forecasted in Figure A-11
through 2010. This forecast does not include any
new generation needed to meet the capacity deficit
forecast in Chapter Two, beyond the current proj-
ects listed in Figure A-10. Figure A-11 shows that
CO2 emissions will increase 4.8 million tons by
2010, leading to a roughly 12 percent increase in
emissions from current levels by 2010. In the case of
NOx, emissions will increase 8,723 tons by 2010, or
10 percent. SO2 emissions will increase 8,472 tons
by 2010, or 9 percent.

Finally, it might be noted that the projections given
in Figure A-11 assume that no new pollution control
requirements are instituted in the state and that
emissions will continue at current rates per MMBtu
of energy input. The imposition of more stringent
controls on existing plants could dramatically
change this rate, thereby reducing levels of future
emissions. 

Health and Environmental Impacts
of Electric Generation
Sulfur dioxide and nitrogen oxides emitted from
power plants interact with other compounds in the
air to form fine particles and to cause acid rain.
Nitrogen oxides react with volatile organic com-
pounds to form ozone in hot, sunny weather.
Mercury is a toxic pollutant that contaminates some
fish, making them unsafe for human or wildlife con-
sumption. Carbon dioxide is a greenhouse gas that
contributes to global climate change. This section
briefly describes the health and environmental
impacts of these pollutants.137

Particulate matter
Airborne particulate matter, especially very small
particles from combustion sources such as power
plants, diesel and gasoline powered engines and
vehicles, and wood burning, are creating health con-
cerns at current outdoor concentrations. Particles
are emitted directly, or can be formed when ammo-
nia and combustion gases such as nitrogen oxides
and sulfur dioxide chemically transform into parti-
cles. Very small particles are inhaled deeply into the
lungs where the body cannot easily remove them.

A substantial body of published scientific literature,
such as the Harvard Six Cities Study findings dis-

Figure A.11: Historic and Forecasted Emissions of CO2, SO2 and NOx
from Electricity Generation in Minnesota

Year
2000 2005 2010

CO2
Baseline 2000 Emissions 38,638,000 38,638,000 38,638,000
Emissions from Increased Use, Existing Plantsa -   454,000 3,208,000
Emissions from New Generation Capacity -   1,610,000 1,610,000

total 38,638,000 40,702,000 43,456,000
SO2
Baseline 2000 Emissions 94,915 94,915 94,915
Emissions from Increased Use, Existing Plantsa -  1,065 7,494
Emissions from New Generation Capacity -   978 978

total 94,915 96,958 103,387
NOX
Baseline 2000 Emissions 88,291 88,291 88,291
Emissions from Increased Use, Existing Plantsa -   1,125 7,435
Emissions from New Generation Capacity -   1,288 1,288

total 88,291 90,704 97,014
Sources:Figures 3.3 and 3.13 above
a Calculated from projected increased coal use from 1999 levels at large baseload and intermediate load plants,
as given in the integrated resource plan filings of Xcel Energy, Minnesota Power and Ottertail Power 
NOTE: emissions from the Taconite Harbor plant are not included, since these would not represent new emis-
sions but simply a shifting of emissions from the industrial sector to the electricity generation sector.
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Figure A.12: Relative Risk of Death vs. Fine Particle (PM2.5) Concentration



played in Figure A-12, have shown an association
between increased particles in the air and premature
death from heart and respiratory disease.138 Numerous
studies also show the number of asthma attacks per
day goes up as particles in the air increase.139

In 1997, EPA added two new standards for fine parti-
cles (PM2.5), set at 15 micrograms per cubic meter
and 65 micrograms per cubic meter, respectively, for
the annual and 24-hour standards. Beginning in 2002,
based on three years of monitoring data, EPA will des-
ignate areas as nonattainment that do not meet the
standards. Monitored yearly, average concentrations
of fine particles in the Twin Cities typically range from
11 to 14 micrograms per cubic meter. Scientists study-
ing health effects have found health effects at levels
below the standards. In cities with lower particle con-
centrations, including some likely to meet current fed-
eral ambient air standards, both hospital admissions
and deaths from heart and lung disease rise when par-
ticles in the air increase.140 EPA reviews air quality
standards about every five years. EPA is currently
revising the Criteria Document for Particulate Matter
to reflect the recent evidence regarding ambient par-
ticulate matter air concentrations and health effects.
EPA may use this information to propose a more
restrictive particulate matter standard.

While the evidence for health effects from air pollu-
tion has strengthened over time, especially fine par-
ticles derived from fossil fuel combustion, scientists
are actively researching how particles contribute to
these health effects: What are the biological mecha-
nisms? Which physical and chemical properties of
the particles are most relevant to their toxicity?
Answering these questions will help determine
which sources are most culpable.

Methods are unavailable to specifically apportion
health effects based on differences in emission
sources. Given this uncertainty, human health risk
estimates are simply based on particle mass. Using
the assumption that fine particles from all sources
have an equal ability to cause adverse effects, sever-
al researchers have developed ballpark estimates of
the benefits from reducing power plant emissions.

One article referenced an estimate that reducing
emissions from older coal-fired power plants in the
U.S. could provide substantial benefits to public
health, including the avoidance of 18,700 premature

deaths, 3 million lost
work days, and 16 million
restricted activity days
each year—primarily due
to reductions in particu-
late emissions.141 Other
studies, such as that by
the Environmental Law
Institute shown in Figure
A-13, have tried to quanti-
fy the public health-
based financial benefits
of reducing particle emis-
sions from power plants. 

In addition to health
impacts, small particles
reflect light more effi-
ciently than large parti-
cles and reduce visibili-
ty. Particles are not the
only cause for visibility
impairment but they are
a major contributor.
Figure A-14 shows how
the Twin Cities skyline
can look depending on
the degree of visibility. The concentration of parti-
cles in the air was 15 micrograms per cubic meter on
the left and 35 on the right.142

Ozone 
Ozone can be good or bad depending on where it is
found. In the earth’s upper atmosphere, ozone
occurs naturally and forms a protective layer that
blocks out harmful ultraviolet radiation. In the
earth’s lower atmosphere, ozone is formed when
pollutants (nitrogen oxides and volatile organic com-
pounds) emitted from power plants, transportation,
industrial plants and other sources react chemically
in sunlight. 

Ozone pollution is a concern in the summer when
weather conditions needed to form it—hot, sunny
days—typically occur. Minnesota currently meets
federal and state ozone standards. However, this past
summer, for the first time since the mid-1970’s, air
advisories were issued on six days for the Twin
Cities due to ozone. Ozone effects can include respi-
ratory irritation, coughing, throat irritation, chest
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Figure A.13: Billions of Dollars Saved in Public 
Health Costs as Result of Reduced Use of Coal 

in ElectricGeneration in Comparison to 
Business-as-usual Scenario for 2010

Morbidity Mortality Total
SO2 1.2 23.2 24.5
NOx 0.4 1.6 2.0
Total 1.6 24.8 26.4
*Data from Environmental Law Institute Report, May 2001. Health bene-
fits calculated only as result of particulate reductions due to lowered SO2
and NOX emissions under the scenario of 50 percent reduction in coal
with replacement primarily by natural gas. The report notes that because
of the uncertainties in the estimation of health benefits, the assumptions
made for these calculations were conservative and therefore these esti-
mates may provide lower benefit estimates compared to other studies. In
addition, the health benefits modeled did not include co-benefits of low-
ered urban ozone levels, reduced acid deposition and eutrophication, and
increased visibility. Nor does the estimate include the benefits of lowered
mercury or carbon dioxide emissions. Values are calculated for the U.S.

Figure A.14: Particulate Pollution Contributes to 
Visibility Impairment

8:00 AM on 9/14/00 12:30 PM on 6/28/01

Downtown St. Paul from Mounds Park



tightness, lung injury, asthma aggravation, and
increased susceptibility to respiratory infections.
Those most susceptible to the effects of ozone
include children and adults who are active outdoors
and people with respiratory disease.

Figure A-15 shows the number of days that the daily
8-hour average ozone concentration exceeded the
standard for the past five years. Two more summers
like 2001 could cause parts of Minnesota to be des-
ignated as nonattainment. (The method for deter-
mining attainment states requires several years of
data). Nonattainment results in a federally mandated
plan typically including controls on large stationary
sources and mobile sources.

Mercury 
Of Minnesota’s 85,000 square miles, 5,100 square
miles are covered by lakes, rivers and streams, but a
particularly toxic form of mercury, methyl mercury,
contaminates the fish in much of Minnesota’s
waters. Surprisingly, the fish in some of Minnesota’s
most remote, pristine lakes are among our most con-
taminated. Tourism is a major industry in these
areas, due in part to the good sport fishing. In most
waters in Minnesota, over 95 percent of the mercu-
ry falls from the atmosphere in rain or as dry fall-
out. It gets into the lakes when it is washed out of
the atmosphere in rain or falls as fine particles, is
converted to methyl mercury in sediments and wet-
lands, and then accumulates up the aquatic food
chain to reach high concentrations in fish.

Methyl mercury is a nerve poison, so eating too
much contaminated fish can harm health. If a person
does not eat a large amount of game fish, they are
probably not at risk. However, children and develop-
ing fetuses are susceptible to subtle, long-term
nerve damage, even with small amounts of methyl
mercury. Therefore, the Minnesota Department of
Health—in its annual fish consumption advisory—
provides guidance on how many fish are safe to eat.
In addition, mercury contamination could also be
affecting the health of fish-eating wildlife, like loons.
The long-term solution to this problem is not to limit
how much fish people eat (which offers no protec-
tion to Minnesota’s wildlife), but to reduce the input
of mercury to lakes. 

Up to 90 percent of the airborne mercury landing on
northern Minnesota lakes blows in from outside the
state. Ten percent of the mercury comes from in-
state sources. Coal-fired power plants within
Minnesota contribute incrementally to the contami-
nation of any particular lake or river within
Minnesota. Other sources can have larger local
impacts depending on the amount of mercury
released, the species of mercury, and stack height.

Mercury in the environment undergoes many
transformations before it is finally taken up into
fish. Because the total pool of mercury is too large,
the amount of mercury being emitted and the
amount of mercury already in the environment
needs to be reduced, regardless of emission source
or chemical form.
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Figure A.15: Number of Days with Ozone Levels 
Greater than the 8-Hour Standard (ppb)
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Metals
Power plants also emit metals such as cadmium,
arsenic, vanadium, chromium, nickel and lead. Lead
has historically been a concern in Minnesota’s
urban areas.

Atmospheric lead is emitted from a variety of station-
ary sources. Nationwide, primary and secondary met-
als processing, waste incineration other than munici-
pal waste, and aircraft are the most significant air
emissions contributors of lead today. Coal burning in
utility boilers contributes about 2 percent to the total
releases of lead to the air today. According to EPA’s
National Air Pollutant Emission Trends Report
(1999), total lead emissions from all sources dropped
from 220,860 short tons in 1970 to 4,199 short tons in
1999. Nationally, coal burning in utility boilers
released 327 tons of lead in 1970, and 72 tons in 1999.143

In Minnesota, lead in the air has dropped signifi-
cantly. Between 1984 and 1994, average lead con-
centrations decreased 87 percent, from 0.53 µg/m3
to 0.06 µ/m3 (compare to the national ambient air
quality standard of 1.5 µ/m3). Minnesota’s emis-
sions profile is similar to the national profile, sug-
gesting that today, the most significant contributors
to atmospheric lead emissions are metals process-
ing (lead and other metals smelters) and aircraft use
of leaded fuel.144

Global Climate Change
Global warming results from the accumulation in
the atmosphere of very long-lived gases that act to
absorb infrared radiation, trapping it in the lower
atmosphere and leading to globally rising surface
and atmospheric temperatures. As a result of global
warming, virtually every component of what we
know as weather will change. Temperature will
change. Rainfall will change, both in terms of its
intensity, its distribution across seasons, and in its
aggregate annual amount. Surface evaporation will
change, as will seasonal soil moisture, run-off and
stream flow. Some seasons will lengthen in duration,
some dramatically shorten. The length of periods of
peak heat and humidity will change, as will cloudi-
ness, wind speed, patterns of storminess, and virtu-
ally every other component of weather.

These changes, should they occur, could dramati-
cally effect the ecology of Minnesota. Ecological sys-
tems are tightly coupled to prevailing climate. As cli-

mate changes, ecologi-
cal communities
change. In Minnesota,
ecological systems vary
widely from a cold cli-
mate boreal forest in the
extreme north to a
warm temperate oak
parkland in the south,
woodland in the east and
prairie in the west. As
climate changes, partic-
ularly as it warms,
Minnesotans will see a
progressive forced
northward march of
conditions favorable to
warm temperature
forests now dominant to
our south, and the pro-
gressive shrinkage of
cool and cold climate
vegetation types. Few
ecological systems now
found in Minnesota are
likely to survive this
without significant disruption. 

Gases that contribute to global warming are called
greenhouse gases. The principal greenhouse gas is
carbon dioxide or CO2. Most human-produced CO2
is emitted during the combustion of coal, oil and
natural gas. Since the beginning of industrialization
about 150 years ago, atmospheric concentrations of
CO2 have risen about 30 percent, as shown in
Figure A-16. Continued dependence on these fuels
as the principal global source for energy will result
in at least a doubling of preindustrial atmospheric
concentrations of CO2, and perhaps as much as a
tripling. It has been widely accepted in the scientific
community for three decades that a doubling of the
preindustrial level of CO2 will cause mean global
surface temperature to rise between 1.5 and 4.5
degrees Celsius—a view reaffirmed by the U.S.
National Academy of Sciences earlier in 2001 in its
latest scientific review of the question.145

Since the beginning of industrialization, the mean
surface temperature of the earth has risen about 0.7
degrees Celsius. For many hundreds of years prior
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Figure A.16: Carbon Emissions, CO2
Concentrations and Temperature Change, 

1000-2000

Chart by Matt Kania



to industrialization, global surface temperature was
very stable at levels much cooler than now.
Beginning in 1900, global temperatures abruptly
turned up in a warming without any parallel in the
record of the prior 1,000 years. (see Figure A-16) 

Most climatologists expect the warming trend to con-
tinue and even accelerate as emissions of greenhouse
gases continue to accumulate in the atmosphere. It
has been common for several decades to find in the
scientific literature estimates of future warming of 2 to
3 degrees Celsius over the next 50 to 100 years.
Recently, the UN Intergovernmental Panel on Climate
Change concluded that, accounting for uncertainties,
mean global surface temperature will rise 1.4 to 5.8
degrees Celsius over the next 100 years.146

In general, the degree of forecasted warming is
roughly comparable to the amount of warming that
the earth experienced at the end of the last ice age,
when rising global temperatures changed a perenni-
al winter-like climate throughout much of the north-
ern half of the northern hemisphere into the present
warm climate. This provides a measure of the inten-
sity and geographic scale of the changes in ecologi-
cal and other natural systems that are contemplated.
As a rule of thumb, each 1 degree Celsius rise in
temperature in the Northern Hemisphere is associ-
ated with a northward displacement of climatic and
ecological regions of about 100 miles. 

Once present in the atmosphere in elevated concen-
trations, CO2 persists in the atmosphere at elevated
concentrations for hundreds of years. This renders a
CO2-induced warming, once initiated, essentially
irreversible by natural means over a time scale of
several lifetimes.

In 2000, the U.S. Department of Commerce pre-
pared a national assessment of impacts from global
warming. Specific effects that are thought likely to
result in Minnesota include:

• retreat of the spruce-fir ‘boreal’ forest of the
Boundary Waters Canoe Area and replacement
by northern hardwood forest;

• progressive replacement of much of the aspen-
birch forest for northern Minnesota by tem-
perate deciduous forest and deciduous savan-
na, and associated decline in habitat for some
wildlife currently inhabiting the state; 

• loss of 50 to 100 percent of stream habitat for
cold water fishes like brook trout and decline
of habitat for cold water fishes in shallow
Minnesota lakes;

• heightened influx of invasive species into
Minnesota waterways and lakes;

• expansion of insect populations in Minnesota,
requiring more intensive public health meas-
ures associated with the control of insect-borne
diseases;

• reduced Great Lakes lake levels, requiring new
investments in harbor facilities in Duluth-
Superior, and affecting the competitiveness of
the Great Lakes shipping business and indus-
tries that depend on it; and

• reduced opportunities for winter recreation.

Agricultural production is thought likely to increase.
However, due to higher summer surface tempera-
tures, the number of days conducive to the formation
of high levels of ozone may increase, leading to
declining air quality. Large new public expenditures
may become necessary to account for climatic uncer-
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Figure A.17: Principal Heath and Environmental Impacts of Air Pollutants Emitted From Coal-Fired Power Plants
Pollutant Effects Geographical Scope 

of Effect*
Sulfur Dioxide Respiratory disease, acidification, crop losses, visibility impairment Local, regional
Nitrogen Oxides Respiratory disease, acidification, crop losses, visibility impairment, eutrophication Local, regional
Particulate Matter Respiratory and cardiac disease, premature death, visibility impairment Local, regional
Mercury Central nervous system disease Local, regional, global
Metals Various - depends on the metal Local, regional
Secondarily formed pollutants Local, regional

•SO4 from SO2 Acidification
•NO3 from NOX Acidification, eutrophication
•PM2.5 from SO2 and NOX Respiratory disease, prematuredeath, visibility impairment
•Ozone from NOX Respiratory disease, visibility impairment

Carbon Dioxide Climate change Global

*Local: Within 100 miles; Regional: Within 1,000 miles



tainty in the design of sewage and wastewater treat-
ment facilities, the in-land barge system and the flood
control infrastructure.

It is now generally recognized that some limit on
atmospheric CO2 levels will be necessary in the
future to minimize the risks of global climate change
to society. Current global policy is summarized in the
provisions of the 1992 United Nations Framework
Convention on Climate Change, of which the U.S. is
a signatory. Under the terms of the Convention, the
parties are required to implement policies to stabilize
their emissions of greenhouse gases to the atmos-
phere at 1990 levels. The stated goal of the
Convention is the avoidance of ‘dangerous’ human
interference in global climate. The level at which to
cap CO2 concentrations has yet to be determined.

Acid Rain
Acid rain—or acid deposition- causes acidification of
lakes and streams and contributes to damage of
trees and many sensitive forest soils. The primary
causes of acid deposition are sulfur dioxide and
nitrogen oxides. Thus, coal-fired power plants are
significant contributors to acid rain. Acid deposition
is a complex problem whose sources are often dis-
tant from its impacts and is highly variable across
time and geography. Prevailing winds blow the com-
pounds that cause both wet and dry acid deposition
across state and national borders, and sometimes
over hundreds of miles. 

Acid rain causes a cascade of effects that harm or
kill individual fish, reduce fish population numbers,
completely eliminate fish species from a water body,
and decrease biodiversity. Some types of plants and
animals are able to tolerate acidic waters. Others,
however, are acid-sensitive and will be lost as waters
become more acidic. The impact of nitrogen on sur-
face waters is also critical. Nitrogen plays a signifi-
cant role in episodic acidification and new research
recognizes the importance of nitrogen in long-term
chronic acidification as well. Nitrogen is also an
important factor in causing eutrophication (oxygen
depletion) of water bodies.

In Minnesota, our lakes and soils are fairly well-
buffered and the effects of acid rain are not consid-
ered a problem here. However, in the northeastern
United States soils and lakes are much more sensi-
tive to the effects of acid rain. Despite declining

national emissions of sulfur dioxide, recent scientif-
ic study is showing that the capacity of lakes and
soils to recover from acid deposition is less than pre-
viously thought.147 Many lakes in the northeast U.S.
are acidic and have few or no fish. Science reports
the researchers are calling for an additional 80 per-
cent cut in emissions beyond the current mandate
and that may only bring partial recovery to fish and
trees by 2050.148

Conclusion
Power plants—especially coal-fired power plants—
contribute significantly to the environmental and
health impacts from air pollution. Figure A-17 sum-
marizes the key air pollutants emitted from electric
generation and their effects on health and the envi-
ronment.

Current and Developing National
Regulations Governing Utility
Emissions
This section’s review of current and developing
national programs will show that, due to these
health and environmental effects, utilities must con-
tinue to reduce emissions under programs already
being implemented and further cuts are expected to
be required under new programs. As a result, total
emissions from utilities in the future will have to be
significantly lower than today, including emissions
from whatever new generation capacity is needed.

In the past thirty years, numerous federal regula-
tions and programs have affected air emissions from
the electric power industry as shown in Figure A-18.
Arguably the most successful and cost-effective pro-
gram has been the Acid Rain Program—an emis-
sions “cap and trade” approach that has resulted in
sulfur dioxide emissions dropping 4.5 million tons
and nitrogen oxides emissions dropping 1.5 million
tons from 1990 levels nationally. However, based
upon the failure of lakes and streams to recover
despite the drop in emissions, some scientists are
calling for further reductions beyond the 1990 Clean
Air Act Amendments.

New Source Review is an older, more traditional reg-
ulatory program that is undergoing change. One
intent of New Source Review is to require existing
plants to improve their emissions control when they
undergo a major modification. The New Source
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Review process identifies the most appropriate (i.e.,
lowest) level of emissions for a process on a case-by-
case basis and applies the current best available con-
trol technology to the source.149

In the near future, electric power plants will be the
focus of a number of major initiatives to reduce air
emissions, described in the next few paragraphs.

Mercury National Emission Standard for
Hazardous Air Pollutants
EPA is developing a rule to limit mercury emissions
from utilities. As required by the 1990 Clean Air Act
Amendments, EPA studied emissions of hazardous
air pollutants (or air toxics) from fossil-fuel-fired
power plants and found in December 2000 that air
toxics control (e.g. mercury control) is appropriate
for coal-fired and oil-fired utility boilers. EPA is
scheduled to propose a Maximum Achievable
Control Technology standard by 2003 for these
sources that is expected to focus on mercury control.

Regional Haze Rules
EPA recently finalized a regional haze rule designed
to return visibility to natural conditions in national
parks and wilderness areas. The rule will require
power generators to reduce SO2 and NOx emissions
either through implementation of best available
retrofit technology or a trading program yet to be
developed.

Implementation of New PM2.5 and Ozone
Standards
Since the PM2.5 national ambient air quality standard
for fine particles was set in 1997, dozens of new pub-
lished studies, taken together, collectively strengthen
the association between PM2.5 and severe human
health effects. In 1997, EPA also established a new
standard for ozone. If a state has areas that do not
meet an air quality standard, then the Clean Air Act
requires the state to adopt emissions control require-
ments in the form of State Implementation Plans to
bring nonattainment areas into compliance.

The MPCA will be able to determine its compliance
status with the PM2.5 standard in 2002 (3 years of
data is needed to determine compliance). The
MPCA expects Minnesota will be below the stan-
dards, but by a narrow margin. Recent exceedances
of the ozone standard in Minnesota and states to the
east suggest the possibility of future control require-

ments in Minnesota to address the ozone problem.
Power plants are significant contributors to PM2.5
and ozone precursor emissions.

NOx Reduction Requirements
In 1998, EPA finalized the NOx State Implementation
Plan (SIP) call which requires the District of
Columbia and 19 states (whose emissions contribute
significantly to downwind ozone nonattainment prob-
lems) to revise their SIPs to control summertime
NOx emissions. In response, all of these states are
choosing control strategies that focus on reducing
power plant emissions. In a separate action, in
January 2000, EPA finalized a rule which was issued
in response to petitions from some northeastern
states under section 126 of the Clean Air Act. The rule
requires large electric generating units and large boil-
ers and turbines in 12 states and D.C. to control sum-
mertime NOx emissions under the Federal NOx
Budget trading program beginning May 1, 2003.
Minnesota is currently not one of these states.

Potential Multi-Pollutant Regulation
Proposal by the Administration
EPA and the White House are working to finalize the
details of a legislative proposal that will set limits on
the utility emissions of three major air pollutants—
nitrogen oxides, sulfur dioxide and mercury—
through the use of a “cap and trade” program. The
strategy consists of establishing an emissions cap
for existing sources. In return for the cap, New
Source Review would be relaxed and plants under-
going a modification would not necessarily need to
install the best available control technology.

Multi-Pollutant Regulation Proposals 
by Congress
Legislation has been introduced in both the House
and Senate that would require power plants to fur-
ther reduce emissions. Representative Waxman’s
bill (H.R. 1256) and Senator Jefford’s bill (S. 556) are
very similar. Both bills would require:

• Plants 30 years old or more to comply with
requirements for new sources within five years
after enactment. 

• Aggregate emissions reductions—not facility
specific reductions.

• 75 percent reduction in NOx emissions from
1997 levels by 2007.
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• 75 percent reduction in SO2 emissions from
Phase II acid rain levels by 2007.

• 90 percent reduction in mercury emissions
from 1999 levels by 2007.

• Carbon dioxide emissions to 1990 levels by
2007.

• Regulations within 2 years. (S. 556 would require
each plant to achieve reductions if EPA fails to
meet timeline.)

Both bills may allow market-oriented mechanisms,
except for mercury, to achieve these reductions.
They also would allocate required emissions reduc-
tions equitably, taking into account reductions
before enactment of the legislation. Jefford’s bill also
includes policies to reduce the rate of growth in nat-
ural gas consumption.

Reducing Emissions from Existing
Power Plants
By applying proven pollution control technologies at
Minnesota’s existing coal-fired power plants, utility
companies can reduce the emission rates of several
pollutants. In particular, proven technologies can be
installed that would significantly reduce the emis-
sions of sulfur dioxide (SO2) and nitrogen oxides
(NOx) at Minnesota’s power plants. 

Within the last ten years, Minnesota’s electric utilities
reduced SO2 and NOx emission rates at some of their

power plants, primarily to comply with the Acid Rain
provision of the 1990 Clean Air Act Amendments. The
Acid Rain program allows system-wide averaging;
companies can reduce emissions significantly at one
plant while other plants continue to emit at higher lev-
els. To comply with the SO2 provisions of the Acid
Rain program, many of Minnesota’s power plants
switched from the higher sulfur coals they were using
to lower-sulfur coals. Few, if any, plants were signifi-
cantly modified to meet the new standard. To meet
the NOx requirements of the Acid Rain program,
companies that needed to reduce their system-wide
emissions may have modified one or two facilities,
while the others are operated as before. With a sig-
nificant reduction at a small number of units, the com-
pany’s average could meet the standard.

By using these methods to comply, the utilities have
preserved opportunities for further improvement.
For example, none of Minnesota’s large power
plants meet both of the emission standards for SO2
and NOx for new plants set in the federal New
Source Performance Standard (NSPS) for electric
utility generating units.150 (The NSPS basically
requires a 90 percent reduction in the amount of
SO2 that the plant could emit without added con-
trols. The NSPS sets a limit of 1.6 pounds of NOx per
megawatt-hour of electricity generated.) Figure A-19
shows the characteristics of Minnesota’s baseload
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Figure A.19:  Characteristics of Selected Baseload and 
Intermediate Load Coal-Fired Utility Boilers in Minnesota

Name Approximate Boiler type Estimated SO2 Estimated NOx
Capacity Emission rate Emission rate

MP – Clay Boswell 1 70 MW Wall-fired 0.85 lb/mmBtu 0.4 lb/mmBtu
MP – Clay Boswell 2 70 MW Wall-fired 0.85 lb/mmBtu 0.8 lb/mmBtu
MP – Clay Boswell 3 350 MW Tangential 0.85 lb/mmBtu 0.3 lb/mmBtu
MP – Clay Boswell 4 535 MW Tangential 0.15 lb/mmBtu 0.3 lb/mmBtu
MP – Syl Laskin 1 55 MW Tangential 0.3 lb/mmBtu 0.5 lb/mmBtu
MP – Syl Laskin 2 55 MW Tangential 0.3 lb/mmBtu 0.5 lb/mmBtu
OPC – Hoot Lake 2 65 MW Tangential 0.6 lb/mmBtu 0.6 lb/mmBtu
OPC – Hoot Lake 3 85 MW Wall-fired 0.6 lb/mmBtu 0.3 lb/mmBtu
RPU – Silver Lake 60 MW Wall-fired 1.7 lb/mmBtu 0.4 lb/mmBtu
Xcel – A. S. King 570 MW Cyclone 1.6 lb/mmBtu 1.1 lb/mmBtu
Xcel – Black Dog 3 115 MW Wall-fired 0.35 lb/mmBtu 0.3 lb/mmBtu
Xcel – Black Dog 4 170 MW Wall-fired 0.35 lb/mmBtu 0.8 lb/mmBtu
Xcel – High Bridge 5 100 MW Wall-fired 0.4 lb/mmBtu 0.4 lb/mmBtu
Xcel – High Bridge 6 170 MW Wall-fired 0.4 lb/mmBtu 0.6 lb/mmBtu
Xcel – Riverside 6 80 MW Wall-fired 0.4 lb/mmBtu 0.9 lb/mmBtu
Xcel – Riverside 7 150 MW Wall-fired 0.35 lb/mmBtu 0.9 lb/mmBtu
Xcel – Riverside 8 220 MW Cyclone 1.4 lb/mmBtu 1.1 lb/mmBtu
Xcel – Sherco 1 710 MW Tangential 0.2 lb/mmBtu 0.3 lb/mmBtu
Xcel – Sherco 2 720 MW Tangential 0.2 lb/mmBtu 0.3 lb/mmBtu
Xcel – Sherco 3 870 MW Wall-fired 0.35 lb/mmBtu 0.3 lb/mmBtu

NOTES: Data as reported by US Department of Energy for 1999.
Clay Boswell unit 4 and Sherco units 1, 2, and 3 are controlled for SO2.
NOX controls are installed at Clay Boswell unit 4, A..S. King, and Sherco units 1, 2, and 3.



and intermediate coal-fired utility boilers, and their
estimated emission rate.

The MPCA analyzed several control technologies
that can be applied to the types of electricity gener-
ating units found in Minnesota. The SO2 control effi-
ciency and the cost of three types of scrubbers151

were evaluated using five models. Characteristics of
these models and Minnesota facilities with similar
characteristics are shown in Figure A-20.152 Because
the boiler design does not usually affect whether a
scrubber can be installed, the three SO2 control
methods were applied to each of the five models.

The MPCA also assessed a larger number of NOx
control technologies for the same five models. While
some of the control technologies can be added on to
almost any boiler (e.g., selective catalytic reduction,
or SCR; and selective non-catalytic reduction, or
SNCR; and natural gas reburn), some control meth-
ods must be matched with specific boilers.153

Three boiler configurations were investigated. Wall-
fired units are the most common boiler types found in
Minnesota. The NOx emissions from wall-fired units
may be reduced by the installation of low-NOx burn-
ers (LNB) with or without overfire air (OFA).
Minnesota also has a few tangentially-fired boilers
and cyclone boilers. Coal-and-air nozzles may be
installed to reduce NOx in tangentially fired boilers
with either close-coupled overfire air or separated
overfire air, or both.154 To reduce emissions at cyclone
boilers, coal reburning technology may be added.

The MPCA looked at three SO2 control technolo-
gies on five boiler models in Figure A-21. Minnesota
has a number of coal-fired utility boilers that are
used to generate electricity in Minnesota. These
units vary by their size, the type of boiler, and by
their SO2 emission rate. To assess the range of costs
for controlling SO2 emissions, the MPCA looked at
three SO2 control technologies on the five boiler
models introduced earlier. The three flue-gas desul-
furization options each achieved at least a 90 percent
reduction in emissions (LFSO, which achieves an
SO2 reduction of 95 percent; LSD, 90 percent; and
MEL, 95 percent). Calculations were performed at
two capacity factors (a baseload case of 65 percent
and a intermediate load case of 40 percent). 

Using an EPA analysis of SO2 scrubbers155as the
basis of the computation, the MPCA estimated that
the cost of installing SO2 controls on these boilers
would range from about $40 million to nearly $190
million, with the cost increasing with the size of the
boiler.156, 157 Estimates of annual operating costs
(fixed plus variable) ranged from roughly $2 million
to about $10 million. (Note that capital costs are the
same for both baseload and intermediate load facili-
ties.) Operating costs increase with the size of the
boiler and with increased use. Similarly, the estimat-
ed annualized costs range from roughly $5.5 million
to over $25 million, rising as the size of the boiler
rises and also with increased use.158

The cost-effectiveness of control is figured by divid-
ing the annualized cost by the number of tons of SO2
removed from the flue gas (and therefore not emit-
ted to the atmosphere). For the five modeled boil-
ers, the estimated cost of the lowest-cost control at
baseload conditions ranged from $1159 to $4861 per
ton of SO2 removed. For intermediate loads, the
estimated cost-effectiveness decreased; the cost per
ton ranged from $1729 to $7316.

The cost-effectiveness of a control option usually
increases with the amount of SO2 removed. (In

Page 106 2001 Energy Planning Report

MINNESOTA DEPARTMENT OF COMMERCE

Figure A.21:  Estimated Costs for Installing SO2 Controls 
on Plants (low-cost technology to meet NSPS)

Baseload Annual Intermediate Load
Model Capital Cost Operating Cost Annual Operating Costs

Number (millions, 1997$) (millions, 1997$) (millions, 1997$)
1 38.4 2.8 2.3
2 38.4 2.8 2.3
3 56.4 4.1 3.4
4 134.1 10.0 8.2
5 134.1 10.0 8.2

*Values to be added

Figure A.20:  Characteristics of Modeled Boilers
Model Boiler Uncontrolled SO2 Uncontrolled NOx Facility with
Number Capacity Type Emission Rate Emission Rate Similar Characteristics
1 100 MW Wall-fired 0.9 lb/mmBtu 0.6 lb/mmBtu MP:  Clay Boswell 2
2 100 MW Tangential 0.4 lb/mmBtu 0.45 lb.mmBtu OTP:  Hoot Lake 2
3 150 MW Wall-fired 0.35 lb/mmBtu 0.7 lb/mmBtu Xcel:  High Bridge 6/

Riverside
4 400 MW Cyclone 1.5 lb/mmBtu 0.9 lb/mmBtu Xcel:  A.S. King
5 400 MW Tangential 0.85 lb/mmBtu 0.35 lb/mmBtu MP:  Clay Boswell 3



other words, the cost to remove a ton of a pollutant
decreases.) This amount of SO2 removed is related
to the level of the uncontrolled emissions and the
removal efficiency of the control technology. For a
given capacity factor and control technology, the
order of cost-effectiveness for the boilers (from
highest to lowest) is likely to reflect the order of
maximum annual emissions (from highest to low-
est). Because emissions are tied to boiler use, con-
trols installed at units with higher capacity factors
(such as baseload plants) are likely to be more cost-
effective than those added at boilers with lower
capacity factors (intermediate load plants and peak-
ing plants).

These trends are generally supported in the analy-
sis. Figure A-22 shows that controlling Model 4
would be the most cost-effective choice. Controlling
the other models, particularly Models 2 and 3,
would be less cost-effective.159

To evaluate the effectiveness and cost of control
technologies that reduce emissions of NOx, the
MPCA again used the five boiler models presented
in the discussion of SO2 control technologies. The
number of control configurations analyzed varied
with the different boiler models, as the applicable
control technologies varied by boiler type. In addi-
tion, some control technologies could be used
together. An EPA model was used to determine the
effectiveness of the control technologies and to cal-
culate their costs.160, 161

The most effective single control technology was
SCR (selective catalytic reduction). The analysis
assumed that SCR reduced high concentrations of
NOx by 80 percent and low concentrations of NOx
by 70 percent.162 Four of the five models were able to
meet the NSPS standard for NOx (1.6 pounds of
NOx per megawatt-hour) with only SCR. Alone,
however, SCR was not usually the most cost-effec-
tive control technology. Frequently, a combination of
technologies achieved the desired reductions for the
lowest cost.

As shown in Figure A-23, the cost of installing effec-
tive controls (i.e., those that would allow the con-
trolled unit to meet the standard of 1.6 lb NOx/MW-
hr) ranged from about $9 million to roughly $27 mil-
lion. Costs for a specific type of control rose as the
size of the controlled unit increased. In addition,

though, the type of unit played a role, with wall-fired
units being the least expensive to control to this level,
and cyclone units the most expensive units to control.
Figure A-24 shows the most cost-effective control
technology that achieved the desired emission level,
and the associated cost per ton of NOx controlled.
Again, the highest-polluting units (in this case, mod-
els 3 and 4) were the most cost-effective to control.

The analyses above indicate that, to meet the
requirements that New Source Performance
Standards place on new electricity generating units,
utility companies must spend an estimated $1000 to
$7000 per ton of SO2 removed and an estimated
$650 to $2300 per ton of NOx removed. This com-
pares with values in the literature for similar
changes of an estimated $322 per ton of SO2
removed163 and an estimated $975 to $2140 per ton of
NOx removed.164

The MPCA did not investigate the efficiency or cost
of technologies to control mercury and carbon diox-
ide. Few control efficiencies or cost estimates have
been firmly established for retrofits to reduce mer-
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Figure A.22:  Estimated Cost to Meet NSPS Standard for SO2 Emissions 
Lowest Cost Cost-effectiveness Cost-effectiveness

Model Option to Meet for a for an
Number NSPS for SO2 Baseload Intermediate

(selected technology) Plant Load Plant
1 Magnesium-enhanced lime $2,088/tpy $3,146/tpy
2 Magnesium-enhanced lime $4,697/tpy $7,079/tpy
3 Magnesium-enhanced lime $4,861/tpy $7,316/tpy
4 Magnesium-enhanced lime $1,159/tpy $1,729/tpy
5 Magnesium-enhanced lime $2,044/tpy $3,051/tpy

Figure A.23:  Estimated cost for installing NOx controls
on plants(low-cost technology to meet NSPS)

Model Capital cost Baseload annual Intermediate Load
number (millions, 1995$) operating cost annual operating cost

(millions, 1995$) (millions, 1995$)
1 8.8 .8 0.7
2 11.6 1.1 0.9
3 14.5 1.1 1.1
4 26.8 4.2 3.6
5 15.5 1.5 1.1

Figure A.24:  Estimated Costs to Meet NSPS Standard for NOx Emissionsa

Model Lowest cost option Cost-effectiveness  Cost-effectiveness
Number to meet NSPS for a for an

for NOx baseload imtermediate
(selected technology) plant load plant

1 SCR $973/tpy $1499/tpy
2 Gas Reburn with SCR $1353/tpy 2290/tpy
3 LNB with SCR $694/tpy $1086/tpy
4 LNC3 with Gas Reburn $653/tpy $957/tpy
5 LNC2 with Gas Reburn $1034/tpy $1422/tpy

a cost in 1995 dollars



cury emissions. However, the U.S. Environmental
Protection Agency (EPA) and U.S. Department of
Energy (DOE) continue to examine the injection of
activated carbon and other control technologies that
reduce mercury emissions. Increasing the efficien-
cy of existing plants or switching fuels from coal to
natural gas also reduce mercury emissions. 

At present, no economically feasible technologies exist
for the capture and disposal of CO2 from power plant
flue gases.165 Three opportunities exist for CO2 emis-
sions control by the electric utilities. To reduce CO2
emissions during electricity generation, electricity
generators could switch from coal to natural gas. On a
per kilowatt-hour basis, the combustion of natural gas
to produce electricity results in the production of about
one-third of the CO2 produced when using coal as a
fuel source. Second, electricity generators could offset
emissions through carbon sequestration in standing
biomass and soils. During plant growth, carbon diox-
ide is removed from the atmosphere and stored in
plant biomass or soils. The average acre of timberland
in Minnesota stores about 30 tons of carbon.

The Department of Commerce estimated the residen-
tial rate impact of installing central technology on the
existing Minnesota plants that most resemble the mod-

eled units. Rate impacts
range from $3.59/year to
$27.42/year for SO2 con-
trols, as shown in Figure
A-25. For NOx controls,
rate impacts range from
$1.02/year to $7.87/year,
as shown in Figure A-26.
If controls are installed at
more than one plant in
one utility system and/or
for both pollutants, total
rate impacts can be esti-
mated by summing the
individual rate impacts.

These estimates assum-
ed that the addition of
pollution controls would
not increase the useful
life of the facility. While
all of the representative
facilities are older
plants, even among the

five facilities, the remaining life for depreciation pur-
poses is more than twice as long as the oldest facili-
ty.166 Rate impacts would decrease if the control
equipment were depreciated over a longer period of
expected plant operation.

Policy Recommendations
This section provided detailed information on the
current level of emissions from electricity genera-
tion in the state, the different environmental impacts
associated with those emissions, and a survey of rel-
evant national environmental program initiatives.
While electric generation is not the only source con-
tributing to the environmental problems described
in this section, it is a major source of these types of
problematic emissions. Electric generation must not
increase and should, over time, decrease its contri-
bution to harmful air emissions. As we add new
power plants, we must take care not to compound
existing problems. If new plants are constructed that
result in significant new sources of emissions, emis-
sions from existing plants should be subject to
stricter controls or some of the existing plants
should close to ensure no net increase in overall
emissions from the electric generation sector.
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Figure A.25:  Estimated Rate Impact of Installing SO2 Controls 
on Plants (Low-Cost Technology to Meet NSPS)

Facility Annual 2000 Baseload Cost Annual Baseload Intermediate Annual
with Residential Per MWH $ Cost per Load Cost Intermediate Load

Model Similar MWH Per MWH Residential Per MWH Residential
Number Characteristics Usage1 2000 $2 Customer3 2000 $ Customer4

to: (a) (b) (c) (d) (e)
1 Clay Boswell 2 8.32 1.2381 10.30 1.1924 9.92
2 Hoot Lake 2 10.23 2.3816 24.35 2.2743 23.25
3 High Bridge 6/Riverside 7.78 0.4802 3.74 0.4612 3.59
4 A.S. King 7.78 1.3804 10.74 1.3316 10.36
5 Clay Boswell 3 8.32 3.4615 28.79 3.2970 27.42

Assumes that these additions do not lengthen the life of the facility. Longer life would reduce the annual costs.
1 MN Jurisdictional Annual Report 2 Sheet 1 3 column (a) times column (b) 4 column (a) times column (d)

Figure A.26:  Estimated Rate Impact of Installing NOx Controls 
on Plants (Low-Cost Technology to Meet NSPS)

Facility Annual 2000 Baseload Cost Annual Baseload Intermediate Annual
with Residential Per MWH $ Cost per Load Cost Intermediate Load

Model Similar MWH Residential Per MWH Residential
Number Characteristics Usage1 2000 $2 Customer3 2000 $ Customer4

to: (a) (b) (c) (d) (e)
1 Clay Boswell 2 8.32 0.3140 2.61 0.3044 2.53
2 Hoot Lake 2 10.23 0.8151 8.33 0.7699 7.87
3 High Bridge 6/Riverside 7.78 0.1313 1.02 0.1313 1.02
4 A.S. King 7.78 0.3543 2.75 0.3363 2.62
5 Clay Boswell 3 8.32 0.4545 3.78 0.4160 3.46

Assumes that these additions do not lengthen the life of the facility. Longer life would reduce the annual costs.
1 MN Jurisdictional Annual Report 2 Sheet 1 3 column (a) times column (b) 4 column (a) times column (d)



In 2001, the legislature responded to growing public
concern over air emissions from existing electric gen-
erating plants by enacting an emissions reduction
rider that allows utilities to propose cost-effective pol-
lution controls on existing plants, and receive rate
recovery. Minnesota’s largest utility, Xcel Energy, has
agreed to analyze possible emission control options at
three of its plants by the summer of 2002. The study
by Pollution Control Agency staff of possible control
options presented in this section of the report will give
policymakers a sense of the kinds of costs that would
be incurred in installing pollution control equipment
at selected existing facilities.

Policy considerations for the legislature include
whether to require other utilities to prepare studies
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on cost effective pollution controls at some of their
major existing uncontrolled generating plants.
Another issue that may need to be addressed,
depending on the response of utilities to the oppor-
tunity provided by the emission rider, would be to
require certain projects to be implemented that the
Public Utilities Commission determines to be cost-
effective for ratepayers and to have significant posi-
tive impact on environmental emissions. The present
emissions rider language makes implementation of a
project entirely voluntary with the utility. Lastly,
since it is likely that new electric generation plants
constructed in Minnesota to meet growing demand
for electricity will increase overall emissions of air
pollutants, emissions at existing plants should be
reduced by at least as much as new emissions.
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There have been major problems in estab-
lishing our nation’s electric system, its
industry structures, and the regulatory

structures that govern it. These problems resulted
in federal legislation early last century. For example,
as electric companies grew, several firms created
massive holding companies that acquired numerous
local power companies. Seven holding companies
controlled 60 percent of the electric power generat-
ed in the United States by the late 1920s. The com-
plexity of the holding company structures began to
defeat the efforts of local regulators to track compa-
ny expenses and revenues and properly regulate
rates. In addition, the U. S. Supreme Court held that
interstate wholesale transactions between compa-
nies within a holding company and between holding
companies were outside the jurisdiction of local reg-
ulators. The result was a system of virtually unregu-
lated monopolies.

Congress responded in 1935 by passing the Public
Utilities Holding Company Act (PUHCA) and the
Federal Power Act (FPA). PUHCA created restric-
tions on the corporate structure of electric companies
that curbed many of the holding company abuses,
including extortionist rates and poor service.
Additionally, the FPA established a system where
retail electric rates would be regulated by state gov-
ernments and wholesale electric transactions
between utilities would be regulated by a new federal
independent regulatory commission originally called
the Federal Power Commission, now known as the
Federal Energy Regulatory Commission (FERC). 

In addition, by the 1930s it was apparent that private
electric utility companies were not going to electrify
rural areas because of high costs and relative low
returns on transmission and distribution lines
required to serve a sparse population. Rural citizens
did not have access to electric service. Congress
passed the Rural Electrification Act to encourage
development of rural cooperative electric associa-
tions to provide electricity to rural areas.

A period of nearly 50 years passed without signifi-
cant change in the legal structure governing the
electric utility industry.

For decades following the onset of regulation, electric utilities expe-

rienced large, steady sales growth and declining prices. ... Between

1925 and 1970, the industry quadrupled the number of customers,

but increased plant capacity 13 fold and sales by a factor of 25. ...

Between 1906 and 1970, the average price of power to residences

declined from 10 cents per kilowatt-hour to about 2.6 cents—even

before adjustment for inflation. Of course, declining costs and prices

as output increases are just what the theory of natural monopoly pre-

dicts...167

During this period, utilities found that building ever-
larger power plants decreased the cost of electricity
per kilowatt-hour sold to customers, due to the effi-
ciencies of large-scale generation of electric power.

During the 1970s, however, the equation changed
completely. Inflation and oil price shocks raised
interest rates to high levels. At the same time the
price of fuels used in power plants skyrocketed.
Dawning awareness of the cumulative environmen-
tal effects of emissions from large electric power
plants lead to the onset of environmental require-
ments to put costly pollution control equipment into
new electric power plants. By the 1970s, utilities also
started to find that further increases in the size of
electric power plants no longer achieved the expect-
ed economies of scale. Finally, increases in energy
costs prompted consumers to seriously reduce con-
sumption. 

Utilities, which had seen steady rapid growth of demand throughout

the first half of the century, built for a continuation of that level of

demand growth. Plants grew larger and larger. It is certain that the oil

crisis of the early 1970s forced fuel prices up, causing reductions in

demand. Reduced demand left utilities with excess capacity.

Customers had to pay for that excess. For the first time in history,

electricity prices began to rise. Many public utility commissions

would not allow utilities to recover the cost of building excess capac-

ity from their consumers.168

With the development of more efficient small com-
bustion units and alternative technologies, it was no
longer necessarily the case that the large central
utility coal or nuclear plant was the most cost-effec-
tive way to produce electricity. 
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Concern over the rising cost of electricity and the
changing economies of scale of electric production
lead Congress to pass the Public Utility Regulatory
Policies Act of 1978 (PURPA). PURPA encouraged
alternative generation resources from renewable
energy technologies and co-generation. These
small-scale methods of electric generation were
called “qualifying facilities,” and utilities were
required to buy the electricity that these facilities
generated at a rate equal to the cost that would be
avoided by not constructing additional utility electric
plants. PURPA’s implementation encouraged elec-
tric production by non-utility generators. Despite
PURPA and the changing economics of electric pro-
duction, another round of large coal and nuclear
plants were built around the country, ending in the
mid-1980s.

ENDNOTES
167.  Fox-Penner Electric Utility Restructuring in A Guide to the Competitive Era at 12 and 14
(1997).

168.  Congressman Bingaman, White Paper on Electricity Legislation, at 4 (July 20, 2001).

169.  Annual Energy Review 2000, EIA at 220.
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In 1992, Congress passed the Energy Policy Act
(EPAct) to further develop a more competitive
wholesale electric industry. EPAct also allowed the
FERC to require utilities to allow wholesale produc-
ers of electricity to transmit their electricity along
utility transmission lines for wholesale sale. PURPA
and EPAct spurred the growth of non-utility genera-
tion facilities, called Independent Power Producers
(IPPs), that contract with utilities to provide part of
the generation resources needed to serve retail cus-
tomers, as well as an increasingly market-based
wholesale electricity market. In 2000, nonutility
power producers produced 21 percent of the elec-
tricity in the United States, although that figure is
much smaller in Minnesota.169



In Minnesota, state regulation has been in
effect since 1974, when it became apparent
that regulation through the existing system of

local utility franchises had become too complicated
and inefficient. 

Rate and service regulation for electric utilities has
been in existence in nearly every state since early
1900s. After the many problems of a system of non-
interconnected small electric power companies
emerged in the early 1900s, economists declared
electric utilities “natural monopolies.” The theory of
natural monopoly is that a single, regulated provider
can provide service to an area at the lowest total cost
to customers. This lower cost is largely due to the
elimination of redundant infrastructure, such as mul-
tiple transmission and distribution systems. In addi-
tion an interconnected system allows for construction
of very large electric power plants that provide a
lower average cost per unit of production (thus giving
ratepayers the benefit of “economies of scale”). This
served well during a time of explosion in demand for
electricity, due to the electrification of the entire coun-
try, that continued through the mid-1970s. 

Electric utility regulation works by a “regulatory
compact” whereby utilities receive exclusive service
territories in exchange for an obligation by the utili-
ty to provide adequate and non-discriminatory serv-
ice to all persons and businesses in the service ter-
ritory. The rates charged to customers are set by the
Minnesota Public Utilities Commission (PUC).
Rates are set at a level that allows the utility, under
prudent cost management, to recover its costs of
providing retail electric service and to earn a rea-
sonable return on the investment made by the utili-
ty’s shareholders in utility plant. 

When the PUC evaluates a request for a change in
rates, it does so through a “general rate case.” A
general rate case is usually initiated by a state regu-
lated utility when it seeks to increase rates for its
services to customers. The rate case provides a

means to thoroughly examine the expenses, rev-
enues and expected rate of return to shareholders of
public utilities and set rates accordingly. Parties to a
rate case include at least the utility and the
Department of Commerce, which provides the pub-
lic interest analysis and advocacy before the PUC.
Other parties usually include the Residential Utility
Division of the Attorney General’s Office, which
advocates solely for the interests of residential and
small business customers, customer advocates,
shareholder advocates, energy advocates, and envi-
ronmental advocates. Any person can intervene as a
party in any proceeding before the PUC. 

A general rate case consists of two parts. First, the
PUC determines the “revenue requirement” for the
utility, which answers the question: “how much
should we pay in total to the utility?” The revenue
requirement is determined by selecting a represen-
tative year of operation of the company, evaluating
the expenses of the company (including a return on
shareholder investment)170 and the expected rev-
enues, and subtracting expenses from revenues to
determine whether there is a surplus or deficit for
the utility company. If a surplus is found, then a
refund will be provided to customers and lower rates
will be established for future years. If a deficit is
found, then rates are increased. Once the revenue
requirement is established, the PUC evaluates the
cost of serving the various customer classes of the
utility, such as residential, commercial, farm, indus-
trial and municipal lighting, and determines the rate
that can be charged each class.172

The general rate case is a mechanism by which a
utility’s rates are periodically evaluated to be sure
that they are reasonable and allow the utility’s share-
holders the opportunity to receive a reasonable
return on their investment. In a rate case, a utility
always has some expenses that have increased since
the prior rate case and some expenses that have
decreased. The rate case is a means of balancing
where all of these expenses are properly evaluated
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and combined to determine whether the utility is
under- or over-earning in total. The utility then
moves forward from the general rate case with the
incentive to manage its expenses in the best possible
way to earn a greater return for shareholders. If a
utility seeks to include investments and other
expenses in the next set of rates, the PUC company
managers must evaluate business risk in much the
same way as managers of industries that are not rate
regulated. The general rate case preserves a risk
element for utility managers as well as incentives to
prudently control expenditures. 

ENDNOTES
170.  The return on investment allowed is determined by multiplying a percentage of profit (rate of
return) by the total undepreciated value of utility plant serving the customers (the “rate base”).

172.  This part of a rate case is called “rate design.”

173.  See Glossary in Appendix E.

It is true that a number of years may occur between
a utility’s rate case filings. That does not mean, how-
ever, that the utility’s rates and dollar recoveries
from ratepayers are not scrutinized. Every year the
Department of Commerce analyzes each regulated
electric and natural gas utility’s rate of return. These
returns, on an actual basis and a weather normal-
ized173basis, are compared to the PUC approved rate
of return to ensure that utilities are not over earning.
Any evidence of over earning is investigated further
and, if warranted, Commerce presents its findings to
the PUC for further action.



F igures 5 and 6 in Chapter 4 provide esti-
mates for how much energy and demand
could be saved through the utilities’

investments in energy conservation. Several parties
requested that we explain the method used to calcu-
late these energy and demand savings. In addition,
some parties, Xcel Energy and Customers for CIP
Reform in particular, pointed out that when making
these estimates, several factors needed to be taken
into account. In particular, we need to be mindful that:

• capacity savings from energy conservation
tend to cost more than capacity savings from
load management,

• it will be more difficult for smaller municipal
and cooperative utilities to achieve cost levels
similar to Xcel due to smaller customer size,

• municipal and cooperative utilities tend to have
more residential customers which are more
costly to serve with conservation programs.

As explained below, we attempted to account for
these factors in our estimation method.

Estimation Method
Calculating Xcel Energy’s annual energy and
demand savings
We assumed that Xcel Energy would meet the ener-
gy and demand savings set by the PUC in Docket
No. E002/RP-00-787. These assumptions did not
change for Figure 5 or Figure 6 in Chapter 4,
because Xcel Energy must already spend more than
2% of gross operating revenues to meet existing
PUC requirements.

Calculating Alliant Energy’s annual energy
and demand savings
We assumed annual energy savings of 18,475 MWh
and demand savings of 3 MW for 2001 through 2010.
These assumptions did not change for Figure 5 or
Figure 6, again because Alliant must spend at or
above the 2% level to meet requirements already set.

Calculating Otter Tail Power Company’s
(OTP or Otter Tail) annual energy and
demand savings
We assumed annual energy savings of 13,000 MWh
and demand savings of 2 MW for 2001 through 2010.
We increased these annual savings to 17,300 MWh
and 2.6 MW for the scenario in which all electric util-
ities potentially are required to increase spending to
2 percent of gross operating revenues.

Calculating Minnesota Power’s annual 
energy and demand savings
We assumed annual energy savings of 18,000 MWh
and demand savings of 4 MW. We increased these
annual savings to 23,940 MWh and 5.2 MW for the
scenario in which all electric utilities potentially are
required to increase spending to 2 percent of gross
operating revenues.

Calculating cooperative and municipal 
utilities’ energy and demand savings
Step 1: We used cooperative and municipal utilities’
1997 gross operating revenues from Table 3 of the
Minnesota Utility Data Book, inflated 1997 figures
by 1 percent per year to 2001, and used 2001 figures
for 2001-2010.

Step 2: We obtained yearly budgets by multiplying
the result of Step 1 by 1.5 percent, the existing statu-
tory spending requirement.

Step 3: We assumed that municipal and cooperative
utilities will spend the following percentage of the
annual budgets determined in Step 2 on energy con-
servation:

2001 10%

2002 10%

2003 20%

2004 30%

2005 50%

2006 50%

2007 50%

2008 50%

2009 50%

2010 50%
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Step 4: We developed the range of capacity and
energy savings by dividing the results of Step 3 by
the average energy and demand savings costs of
Xcel Energy and Otter Tail Power. 

As can be seen, Otter Tail’s average cost of demand
savings is more than twice that of Xcel Energy. Xcel
Energy’s energy savings costs have averaged
approximately 17 percent more than Otter Tail’s. By
using the two different utility costs, we attempted to
provide a high and a low scenario. 

Step 5: To evaluate the impact of increasing the
statutory spending requirement to 2 percent we
multiplied the ranges developed in Step 4 by 1.33 (2
percent/1.5 percent)

Step 6: To evaluate the impact of requiring that
municipal and cooperative utilities are held to the
same standards as investor owned utilities in
regards to what load management qualifies for statu-
tory spending requirements, we assumed that the
savings would increase by 50 percent of the range of
capacity and energy savings calculated in Step 4 .

We are open to suggestions for how to improve our
study. Comments may be sent to: 

Christopher Davis:
Minnesota Department of Commerce
85 7th Place East, Suite 500 
St. Paul, MN 55101 
or

Christopher.Davis@state.mn.us
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AFV—Alternative Fuel Vehicle

Biofuels—Alcohols, ethers, esters, and other chem-
icals made from raw biological material such as
herbaceous and woody plants, agricultural and
forestry residues, and a large portion of municipal
solid and industrial waste.

Biomass—Organic waste from agricultural, live-
stock, and lumber industry products, dead trees,
foliage, etc., and is considered a renewable energy
source. Biomass can be used as fuel and is most
often burned to create steam that powers steam tur-
bine generators. It is also used to make transporta-
tion fuels like ethanol and biodiesel, and chemicals
like pyrolysis oil that can be burned like oil to pro-
duce energy.

Bottleneck Facility—A point on the electric sys-
tem, such as a transmission line, through which all
electricity must pass to get to its intended buyers. If
there is limited capacity at this point, some priorities
must be developed to decide whose power gets
through. It also must be decided if the owner of the
bottleneck may, or must, build additional facilities to
relieve the constraint.

Btu—British thermal unit; the amount of heat
required to raise the temperature of one pound of
water one degree Fahrenheit under stated condi-
tions of pressure and temperature (equal to 252 calo-
ries, 778 foot-pounds, 1,005 joules and 0.293 watt-
hours). It is the U.S. customary unit of measuring
the quality of heat, such as the heat content of fuel.

Bulk Power Supply—Often this term is used inter-
changeably with wholesale power supply. In broader
terms, it refers to the aggregate of electric generat-
ing plants, transmission lines, and related-equip-
ment. The term may refer to those facilities within
one electric utility, or within a group of utilities in
which the transmission lines are interconnected. 

CIP—Conservation Improvement Program

CO—Carbon Monoxide

CO2—Carbon Dioxide

Cogeneration—(also Combined Heat and Power)
Production of electricity from steam, heat, or other
forms of energy produced as a by-product of anoth-
er process.

Combined Cycle—An electric generating technolo-
gy in which electricity and process steam is pro-
duced from otherwise lost waste heat exiting from
one or more combustion turbines. The exiting heat
is routed to a conventional boiler or to a heat recov-
ery steam generator for use by a steam turbine in
the production of electricity. This process increases
the efficiency of the electric generating unit.

cf—cubic foot; the U.S. customary unit of measure-
ment of gas volume. It is the amount of gas required
to fill a volume of one cubic foot under stated condi-
tions of temperature, pressure and water vapor. One
cubic foot of natural gas equals 1,000 British thermal
units under standard conditions of atmosphere
(one) and temperature (60 degrees Fahrenheit).

Commodity Price—The portion of a natural gas
sales or transportation rate based upon the volume
actually shipped or used.

Control Area—An electric system bounded by
transmission lines that are equipped with metering
and telemetry equipment to track and report power
flows with adjacent control areas. A control center
for each control area controls the operation of gen-
eration within its portion of the transmission grid,
schedules interchanges with other control areas,
and helps to stabilize the frequency of alternating
current in the interconnection. Control centers are
currently operated by individual utilities, power
pools, ISOs or RTOs.

Cooperative electric association or utility—utili-
ty owned and operated by its members.

DC—Direct current.

MINNESOTA DEPARTMENT OF COMMERCE

2001 ENERGY PLANNING REPORT

APPENDIX E:  GLOSSARY



Demand—The rate at which electric energy is
delivered to or by a system or part of a system, gen-
erally expressed in kilowatts (kW), megawatts
(MW), or gigawatts (GW), at a given instant or aver-
aged over any designated interval of time. Demand
should not be confused with Load or Energy.

Demand Charge—A fee based on the peak amount
of electricity used during the billing cycle.

Department or DOC—the Minnesota Department
of Commerce.

Deregulation—The elimination or restructuring of
regulation from a previously regulated industry or
sector of an industry.

Distributed Energy Resources—(Also called dis-
tributed power, distributed energy, distributed gen-
eration.) Both electric demand reduction (energy
conservation, load management, etc.) and supply
generated at or near where the power is used. A dis-
tributed generation system involves amounts of gen-
eration located on a utility’s distribution system for
the purpose of meeting local (substation level) peak
loads and/or displacing the need to build additional
(or upgrade) local distribution lines.

Distribution—The delivery of electricity to the
retail customer’s home or business through low volt-
age distribution lines.

DSM (Demand Side Management)—Programs
to influence the amount or timing of customers’
energy use.

DOE—U.S. Department of Energy.

Economies of Scale—Economies of scale exist
where the industry exhibits decreasing average
long run costs with increases in size. 

EIA—The United States Department of Energy’s
Energy Information Administration.

Electric Energy—The generation or use of electric
power by a device over a period of time, expressed
in kilowatt-hours (kWh), megawatt-hours (MWh),
or gigawatt-hours (GWh).

Electric System Losses—Total electric energy
losses in the electric system. Losses are primarily
due to electric resistance within transmission sys-
tem lines and transformers.

Utility—A corporation, person, agency, authority, or
other legal entity that owns or operates facilities for
the generation, transmission, distribution, or sale of
electric energy or natural gas primarily for use by
the public and is defined as a utility under the
statutes and rules by which it is regulated. 

EMF—Electromagnetic fields.

Eminent Domain—The process by which rights to
land needed for public interest facilities is acquired
regardless of objection by the landowner. Eminent
domain is generally applied by or through the power
of the relevant siting authority that found the facili-
ties to be in the public interest.

Energy Conservation—Using less energy, either
by greater energy efficiency or by decreasing the
types of applications requiring electricity or natural
gas to operate.

Energy Efficiency—Using less energy (electricity
and/or natural gas) to perform the same function at
the same level of quality. Programs designed to use
energy more efficiently — doing the same with less.
For the purpose of this paper, energy efficiency is
distinguished from DSM programs in that the latter
are utility sponsored and financed, while the former
is a broader term not limited to any particular spon-
sor or funding source. 

EPA—U.S. Environmental Protection Agency.

Federal Energy Regulatory Commission
(FERC)—The Federal Energy Regulatory
Commission regulates the price, terms and condi-
tions of power sold in interstate commerce and reg-
ulates the price, terms and conditions of all trans-
mission services. FERC is the federal counterpart to
state utility regulatory commissions.

GWh—gigawatt-hour; the unit of energy equal to
that expended in one hour at a rate of one billion
watts. One GWh equals 1,000 megawatt-hours.

Greenhouse gases—Greenhouse gases are water
vapor, carbon dioxide, tropospheric ozone, nitrous
oxide, methane, and chlorofluorocarbons (CFCs).

Grid—A system of interconnected power lines and
generators that is managed so that power from gen-
erators is dispatched as needed to meet the require-
ments of the customers connected to the grid at var-
ious points. Gridco is sometimes used to identify an
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independent company responsible for the operation
of the grid.

Investor owned utility (IOU)—Common term for
a privately owned (shareholder owned) gas or elec-
tric utility regulated by the Minnesota Public
Utilities Commission (referred to in statutes as a
“public utility”).

Independent System Operator (ISO)—A neutral
and independent organization with no financial inter-
est in generating facilities that administers the oper-
ation and use of the transmission system. ISOs exer-
cise final authority over the dispatch of electricity
from generators to customers to preserve reliability
and facilitate efficiency, ensure non-discriminatory
access, administer transmission tariffs, ensure the
availability of ancillary services, and provide infor-
mation about the status of the transmission system
and available transmission capacity. An ISO may
make some transmission investment decisions.

Interconnected System—A system consisting of
two or more individual electric systems that have
connecting tie lines and whose operations are syn-
chronized.

Interconnection—When capitalized, any one of the
five major electric system networks in North
America: Eastern, Western, ERCOT (Texas),
Quebec, and Alaska. When not capitalized, the facil-
ities that connect two systems or control areas.
Additionally, an interconnection refers to the facili-
ties that connect a nonutility generator to a control
area or system.

IRP—Integrated Resource Planning.

KV—A kilovolt equals 1,000 volts.

Kilowatt (kW)—This is a measure of demand for
power. The rate at which electricity is used during a
defined period (usually metered over 15-minute
intervals). Utility customers generally are billed on a
monthly basis; therefore, the kW demand for a given
month would be the 15- minute period in which the
most power is consumed. Customers may be
charged a fee (demand charge) based on the peak
amount of electricity used during the billing cycle.
(Residential customers are generally not levied a
demand charge.)

Kilowatt-hour (kWh)—This is a measure of con-
sumption. It is the amount of electricity that is used
over some period of time, typically a one-month peri-
od for billing purposes. Customers are charged a
rate per kWh of electricity used.

Load—An end use device or customer that receives
power from an energy delivery system. Load should
not be confused with Demand, which is the measure
of power that a load receives or requires. See
Demand.

Load Center or Load Pocket—A geographical
area where large amounts of power are drawn by
end-users.

Local Distribution Company (LDC)—Common
term for a privately-owned natural gas utility that
provides retail natural gas services to end use cus-
tomers and is usually regulated by the PUC.

Long Range Planning—The process of forecasting
long term loads, determining a reasonable set of
potential resources to meet these loads (including
reduction of loads through energy efficiency), ana-
lyzing the costs (sometimes including externality
costs) of several possible mixes of such resources,
and identifying the resources to be secured to meet
such future needs.

Mcf—one thousand cubic feet; a unit of measure of
gas volumes.

Minnesota Public Utilities Commission (Com-
mission or PUC)—the state agency with regulato-
ry jurisdiction over certain Minnesota utilities.

MISO—Midwest Independent System Operator.

MAPP—Mid-Continent Area Power Pool.

MVA—A megavolt-ampere equals 1,000 kVA.

MW—A megawatt equals 1,000 kilowatts or 1 mil-
lion watts.

MWh—megawatt-hour; the unit of energy equal to
that expended in one hour at a rate of one million
watts. One MWh equals 3,414,000 Btus.

Monopoly—The only seller with control over mar-
ket sales.
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Natural Monopoly—A situation where one firm
can produce a given level of output at a lower total
cost than can any combination of multiple firms.
Natural monopolies occur in industries that exhibit
decreasing average long run costs due to size
(economies of scale). According to economic theo-
ry, a public monopoly governed by regulation is jus-
tified when an industry exhibits natural monopoly
characteristics.

NERC—The North American Electric Reliability
Council is the coordinating arm of the nine member
regional reliability councils. (See also Reliability
Councils).

NOx—Nitrogen Oxides

PURPA—Public Utility Regulatory Policies Act of
1978.

PV—Photovoltaic

Obligation to Serve—The obligation of a utility to
provide nondiscriminatory electric service to any
customer who seeks that service, and is willing to
pay the rates set for that service. By law, utilities
have the obligation to serve in return for exclusive
service territories.

Parallel Path Flow—As defined by NERC, this
refers to the actual flow of electric power on an elec-
tric system’s transmission facilities resulting from
scheduled electric power transfers between two
other electric systems. (Electric power flows on all
interconnected parallel paths in amounts inversely
proportional to each path’s resistance.) Contract
transmission paths, the electricity contracted for
between sellers and buyers, do not define the way
electricity actually flows.

Peak Load or Peak Demand—The electric load
that corresponds to a maximum level of electric
demand within a specified time period, usually a year.

Performance Based Regulation (PBR)—Any rate
setting mechanism that attempts to link rewards
(generally profits) to desired results or targets. PBR
sets rates, or components of rates, for a period of time
based on external indices rather than a utility’s cost of
service. Other definitions include light handed regu-
lation that is less costly and less subject to debate and
litigation. A form of rate regulation that provides util-
ities with incentives to reduce their costs.

Power Authorities—Quasi governmental agencies
that perform all or some of the functions of a public
utility.

Power Pool—Two or more interconnected electric
systems planned and operated to supply power for
their combined demand requirements.

Public Good—A good (or a service) that will not be
produced and delivered solely by the free market.
Economists call these “public goods” because the
public consumes them, but they do not solely bene-
fit a single buyer or group of buyers. There is no way
to produce a public good without producing a value
to society at large. It is unlikely that an individual
would pay out of his or her own pocket to ensure
that a public good is produced because the value is
not exclusively individual.

Public Interest Goals—Public interest goals of
utility regulation include: 1) inter-and intra-class and
intergenerational equity); 2) the equal treatment of
equals (horizontal equity); 3) balancing long- and
short-term goals that have the potential to affect
intergenerational balance; 4) protecting against the
abuse of monopoly power; and 5) general protection
of the health and welfare of the citizens of the state,
nation, and world. Environmental and other types of
social costs are subsumed under the equity and
health and welfare responsibilities.

Public Utility—By Minnesota Statute, an investor
owned utility regulated by the PUC. “Public utility”
excludes municipal utilities, cooperatives, and
power marketing authorities.

Real time Pricing—The instantaneous pricing of
electricity based on the cost of the electricity avail-
able for use at the time the electricity is demanded
by the customer.

Regional Reliability Councils (RRC)—Regional
reliability councils were organized after the 1965
northeast blackout to coordinate reliability practices
and avoid or minimize future outages. They are vol-
untary organizations of transmission owning utilities
and in some cases power cooperatives, power mar-
keters, and nonutility generators. Membership rules
vary from region to region. They are coordinated
through the North American Electric Reliability
Council (NERC). There are ten major regional coun-
cils plus the Alaska Systems Coordinating Council.
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REIS—Regional Energy Information System; the
Minnesota Department of Commerce’s computer-
ized state energy data collection and information sys-
tem required under Minnesota Statutes. It includes
energy data the DOC collects directly from energy
suppliers as well as data collected by other state
departments such as the Minnesota Department of
Revenue, Petroleum Taxation Division. It also
includes energy data specific to Minnesota collected
by the U.S. Department of Energy, the U.S.
Department of Commerce, Bureau of Census and
the U.S. Department of Transportation.

RDF—Refuse derived fuel, composed of processed
garbage, that is used in some electric generation
plants.

Reliability—Electric system reliability has two com-
ponents—adequacy and security. Adequacy is the
ability of the electric system to supply the aggregate
electric demand and energy requirements of the
customers at all times, taking into account sched-
uled and unscheduled outages of system facilities.
Security is the ability of the electric system to with-
stand sudden disturbances such as electric short cir-
cuits or unanticipated loss of system facilities.
Reliability also refers to the security and availability
of natural gas and petroleum supply, transportation
and delivery.

Renewable Resources—Renewable energy
resources are naturally replenishable, but flow-limit-
ed. They are virtually inexhaustible in duration but
limited in the amount of energy that is available per
unit of time. Some (such as geothermal and biomass)
may be stock-limited in that stocks are depleted by
use, but on a time scale of decades, or perhaps cen-
turies, they can probably be replenished. Renewable
energy resources include: biomass, hydro, geother-
mal, solar and wind. In the future they could also
include the use of ocean thermal, wave, and tidal
action technologies. Utility renewable resource appli-
cations include bulk electricity generation, on-site
electricity generation, distributed electricity genera-
tion, non-grid-connected generation, and demand-
reduction (energy efficiency) technologies.

Research and Development (R&D)—Research is
the discovery of fundamental new knowledge.
Development is the application of new knowledge to
develop a potential new service or product. Basic

power sector R&D is most commonly funded and
conducted through the Department of Energy
(DOE), its associated government laboratories, uni-
versity laboratories, the Electric Power Research
Institute (EPRI), and private sector companies.

Reserve Margin—Capacity over and above antici-
pated peak loads, maintained for the purpose of pro-
viding operational flexibility and for preserving sys-
tem reliability. Reserve margins cover for planned
and unplanned outages of generation and/or trans-
mission facilities.

Restructuring—The reconfiguration of the vertical-
ly integrated energy monopolies. Restructuring usu-
ally refers to separation of the various utility func-
tions into individually operated and owned entities.

RTO—A regional transmission organization designed
to operate the grid and its wholesale power market
over a broad region and with independence from com-
mercial interests. An RTO would also have a role in
planning and investing in the grid, though how it
would conduct these activities remains unresolved. An
RTO would also coordinate with other RTOs.

Substation—A facility for switching electric ele-
ments, transforming voltage, regulating power, or
metering.

Tariff—A document, approved by the responsible
regulatory agency, listing the terms and conditions,
including a schedule of prices, under which utility
services will be provided.

Thermal Rating—The maximum amount of electri-
cal current that a transmission line or electrical facil-
ity can conduct over a specified time period before it
sustains permanent damage by overheating or
before it violates public safety requirements.

Time-of-Use (TOU) Rates—The pricing of deliv-
ered electricity based on the estimated cost of elec-
tricity during a particular time block. Time-of-use
rates are usually divided into three or four time
blocks per twenty-four hour period (on-peak, mid-
peak, off-peak and sometimes super off-peak) and by
seasons of the year (summer and winter). Real time
pricing differs from TOU rates in that it is based on
actual (as opposed to forecasted) prices that may
fluctuate many times a day and are weather sensitive,
rather than varying with a fixed schedule.

2001 Energy Planning Report Page 123

MINNESOTA DEPARTMENT OF COMMERCE



Transmitting Utility (Transco)—This is a regulat-
ed entity that owns, and may construct and main-
tain, wires used to transmit wholesale power. It may
or may not handle the power dispatch and coordina-
tion functions. It is regulated to provide nondiscrim-
inatory connections, comparable service and cost
recovery.

Unbundling—Disaggregating utility service into
its basic components and offering each component
separately for sale with separate rates for each com-
ponent. For example in electric service, generation,
transmission and distribution could be unbundled
and offered as discrete services with separate pay-
ment for each. 

Universal Service—Energy service sufficient for
basic needs (an evolving bundle of basic services)
available to and affordable by virtually all members
of the population. 

Utility—A regulated entity that exhibits the charac-
teristics of a natural monopoly. For the purposes of
the electric industry, “utility” generally refers to a
regulated, vertically integrated monopoly electric
company. “Transmission utility” refers to the regu-
lated owner/operator of the transmission system
only. “Distribution utility” refers to the regulated
owner/operator of the distribution system that
serves retail customers.

Vertically Integrated Monopoly—A single entity
(provider) which performs all of the basic functions
of production, transportation and delivery. For
example, in the electric industry a vertically inte-
grated electric utility performs all three basic func-
tions of generation (production), long distance
transmission (transportation) and local distribution
(delivery) of electrical energy to consumers.

Watt—The unit of measure for electric power or rate
of doing work. The rate of energy transfer equiva-
lent to one ampere flowing under pressure of one
volt.

Weather normalized information—Information
adjusted to remove fluctuation due to changes in
weather.

Wholesale Competition—Power producers com-
peting to sell their power to a variety of distribution
companies.

Wholesale Power Market—The purchase and sale
of electricity from generators to resellers (who sell
to retail customers and/or other resellers) along
with the ancillary services needed to maintain relia-
bility and power quality at the transmission level.
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